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PREFACE. 



When it is remeuibered that the first 
public exhibition of the articulating tele- 
phone in the United States was made in 
1876, at the Centennial Exhibition in 
Philadelphia, and that to-day there are in 
the United States about 750,000 tele- 
phones in use, by means of which, in the 
central exchanges alone, more than two 
millions of telephonic communications are 
effected daily, it is evident that the gi'owth 
of this art has been unprecedented in the 
annals of applied science. This rapid 
growth, which has occuiTed in but two 
decades, has rendei-ed it difficult for the 
general public either to follow the im- 
provements which have rapidly succeeded 
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each other, or even to become familiar 
with the fundamental pnnciples of the art. 

The authore have prepared this little 
book on the telephone, in the hope of 
enabling those who are not trained in 
electro-technics to understand the main 
principles and method of operation of the 
telephone systems of to-day. 

The author desire to acknowledge their 
indebtedness to Mr. Arthur Vaughan 
Abbott's valuable aeries of articles in 
Ehctrical Engineei-ing, and Mr. Herbert 
Laws Webb's TeU^hone Hand Booh 

Philadelphia, October, 1896. 

Since this preface was written much 
growth and development have taken place 
in telephonic engineering and practice. 
The authoi-s have, however, added three 
new chaptei-s upon the subjects of prin- 
cipal recent impoi-tauce, and believe, that 
by so doing, the book will be brought up 
to date. 

Philadelphia, December. 1901. 
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THE ELECTRIC TELEPHONE. 



CHAPTER L 

INTEODUOTOEr. 

The time has long since passed when 
the world's wonders were but seven in 
number. To-day they are fer more 
niimei-ous, and science is constantly in- 
ci'easing their nnmber. To the unreflecting 
mind, a wonder necessarily ceases to be 
regarded as such as soon as its use be- 
comes a part of the daily life of the com- 
munity, but it must be acknowledged that 
iu I'eality a wonder may increase rather 
than decrease aa its use is multiplied. 
What can be more marvellous than a 
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2 THE ELECTRIC TELEPHOMB. 

pbotogi'aph, and yet, because so familiar, 
it has already ceased to be regaixled as 
inarvelloua ! 

Though electric science has wiouglit 
many wonders, probably none can com- 
pare with the articulating telephone. The 
rapidity with winch this instrument has 
become a part of our every-day life has 
caused it to assume the rdle of a necessity 
rather than that of a marvel. It can, • 
indeed, be fairly regarded as one of the 
world's greatest modern wonders. 

It is difScult to estimate the infiuence 
which the telephone Las exerted upon our 
business and social life. Its advent has 
fairly revolutionized business methods. 
It was said of the invention of logarithms 
that their use doubled the effective work 
of the astronomer. It can be said to- 
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INTRODUCTORY. 3 

day of the telephone that it more than 
doubles the effective work of the bnaioess 
man. It gives him a capability of ubiq- 
uity so far as all points in telephonic con- 
nection are concerned ; for, can he not, 
with the rapidity of light, along the aerial 
or undei^round wires, enter, for all conver- 
sational purposes, the office of his cor- 
respondent, remain only as long as is 
necessary for conversation, and again re- 
turn in the twinkling of an eye to his own 
office? 

It is not our intention in this little book 
either to enter into the history of the tele- 
phone, or to attempt to assign to the vari- 
ous claimants of this invention the credit 
which is their due. It will suffice to state 
that the practical introduction of the artic- 
ulating telephone into the United States 
was coincident with the Philadelphia 
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4 THR ELECTRIO TELEPHONE. 

Exhibition of 1876. Id other woi-da, al- 
though but about two decades have passed 
since the telephone was exhibited publicly 
for the first time in the United States, yet, 
during this time, its growth in this coun- 
try has been so rapid that about 750,000 
telephones are in use to-day, through 
which about 750,000,000 conversations are 
made annually through the telephone 



Many years ago, an exceedingly com- 
plex piece of apparatus was devised, 
which was known as the talking machine. 
It consisted essentially of an acoustic ap- 
paratus, driven pneumatically, and pro- 
vided with various pipes and contrivances 
for producing the elements of the various 
sounds required for articulate speech. By 
means of a key-board these different j'leces 
of acoustic apparatus were bi-ought i<pto 



tzsd by Google 



INTBODDOTORT. 6 

auccessive action, so that, being properly 
operated, they roughly iiiiitafced the huuian 
voice and produced a semblance of articu- 
late speech. Between this complex and 
clumsy contrivance and the ai'ticulatiug tele- 
phone of to-day there is indeed a great gulf. 

A circular metallic diaphragm, supported 
at its edges and placed opposite to an 
electromagnet, not only replaces the 
mechanism of the talking machine, but 
does this in a far more efficient manner ; 
for, at its best, the talking machine was 
limited to a comparatively narrow range 
of sounds, while the telephone of to-day is 
capable of producing the sounds of any 
language spoken into it Moreover, the 
telephone can transmit articulate speech 
to gi-eat distances. 

Long before the discovery of the ai-ticu- 
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6 THE ELEOTRIO TELEPHONE. 

lating telephone, the possibility of trans- 
luitting speech for short dlstaaces, by means 
of mechaoical vibrations earned through 
elastic wii-es, was well known, but such 
instruments ought to be carefully distin- 
guished from the electric telephone, as will 
be shown in a subsequent chapter. With 
the electric telephone, the distance to 
which articulate speech can be transmit- 
ted has already reached 1,500 miles, and 
there is no reason why this should be the 
limit. 
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CHAPTER II. 

ELEMKNTARY ACODSTIO PRINCIPLES. 

The word sound is used in two distinct 
senses; namely, objectively, as the cause 
of a sensation, and subjectively, as tlie 
sensation itself. Objectively, sound con- 
sists of to-and-fro motions or vibrations in 
a medium, usually the air, through which 
the sound is transmitted. When a piano 
string, for example, is struck, it swings to- 
and-fro with a rapidity depending upon its 
tension, or the force with which it is 
stretched, and its dimensions. The shorter 
and thinner the string, and the greater its 
tension, the more rapidly does it vibrate ; 
that is, the more frequently does it move 
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8 THB ELRCTItIO TELEPHONE. 

to-and-fro in a given time. During these 
to-and-fro motioas of the string, the sur- 
rounding air is set into oacillations which 
ai*e transmitted outwards in all directions. 
At any point in the sun'ounding atmos- 
phere, the air is alternately condensed and 
rarefied, that is to say, the oscillation causes 
a gi-eater number of air particles or mole- 
cules to occupy a given space during one 
part of the movement, and a smaller 
number during the succeeding part of the 
movement. Each to-and-fro movement of 
the string, or to-and-fro movement of an 
air particle, is called a complete vibration ; 
the time occupied by a complete vibration 
is called tl period; and the number of com- 
plete vibrations, or to-and-fro movements, 
executed iu one second of time is called 
/ of the vibration. 



The almost infinite variety of sounds, 
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ELEMENTARY ACODSTIC PRINCIPLES. 9 

occuriing objectively in nature, differ in 
only two respects ; namely, 

(1) In tone, pitch or frequency. 

(2) In loudness or intensity. 

K we successively strike the separate 
strings on a piano, we will obtain the well- 
known succession of musical notes or tones. 
Moreover, by striking them with different 
degrees of force, we may obtain these notes 
either as faint, weak sounds, or as strong, 
foixiible sounds. These different notes are 
said to differ from one another in pitch, 
that is, some are higher, or shriller, and 
some are lower, or graver. Or, they may 
differ in their loudtiess or in, 



If we strike a note on the piano, and 
then sound the same note by the voice, 
or produce it on a violin, a difference will 
be recognized in the effect it produces, 
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10 THE ELECTRIC TELEPHONE. 

aubjectively, on the mind through the ear ; 
for, even though these sounds be in unison, 
and be sounded with equal intensity, yet 
a characteristic difference is apparent be- 
tween them. 

The reason for the above characteristic 
difference is found in the fact that the 
so-called simple sounds consist, in reality, 
of an assemblage of numerous, separate 
tones or sounds of different pitch and 
markedly different loudness. Wliat the 
ear generally recognizes as the pitch of 
such sounds, is, in reality, the pitch of only 
one of these tones, usually the gi-avest 
and loudest, called \hB fundamental. The 
additional sounds or the overtones, or, as 
they are sometimes called, the Jianmmics, 
mingle with the fundamental tone, and 
give it that charaefceiistic 'vhich is called 
its timbre or quality. 
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ELEMENTARY AC0O8TI0 PRINCIPLES. 11 

A note sounded on the piano diffei-a 
from the same note sounded on the violin, 
in the fact that although the fun<Jameutals 
of the two notes may be pi-actically the 
same, yet the over-tones differ both in 
their number and in their relative intensi- 
ties. _ It ia evident, therefore, that while 
there are objectively but two characteris- 
tics of sounds, there are subjectively three ; 
namely, 

(1) Tone or pitch. 

(2) Loudness or intensity. 

(3) Quality or timbre. . . 

It follows from the preceding that if all 
musical instruments gave simple tones, 
they could not be distinguished from one 
another except in loudness. The nearest 
approach to a simple tone is that emitted 
by a properly constructed and sounded tun- 
ing fork mounted on its resonant case. It 
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12 THE KLECTRIC TELEPHONE. 

is in this sense tliat the notes of some in- 
struments are properly described as brill- 
iant and those of others as dull ; for, each of 
the tones so produced being in reality choi'ds 
consisting of a fundamental and a number 
of harmonics, the effects produced vary 
with the number and degree of prominence 
of the harmonica 

When the string of a piano moves to- 
and-fro, after being struck, it produces a 
musical sound which is transmitted 
through the air by a succession of waves. 
Regarding the moving string as producing 
its to-and-fro motioos in a direction towards 
and from an observer, when the string is 
moving towards him it crowds togethei- or 
condenses the air in front of it, moving it 
in straight lines towards the ear. The 
particles, however, do not continue to move 
forward through the entire distance between 
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ELBMENTART AC0U3TI0 PRINOIPLES. 13 

tlie string and the observer's ear, but give 
up their motion to neighboring particles in 
front of them, and then move back towards 
their original position. MeaDwhile, the 
particles set moving onwards communicate 
their motion to those next in the same 
line. 

The oiiginal m >tion ia thus transmitted 
onward from particle to particle with a 
definite velocity depending on the elas- 
ticity and density of the medium. In air 
this velocity is 1,090 feet per second at 
32^ F.,or 332.2 metres per secoud at 0" C. 
In this manner the air between the string 
and the observer's ear is set in vibmtion 
in paths which are in the direction in 
which the sound is travelling. Such 
vibrations are called l(mgitudinal vihra- 
tions, in order to distinguish them from 
transvei'Se vibi-aiioiis, which take place 
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14 . THE ELEOTKIC TELEPHONE. 

across the line of transiniasion, as in the 
vibrations conatitnting light. 

■ If the vibrating string be moved to one 
side and then stopped, the blow or 
impulse given to the air woidd move for- 
wai-d as a wave, at a velocity of about 
1,090 feet per second, in air at the temper- 
ature of freezing water. Each particle of 
air would make one excursion forward and 
then return to its original position, when 
it would remain at' rest. If, however, as 
is always the case, the string i-epeats its 
pulses successively forwai-d and backward, 
at regular intervals, motions are set up in 
the air particles, each pulse moving for- 
ward at the same velocity. If, for ex- 
ample, the string has a frequency of 
vibration of unity, or makes one pei-iod, 
or double-vibration, or to-and-fro motion 
per second, then the first pulse through 
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£LGHENTARY ACODSTIO PRINCIPLES. 16 

the air is followed at each second of time 
by another pulse, the correspoiidiDg por- 
tions of the pulses being, therefore, separ- 
ated by 1,090 feet in space. This distance 
is known technically as the wave length. 
At points along the direction of trans- 
mission, the moving air particles at this 
distance apart have the same direction and 
relative velocity of motion. If the sti'ing 
makes two complete vibrations per second, 
or has a frequency of 2, there will be 
two pulses dunng the time that the motion 
is transmitted through 1,090 feet, or each 
wave will be 545 feet long. In the same 
way, if the frequency of the string be 
1,090, so that it executes 1,090 to-and-fi-o 
motions per second, corresponding, approx- 
imately, to the note C" §, each impulse can 
only move through a distance of 1 foot, 
before the next impulse follows it, so that 
the wave length ^vill be 1 foot. Generally, 
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the wave length of a sound is its velocity 
of transmission, divided by the frequency. 

Let U3 now examine the consequences of 
striking the string more forcibly at one 
time than at another. The tension of the 
string and its diraensiona remaining the 
same, no sensible effect is produced upon 
its frequency ; consequently, the wave 
length will remain the same, and the 
string will give the same tone, but the 
excuraions of the sti'ing and also of 
the air particles will be inci'eased, so that 
the amplUvde of the wave ; i. e., the ampli- 
tude of the excui-sion of each particle is 
increased. For the same reason the actual 
velocity of each particle is also increased. 
The velocity of the particles is to be care- 
fully distinguished from the constant 
velocity with which the wave travels or 
moves forward, or the velocity of ti-ans- 
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ELEHENTAKY ACOUSTIC PBINCIPLES. 17 

mission. It is evident that each particle 
has alternately a maximun) onward and 
backwai-d motion, and that when it 
reaches the extremity of each exciirsioo 
and is ready to change its direction, it 
comes to momentary rest while the wave 
continues to advance steadily. 

It is evident from the preceding that 
the transmission of sound to the observer's 
ear necessitates Hi-st the presence of a 
vibrating body, and second that of an 
elastic medium connecting the vibrating 
body with the observer. It remains now 
to briefly explain the manner in which the 
air impulses or vibrations act upon the ear 
of the observer. 

Without attempting to enter mto a 
description of the anatomy of the ear, it 
suflijes to say that this delicate organ of 
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18 THD ELECTRIC TELEPHONE. 

hearing consists essentially of means 
whereby the sound waves entering the ear 
impinge against a tightly stretched mem- 
brane called the tympanic membraiie. 
The to-and-fro motions of this membrane 
are transmitted, by means of a chain of 
bones, to another membrane that closes an 
internal cavity filled with liquid and con- 
taining ramifications of the auditory nerve. 
The manner in which sounds of different 
pitch produce their characteristic impres- 
sions on the observer, due to the differ- 
ence in their frequencies, is substantially 
by means of the vibrations they excite 
in a series of minute rods or fibres. 
These i-ods or fibres vibrate, apparently at 
definite frequencies, and are only excited 
by waves of their own frequency. The 
ear is thus enabled to analyze a complex 
sound and resolve it into its component 
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ELEMENTARY ACOUSTIC PRINCIPLES. 19 

So seiiaitive ia tbe liumaii ear, that the 
amplitude of the vibration of the air 
particles capable of exciting the sensation- 
of aound, has been found experimentally to 

^ '"'' *'"'° 100,000,000 '^'" "' " '"'^ 

representing a maximum velocity of 
90 000 ^^ iuch-per-second in each air par- 
ticle transmitting the wave, for the tone of 
middle C, or C of the pianoforte. 

It is the short, thiii strings oti musical 
instraments, such as the piano, which have 
a comparatively high ffeqnency or pro- 
duce a comparatively great number of 
vibrations per second, while it is the long, 
thick strings that vibrate slowly and pro- 
duce the grave tones. The human ear 
is capable of distinguishing frequencies 
ranging from 16 to about 40,000 penods 
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20 THE ELECTEIO TELEPHONE. 

or double vibrations per second. The 
extreme i-ange of the human voice, includ- 
ing male and female, is from 43 periods 
per second to about 3,000 periods per 
second. This range is, approximately, 6 
octaves, 2 octaves being the average range 
of the adult voice, and 4 1/2 octaves 
being the greatest known range of a single 
voice. In ordinary conversation the range 
of tones is much smaller, 300 periods per 
second being about the average frequency. 

The brief description we have given of 
the elementary principles of sound find an 
excellent illustration in the simple string 
telephone. As has already been stated 
this form of telephone does not involve 
any electrical principles in its operation, a 
series of mechanical waves, instead of elec- 
trical waves, being transmitted between 
the two instruments. A form of string 
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BLEMENTAUY ACOUSTIC PRINCIPLES. 21 

telephone is diagrammatically shown in 
Fig. 1. It consists essentially of two open 
cylinders A and £, provided with dia- 
phragms B, I>i, formed of stiff paper, or 
other suitable material, aud connected by 
an elastic string or thread s, «i, secured 



Fig. 1. — Stbiho Tblephonb. 

to the centres of the diaphragms. A per- 
son talking into the open end of one of 
these cylinders, as at j4, can be distinctly 
heard by a pei-son listening at the open 
end of the other cylinder £, even when the 
cylindere are separated by a distance of 
many feet. The instrument into which 
the speaker talks is sometimes called the 
transmitting instrument, or transmitter, and 
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22 THE ELECTRIC TELEPHONE. 

that into which his iuterloctitor listens, is 
called the receiving instrUTmiU, or receiver. 
In this case each instruineut can be used 
alternately either as a transmitter or as a 
receiver. 

We will now explain the manner in 
which articulate speech is transmitted by 
mechanical waves from the transmitter to 
the receiver, and how it is able, at the 
receiver, to reproduce on the listener's ear 
whatever is spoken into the transmitter. 

The effect of the sound, waves produced 
by the speakei^'s voice impinging on the 
diaphragm of the transmitter A, Fig. 1, is 
to set the diaphragm into vibration with a 
frequency and amplitude corresponding 
to the frequency and amplitude of the 
sound waves. These vibrations of the 
diaphragm, being communicated to the end 
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ELBMENTAKY ACOUSTIC PRINCIPLES. 23 

of tbe string, produce in it longitudinal 
pulses of corresponding amplitude and fre- 
quency, which travel along the string and 
impart to the diaphragm of the receiving 
instrument similar vibrations. 

Consequently, the air in the receiver B, 
is set in vibrations of the same character 
as those pi-oduced by the voice at A. A 
peison standing alongside the speaker at 
A, could Tiear this speech on account of the 
direct communication of these vibrations to 
the surrounding air. So a listener, with 
his ear opposite B, will be able to hear 
the same speech reproduced through the 
to-and-fro motions of the diaphragm B, 
transmitted along the string. 

We shall subsequently show that the 
electromagnetic telephone differs in no 
respect from the mechanical telephone so 
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34 THE BLEOTRIO TELBPHONE. 

far SB the action of the sound waves on 
the diaphragm of the transmitting instru- 
ment is concerned, or the repfoduction of 
similar sound waves in the air of the 
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receiver. A radical difference, however, is 
found in the fact that in the string tele- 
phone actual sound waves or longitudinal 
pulses are transmitted along the string 
connecting the two instruments, while in 
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ELKMKNTARY ACOUSTIC PRINCIPLES. 25 

the electromagnetic telephoue a series of 
electric pulses or waves, of a frequency 
and amplitude dependent on the f re<juency 
of the tooes of the si.>eaker'8 voice, are trans- 
mitted along the wire connecting the two 
telephones, and are capable of reproducing 
similar motions in the diaphragm of the 
receiving instrument, and, consequently, 
the speech at the transmitting instniment. 
A form of mechanical telephone, operat- 
ing in general in the same manner as the 
simple telephone of Fig. 1, is shown in 
Fig. 2. 
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CHAPTER III. 

ELEMENTARY ELECTRICAL PRINCIPLES. 

Before attemptiog a detailetl desciip 
tion of the method of operation of the 
electric telephooe, it will be necessary to 
obtain a clear conception of some -of the 
elementary electric principles involved. 
Since electric energy is but one phase of 
energy, and since we are never able to 
create enei'gy, but can only transform or 
change it fi'om one phase to another, it is 
evident that all electric enei^ requires 
the expenditure of some other form of 
energy for its production. Thus mechani- 
cal, chemical, thermal or luminous energy 
may be converted into electric energy. 
Any means by which this transformation 
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ELKMENTAHT ELTCCTRICAL PRINCIPLES. 27 

is effected is caJled an electric sowrce. All 
electric sources have two points, called 
poles, one the positive pole, where an elec- 
tnc current is assumed to pass out, and 
the other the negative pole, wheve it again 
re-enters it, after having completed a pas- 
sage through a conducting line or circuit. 




Fia. 8. — SutPLK Elbcthic Cibcdit. 

A great variety of electric sources ex- 
ist. Some of the commonest of these are 
the dynamo-electric machine, the frictional 
electric machine, and the voltaic cell. A 
simple electric cireuit is shown in Fig. 3, 
consisting of a voltaic cell and a conduct- 
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28 THE ELECTRIC TELEPHOHE. 

ing wire. The polea of the source or 
voltaic cell are shown at (+) and (— ), 
which are called respectively the positive 
and negative poles. It is assumed for con- 
venience that electricity flows out of the 
cell at its positive pole, and returns to it at 
its negative pole, completing its path by 
passing through the cell. The complete 
path thus provided is called the circuit 

Although electric sources are popularly 
said to produce electricity, yet, in point of 
fact, they are more correctly descrilKid as 
being means or devices for the transforma- 
tion of some form of energy into electi-ic 
energy. In the case of the voltaic cell 
described in connection with Fig. 3, two 
dissimilar metals called the voltaic eh- 
meats are dipped in a solution called the 
electrolyte. The electric energy supplied 
by the cell is obtained at the expense of 
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the chemical enei^ existing in the ele- 
ments and electrolyte. 

No electric sources produce electricity 
directly. What they directly produce is 
a variety of electric force called electromo- 
tive fovcBy usually abbreviated E. M. F., 
aud this E. M. F. is always developed as 
long aa the electiic source remains active. 
But the E. M. F. will be unable to pro- 
duce an electric current unless a path or 
conducting cii-cuit is provided for its pas- 
sage ; thus, if we break or cut the wire in 
Fig. -3, thus ojiening or breaking the cir- 
cuit, the E. M. F. of the voltaic cell will 
still be present, but there will no longer 
be a passage of any electric current under 
the action of this E. M. F. E. M. F. may 
be defined, therefore, as the force which 
sets, or tends to set, electricity in motion; 
that is, produces an electric current. No 



ioogic 



30 TUB ELECTRIC TELEPHONE. 

current can flow without the action of 
an E. M. F. 

E. M. F. is measured in terms of a unit 
of E. M, F. called the volt. An ordinary 
bluestone Daniell cell has an E. M. F. of, 
approximately, 1 volt, (1,08) and a Le- 
clanche cell, a form of cell commonly 
employed in telephony, has an E. M. F. of, 
approximately, 1 1/2 volts. A storage ceU 
or secoTidary cell has an E. M. F., when in 
action, of about 2 volts. Dynamo-elec- 
tric generators may be built so as to pro- 
duce any desired E. M. F. from a small 
fi-action of a volt to many thousands of 
volts. Frictional electric machines gener- 
ate E. M. Fs. of himdreds of thousands of 
volts. The E. M. F. which produces light- 
ning may be many millions of volta 

"When an E. M. F. acts upon a circuit, 
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the amount of electric current it pi-oducea 
■will depend not only upon the magnitude 
of the E. M. F., but also upon the opposi- 
tion which the circuit offers to the flow ; 
or, as it is termed, on the electric resistance 
of the circuit. 




Fig. 4.— HTDRA0LIC CiKCtnre in Pakai.lel 



An analogue of this condition is shown 
in the hydraulic circuit, illustrated id Fig. 
4. Here a cylinder P, filled with water, 
is provided with a piston p, capable of 
moving to-and-fi'o. Two pipes connect 
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the front and back end of the cylinder, 
one ABO, being a short, wide pipe, and 
the other D E F, ». long, nari-ow piiie. 
Under these conditions, if the system be 
filled with water and the piston be set in 
motion, a current of water will be caused 
to circulate through both pipes, but the 
flow through the long pipe will be much 
less than through the short pipe. 

Here cleai-ly, that which causes tbe 
water to flow thi-ough the pipes is the 
pressure or watermotive fwce created by 
the action of the pump between the two 
ends of each pipe. But the resistance of 
the long pipe to the flow of water is much 
greater that the resistance of the short 
pipe. Consequently, the flow which is 
established by the head or pressure ia 
much smaller in the long pipe than in the 
short pipe. 
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Comparing the hydraulic circuit with 
the electric circuit, as shown in Fig. 5, we 
find that in the short, thick wire circuit 
ABC, the current strength which is es- 
tablished under the influence of the E. M. 




Fio. 5.— Elbctmc Circcitb in Pabali.bl. 



F. or electric pressure, produced by the 
voltaic cell X, is much greater than in the 
long, thin wirei? E F, because the electric 
resistance of the former is much less than 
that of the latter. 

The resistance which a water-pipe ofEei-s 
to the flow of water through it, depends 
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upon the character of its walls, whether 
smooth or rough, upon the length of the 
pipe, and upon the area of its cross-section. 
The resistance which an electnc conductor 
offei-s to the flow of electi-icity thi-ough it, 
depends upon the character of the con- 
ductor; i.e.,;the nature of the material, its 
temperature, physical condition and purity,, 
and also upon its length aud area of cross- 
section. The longer a wive, the greater 
its resistance; the smaller its cross-sec- 
tion, the greater its resistance. If, there- 
fore, we double the length of a wire, we 
double its resistance, and if we double its 
ci'OS8.8ection, the length remaining . the 
same, we halve its resistance. Conse- 
quently, if we double both the length and 
ci"08s-section, the resistance of the wire will 
remain unchanged. 

Electric resistance is measured in terms 
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of a unit of resistaTice called the o7mi. 
This unit has been defined as being equal 
to the resistance offered by a column of 
mei-ciiry 106.3 centimetres in length and 1 
squai'e millimetre in cross-sectional area at 
the temperature of melting ice. A wii-e of 
soft copper, 1 foot in length, and of No. 
40 A. W. G., or of 0.003145" diameter, has 
a resistance at W," F., of 1 ohm, while 
2 miles of ordinary ti-olley wire, such as 
is used on our cities' overhead trolley lioea, 
has a resistance of about 1 ohm. The 
resistance of an oi-dinary telephone re- 
ceiver is about 75 ohm?. The resistance 
of 1 mile of No. 12 A. W. G. (0.0808" 
diameter) copper wire, is about 8.37 ohms. 
Tiiia is a size of wire commonly used in 
telephony. 

The resistance of common soft copper 
wire, of standanl purity, in.iy be found by 
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taking the reeistance of a mU-foot at the 
required temperature, say 68" F., (10.355 
ohms), multiplying by the length of the 
wire and dividing by the ci-ose-sectional 
ai-ea in circular mils (obtained by squaring 
the diameter of the wire expressed in mils 
or thousandths of an inch). Thus a mile 
of No. 12 copper wire, whose diameter is 

80.8 mils, (0.0808") will be Hi^^^^iiM^S 

' ^ ^ 80.8 X 80.8 

= 8.3Y6 ohms at 68^ F. 



The resistance of an electric circuit is the 
sum of the separate resistances of its parts. 
Thus in Fig. 6, are shown two ordinary tel- 
ephones A and B, connected together by a 
pair of No. 12 copper wires, each 1 mile 
long. The resistance of each telephone 
being, say 75 ohms, their total resistance 
wiU be 150 ohms; the resistance of 1 
mile of this wire at 68" F. being 8.88 
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ohms, 2 miles will have 16.76 ohms ; so 
that the total resistance of the circuit will 
be 166.76 ohms. 

We have already stated that the resist- 
ance o£ a conductor depends not only upon 
its dimensions, but also upon the nature of 
the material. Thus copper and silver we 
the best known conductors, so that wires 
of copper and silver have the lowest re- 
sistance for any given length and cross-sec- 
tion. An iron wire has about 61/2 times 
the resistance of a copper wire of the same 
dimensions; a lead wire, about 12 times, 
and an aluminum wire, twice, the resist- 
ance of a corresponding size of copper wire. 

In order to compare the resistances of 
wires of different substances, but having 
the same size and length, it Is usual to con- 
aider the resistance offered by a unit length 
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of the wire having unit cross-section. This 
resistance is called the specific resistance 
or resistivity of the wire. The length 
adopted is the centimetre, and the cross- 
section the square centimetre, so that the 
statemant of the resistivity of standard 
coppei' as 1,594 microhms at 0*C. or 32'' F., 
means that a wire of this copper, 1 centi- 
metre long and 1 square centimetre in cross- 
sectional area, would have a resistance at 

1 594 
this temperature of ^ q^jj qqq ths of an 

ohm. Consequently, the resistance of a 
wire of given length and cross-section can 
be readily computed, when either its re- 
sistivity at the observed temperature is 
known, or when the resistance of a mil-foot 
of the wire is known. 

The class of substances called tnsutators, 
such as glass, hard rubber, silk, wool, vul- 
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canite, etc., have enormous' resistances as 
compared with metala Thus, a rod of 
gutta percha 1 foot long and of the same 
diameter as No. 7 A. W. G. (0.1443") 
would have a resistance of about 200 
quadrillions of ohms at ordinary tem- 
peratures, assuming no surface leakage. 

The electric flow or current in a cireuit 
is measured in terms of a unit of electric 
current called the ampere, after the physi- 
cist of that name. The current strength 
which . passes through an oi-dinary 16 
candle-power incandescent lamp is usually 
about half an ampere, when operated on a 
110-volt circuit. The current strength 
supplied to an arc lamp is usually about 
10 amperes. The current strength em- 
ployed in telephony ia extremely small, so 
small that it is very diflScult to measure, 
and is usually estimated in fractions of an 
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ampere called a micro-ampere, a micro-am- 
pere being only the " i OdOOOO *^^ '^^ ^^ 
ampere. The estimated current strengtli 
employedin telephonic circuits is from 6 
to 100 micro-amperes. A telephone will, 
however, respond audibly to a current 
strength of 44 hicro-amperes, one bicro-ara- 
pere being the billionth part of an ampere. 
Consequently, one 16 candle-power incan- 
descent lamp receives a current strength 
sufficient to actuate audibly about ten mil- 
lion telephones. 

The current strength which flows in a 
circuit depends both on the electric pres- 
sure or E. M. F. and on the resistance of 
the circuit. The greater the E. M. F., the 
greater the current strength, and the 
greater the resistance, the less the current 
strength. It was first shown by Dr. Ohm 
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of Berlin, that the cuiTeut strength in 
amperes in any circuit was equal to the 
quotient of the number of volts of E. M. F. 
in the circuit divided by the total resist- 
ance of the circuit in ohms, or Ohm's Jaw 
may be expressed 

volts 

amperes = -: . 

■^ ohms 

Tims, if the circuit shown in Fig. 6 in- 
cluded an E. M. F. of 1 volt, the current 
strength which would flow under this pres- 
sure would be .„^Jf. = 0.005997 am- 
166,76 ohms 

pere. This would represeut 5,997 micro- 
amperes,, or 5.997 milliamperes, the mil- 

liampere being the th part of an am- 

pere. Again, if a dynamo-electric gene- 
rator produces at its terminals a pressure 
of 100 volts, and the resistance of an in- 
candescent lamp, when hot, is 200 ohms. 
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the cun-ent strength which would flow 
through the lamp, when the latter is di- 
rectly connected with the dynamo ternii- 

, . 100 volts 
"^''^^-OO^iEi= 1/2 ampere. 

A current which always flows in the 
same direction thmugh a circuit is called a 
eontintwus current, or sometimes a direct 
current, and is produced by a continuous 
M. M. F. A current that alternately re- 
verses its direction through a circuit, 
that is, flows first in one direction, then 
stops and flows in the opposite direction, 
then stops and flows again in .the first 
direction, and so on, is called an alternating 
current. Alternating currents are com- 
monly employed in electric lighting and 
in the distribution of power. They are 
invariably employed in telephony. It is, 
therefore, necessary to inquire into the 
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elemeotary principles of alternating cur- 
rents in order to explain the operation of 
the articulating telephone. 

Alternating currents are produced by 
the action of altefnaUng JE. M. -Fs. An 
alternating E. M". R is one which period- 
ically reverses its direction. Fig, 4, repre- 
sents the hydraulic analogue of an alter- 
nating current circuit and pressure; for, 
every reversal in the direction of the piston 
will produce a reversal in the direction 
both of the pressure and of the water flow. 
A chain pump, on the other hand, if sub- 
stituted for the piston pmnp shown, would 
afford the corresponding analogy to a 
continuous E. M. F. and current. 

The effect of producing sound waves in 
the neighborhood of one telephone as a 
transmitterj say A, in Fig. 6, is to produce, 
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in its diaphragm, vibrations which result in 
the production of alternating E. M. Fs. 
in the circuit The frequency of these 
E. M. Fs. will be the same as the frequency 
of the vibrations of the diaphragm ; aud, 
therefore, of the sound waves producing 
them. For example, a single note of 512 
double vibrations per second, correspond- 
ing to C" iu the musical scale, will, there- 
fore, have a frequency of 512 cycles per 
second, and the period of this sound will 

J_ 
512 

the motion of an air pai-ticle will take 
place in this period of time. The dia- 
phr^m will vibrate with this frequency, 
and will produce an E. M. F. of 512 
double alternations per second ; that is to 
say, 512 pulses of E. M. F. in one direc- 
tion, through the circuit, alternating with 
512 pulses of E. M. F. in the opposite 
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direction. If the circuit be open, this 
alternating E. M. F. will be unable to 
send a current; but, if the circuit be 
closed, as shown in Fig. 6, an alternating 
current will flow, whose pulsea have the 
same frequency aa the E. M. F. 

If a composite tone be sounded before a 
transmitting telephone, each simple tone of 
which it consists will produce its corre- 
sponding vibration in the diaphragm, and 
a corresponding aeries of alternating 
E. M. Fs. will be developed in the circuit, 
each having the frequency and following 
in amplitude the respective frequency and 
amplitude of the component tones. A 
telephone acting in this manner as a 
transmitter, is, in reality, a miniature alter- 
nating-current dynamo, di-iven by the 
power of the voice or sound vibrations 
in air. An ordinary alteroating-cuiTent 
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dynamo, however, pi-oduces ao E. M. F. 
which may be, and frequently is, several 
thousauds of volts, while the telephone as 
an alternating-current dynamo only pro- 
duces an E. M. F. of usually but a frac- 
tion of a volt. The frequency of the 
E. M. F. generated by an ordinary com- 
mercial alternating-current dynamo does 

^ SM B 

» ^ y ^ 

8.3B 

Fia. 6.— SiuPL£ TEt£PHONE CnwiciT, 

not vary in practice since it is fixed by the 
speed of its revolution. The frequency of 
E. M. F. generated by the telephone is 
constantly varying and depends upon the 
frequency of the tone or tones sounded in 
its vicinity. 

When the alternating electric current 
produced by a sound at A, Fig. 6 and 
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which in practice always consisfB of an 
assemblage of different fieqiiencies, passes 
thi-ough the coil of wire on the receiving 
telephone B, they produce vibrations in 
its diapliragui. The receiving telephone 
B, becomes, therefore, in a certain sense, 
an alternating-curi'ent motor, its diaphragm 
reproducing the vibrations which are set 
tip in the diaphragm of the transmitter A, 
except that the vibrations of the receiver 
are feebler than the vibrations of the 
transmitter which produce them. The 
air in the neighborhood of the receiving 
diaphragm being set into corresponding 
vibrations, a listener at B, can recognize 
the sounds which are being proiluced in 
the vicinity of the transmitter A, 
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CHAPTER IV. 

THE TEMTHONIC EECEIVEB. 

A MARKED peculiarity of the articulating 
telephoue is its simplicity of coustruction, 
.consisting, as it does, of only a permanent 
magnet, a magnetizing coil of insulated cop- 
per wii-e, and a soft iron diaphragm firmly 
secured at its edges in proximity to one of 
the magnet poles. Fig. 7, shows the foim 
of telephone receiver generally employed in 
the United States, while Fig. 8, shows the 
essential parts of the instrument removed 
from the loibber case. Z*, is a diaphragm 
of soft feiTotype iron, 10 mils in thickness 
(0.010"). G, is a coil of silk-covered 
copper wire, whose diameter is 0.004", or 
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4 mila. The resistance of the coil is about 
75 ohms. J^ is a permanent raaguet, also 



Fio. 7.— Telephone Receivkr. 

represented in Fig. 9, formed of four bars of 
hard steel, separately magnetized, and then 




FiQ. 8.— Permanent Magnet, Coil and Diaphbaou ob- 



clamped side by side. The magnetizing 
coil G, ia wound \\\Ym a wooden spool 
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which sHpa over a soft iron projection 
securely fixed to one of the poles of the 
permanent magnet. The two ends W, W, 
of the magnetizing coil are led out to bind- 



ing posts B, B, Fig. 7, at the end of the in- 
strument. The end of the compound mag- 
net E, furthest fi'om the coil, is provided 
with a projection threaded for the lecep- 
tion of a screw passed through the end 
of the cover. The object of this screw is 
to adjust the distance between the polar 
extiemity P, and the diaphragm B, when 
the instrument is assembled. 
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A longitudinal section thi-ough the axis 
of thia telephoDc is shown in Fig. 10. Fig. 




Via. 10.— SlNOLIC-POLB Rbceiteb. 

11, shows the details of the mouthpiece 
and hai'd rubber case upon which the 
diaphragm is clarapecl. 
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Before inquiring as to the manner in 
which the electric currents aent over the 
line operate the receiving instrument, it 
will be necessaiy to examine into some of 
the elementary principles of magnetism ; 



Fia. 11.— Hard Rubber Cabb of Telbphoke. 

for, it is by means of the magnetic force 
that the electric cui'i-ents are enabled to 
reproduce in the diaphragm of the i-eeeiver 
the movements of the diaphragm of the 
transmitter. 

It is well known that a peimanent mag- 
net possesses the property of attracting, 
and holding to its poles, pieces of soft iron 
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in ita neighborhood, aod also of attracting 
or repelling the poles of other permanent 
magnets in its vicinity. These phenomena 
are generally accounted for on the assump- 
tion that magnetic flvm, or moffnetio 
sU-eamings, proceed from the poles of the 
magnet, and that it is these streamings 
which connect the magnet with the body 
on which it acts. The m^netic flux is 
assumed to pass out of the magnet at its 
north-seekiug pole, to spread through the 
space Burrouuding the magnet, and to re- 
enter it at its south-seeking pole, complet- 
ing what is called the magnetic circuit, 
by passing through the body of the 
magnet. Various shapes are given to 
permanent magnets, the simplest being 
the ordinary bai- or rod. Such a magnet, 
called a ha/r magnet, is shown in Fig. 
12. Were such a magnet suppoi-ted at 
its centre by a atiing, so as to be free to 
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move, it would come to i-est, approximately, 
in the north and south line, provitle<l, of 
course, that it was not near a mass of ii'oo, 
an electric current, or another magnet. 



That end of the bai- which points, appivxi- 
mafcely, to the north pole of the earth is 
called its nortli-seeMng, or iwHk magnetic 
pole, while the other end is called its 

', or south magnetic pole. 



If the bar magnet shown in Fig. 12, 
be uniformly sprinkled with iron filings, 
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tile filiDgs will not collect uniformly on 
the bar. There will be comparatively few 
filings near the middle of the bar, the bar 
possessing the appearance shown in Fig. 



18, where the greater masses have collected 
near the ends or poles. 

When iron filings are brought into the 
neighborhood of a magnet they become 
magnetized, and are thereby attracted to 
the poles of the magnet to which they 
cling. In order to study the direction in 
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which iron filings will arrange themselves 
in any single plane in the neighbos'hood of 
a magnet, a sheet of paper oi* glass may be 



F Straight Bar 



held directly over the magnet and iron 
filings sprinkled over its surface. On 
gently tapping the plate, the filings, in- 
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stead of being uniformly distributed over 
the surface, become arranged iu definite 



Fio. 15. — Field op End op Bar Magnet. 

paths or curved lines. Fig. 14, shows the 
appearance presented by tlie filings if the 



tzsd by Google 



58 t;ie klkctric telephone. 

glass plate be laid flat upon the bar, and 
Fig. 15, the corresponding appearance if 
the plate be laid pei-pendiculai'ly over 
one of the poles. 

An inspection of the preceding figui-es 
will show that the iron filings appear to be 
. strung on invisible lines or threads joining 
the poles of the magnet. It is convenient 
to regard these lines as some of the actual 
paths through which magnetic flux travels. 

Fig. 16, represents diagrammatically the 
arrangement of magnetic flux paths which 
are assumed to traverse the m^netic cir- 
cuit of the bar shown in Figs. 11 and 12. 
A few only of the possible paths ai-e indi- 
cated. These are assumed to leave the 
magnet at its north pole, to traverse the 
surrounding space, and to re-enter the mag- 
net at its south pole, completing their 
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course through the substance of the mag- 
net itself. A small compass needle will 
aliga itself on these curves in the direction 






Fia. 16.— Diagram of Maqnbtic Flits Paths. 

of the mf^netic flux at the point it occu- 
pies, 80 that the flux of the magnet will 
pass through it in the same direction as 
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its own flux. A small compass needle, 
•held in various positions in the vicinity 
of an oidinary teleplione, will indicate the 
direction of the flux paths surrounding 
the magnet. 

Fig. 17, represents the flux paths of an 
ordinary telephone mi^net obtained by 
scattering iron filings over a sheet of 
glass supported horizontally over the mag- 
net. iV" and S, represent the north and 
south poles respectively. The collections 
at a, a, mark the position of screvp heads 
above the surface. 

Fig. 18, represents the flux paths fi-om 
the same magnet when either pole is pre- 
sented vertically to the plate. Fig. 19 
represents the flux paths of the same mag- 
net after the diaphragm has been brought 
into position. Heie the diaphiagm occu- 
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pies the position d d. It will be seen that 
the flux is intensified immediately in fi-ont 
of the pole N, but wealcened in the spaces 
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% h. In other words, flux which in Fig. 17, 
leaves the pole N, throiij^h the regions J, b, 
Fig. 19, is now collected in front of the pole 
N, and passes through the diaphragm, 
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the core of the telephone, and the coil 
placed th'ereon. The effect of the mag- 
netic flux from the permanent magnet 
passing through the diaphragm in fi-ont of 
its pole is to attact the diaphragm and 
bend it in^vai-ds towan! the pole. It is a 
matter of no consequence which pole of 
the magnet is presented to the diaphragm, 
provided that the diaphragm is of soft 
iron. This steady pull upon the dia- 
phragm l^ts as long as the telephone re- 
mains disconnected fi-om its circuit. 

There are two kinds of magnets; viz., 
permanent magnets and electromagnets. 
The former, as- the name indicates, are 
permanent, and are made of hardened 
steel ; the latter are made of soft iron, and 
their magnetic power is but temporary. 

An electromi^net consists essentially 
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of a core, or bai" of soft imii, encircled by 
a coil of insulated wire. Fig. 20 shows a 
simple form of electromagnet. A B,i& a, 



Via. 30. — Bab Blbctkomaonbt. 

bar of soft iron surrounded by a coil G, of 
insulated wire. When no current is pass- 
ing through this coil, the bar remains in a 
neutral, or unmagnetized condition. If an 
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electric current be passed through the coil 
in one direction, the extremity at A, will 
become, say, a north pole, aud the extrem- 



Fm. 31.— Hokbebhoe Electromaqnbt, 

ity at B, a south pole. If the direction of 
the current be reversed, the poles will be 
reversed, that at A, becoming south, and 
that at B, north. The core being of very 
soft iron will attain its magnetism almost 
immediately after the application of the 
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current, and will lose it as rapidly, after 
the cessation of the current In this case 
the magnetic flux permeates the space sur- 
rounding the magnet only duidng the time 
the current passes thi'ough the coil, and 
the flux disappears when the cuiTent is 
withdrawn. 

Fig. 21 shows a form of hoi-seshoe 
electromagnet which is usually employed 
when powerful electromagnetic attrac- 
tions are required. 

Returning to Fig. 20, if no electric cur- 
rent is passing through the turns of the 
coil G, the entire mi^netic attraction 
exerted upon the diaphragm will be that 
due to the flux from the permanent mag- 
net. If a current be now passed through 
the coil in such a direction that the flux 
produced electi-omagnetically will be in 
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the same dii'ection as that from the per- 
manent magnet, the flux will be intensified 
at the pole, and the attraction exerted 
upon the diaphragm will be increased. 
If, on the contraiy, the cun-ent circulates 
aiound the coil C, in the opiiosite direc- 
tion, so that its flux will be opposed, or in 
a direction opposite to that produced by 
the magnet, the resulting flux from the pole 
will be weakened and the attractive force 
exerted upon the diaphragm will be de- 
creased. Increasing the attractive foree 
causes the plate to bend inwards; decreas- 
ing the attractive force allows the elasticity 
of the plate to bend it outwards, towanis 
its original position. If, now, an alternat- 
ing current be passed thi-ough the coil, the 
magnetic flux will be alternately intensified 
and rarefied at the pole, and the attractive 
force on the plate will be eoi'respondingly 
intensified and weakened, so that the plate 
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will be thrown into vibration with a fre- 
quency, which will be that of the alternat- 
ing current, and with an amplitude, which 
will depend upon the current sti-ength. 

A gi-eat variety of experimenta have 
been tried with diapbragma of various 
forms and supported in varioiis ways, but 
the best results have been obtained with a 
eii-cular diaphragm rigidly suppoi'ted or 
clamped all around its edge. An inspec- 
tion of Fig. 11, will show the manner in 
which this is effected. A diaphragm will 
reproduce sounds even ^vhen of 1/8" 
thickness or more, but the best results are 
obtained when the diaphragm is only 
about 10 mils thick. An increase in the 
diameter of the diaphragm will usually 
increase the loudness of low-pitch sounds, 
but, generally, at the expense of clear- 
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A longitudinal section of a double-pole 
receiving telephone is shown in Fig. 22. 



Pio. 22. — Double-Pole Recetver. 

Here, instead of a single compound mag- 
net, and a single pole, being presented to 
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the diaphragm, a horseshoe pei-manent 
magnet a a, is used whose two poles are 
presented to the diapliragm </, througli two 
soft ii'on pole-pieces, surrounded by spools 



Fio. 23.— HoRSEBHOEi Pbicmanknt Mauhbt. 

h, c, wound with fine insulated copper wire. 
The screw e, between the binding posts, 
enables the distance between the pole- 
pieces and tlie diaphragm to be suitably 
adjusted. The distribution of magnetic 
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flux near the poles of the permanent horse- 
shoe magnet shown in Fig. 23, is represented 
in Fig. 24. Tlie magnetic flux passing 
through the permanent magnet of the 
double-pole receiver is distributed partly 
through the air surrounding the poles, but 
largely through the soft iron pole-pieces or 
cores, the diaphragm between them, and the 
air spaces between the poles and dia- 
phragm. This magnetic flux produces a 
mechanical pull inwai-ds upon the dia- 
phragm, which flexes it to such an extent 
that the mechanical force is balanced 
by the elastic force of the diaphmgnh 
When an electric current passes in one 
direction, through the insiilated con- 
ductor wound upon the spools h, c, the 
mjiguetic flux passing through this cir- 
cuit is strengthened, and when the cuiTent 
passes in the opposite direction, the mag- 
netic flux passing thivjiigh the circuit is 
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Fio. 34.— Pldx Distbibutiob of Prrmanont Hobbb- 

BUOB MaqneT. 
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wpakened. Consequently, periodically al- 
ternating currents, passing tlirough the 
receiver coils, proiluce periodically increas- 
ing and decreasing mechanical tensions 
ej(erted upon the diaphragm, and set it into 
vibration. 



!The sensitiveness of the telephone to 
feeble alteraating currents is exceedingly 
great. This may be regai-ded as the 
more surprising when ^ve consider the 
great simplicity of the apparatus. The 
current strength which can be appreciated 
by the telephone depends, of coui-se, upon 
thje construction of the appai-atus, as well 
as upon the frequency of the current, but, 
with an ordinary Bell telephone, the best 
frequency for appreciating very feeble cur- 
rents has in one case been found to be 640 
per seconil. This corresponds, approxi- 
mately, to the frequency of the note E", of 
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the treble clef. At this frequeocy, an alter- 

nating-current strength of jjj;!^ 

ampere produced distinctly audible sounds. 
Calling the millionth of an am^iere amicro- 
ampere, and the billionth of au ampere 
a bicro-ampere, this current would be 44 
bicro-amperea. Measurements made by 
different observers differ widely, some esti- 
mates of the minimum appreciable current 
having placed it at as low as 0.6 tricro- 

-----fo'- 

ampere. Even accepting the greater limit 
of 44 bicro-ampei'es, the amount of energy 
which would be required to be expended 
to maintain this current strength through 
the electiic resistance of the telephone (75 
ohms) is so exceedingly small, that the 
work done in lifting a 13 oz. telephone 
through a vertical distance of 1 foot, would 
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suffice to keep an audible sound in a 
telephone for 240,000 years ! 

Another form of receiver, which is in 
extended use, is the watch-case receive}; 



Pig. 35. — Watch-Casb Regeivbb. 

the general appearance of which is shown 
in Fig. 25. This is a double-pole i-eceiver 
as will be seen from an inspection of Fig. 
20, which shows the arrangement of the 
interior. A ring of hard steel is situated 
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at the back of the bos and is magnetized 
permanently across a horizontal diameter, 
80 that opposite poles are developed at n 
and 8. Soft iron pole-pieces ai-e secured to 
the ring at this poiut and form the cores of 



Fro. 36.— Watch-Cabk Receiver. 

two rectangular coils, wound with fine silk- 
covered wire, having a resistance in all of 64 
ohms. The terminals of this winding are 
connected to 7j, 7J. Tlie inatninient oper- 
ates like the double-pole leceiver already 
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described. The flux paths of this magnet 
are shown in Fig. 27. Tlie watcli-case foim 
of telephone is almost invariably used by 



operators in telephone exchanges, since it 
is veiy light (4 1/2 oz.) and is readily 
supported over the ear by a headband. 



D.n.iized by Google 



TUE TELEPHONIC UECEIVEB. 79 

A form of headband is shown in Fig, 28. 
In using the telephone receiver, it is ad- 




) Watcii-Casb Tblbphonb. 



visable to hold it firmly against the ear, 
so as to cover entirely the opening of 
the ear. 
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CHAPTER V. 

THE MICROPHONE TRANSMirTER. 

The alternating curi'eiita which carry, 
in efEect, the ti'anemitted speech from the 
transmittiQg to the receiving end of the 
line, require an alternating E. M. F. to be 
generated at the traosinitter, by the vibi'a- 
tions of its diaphragm. Prior to the in- 
troduction of the carhon transmitter^ the 
form of transmitter now in almost univer- 
sal use, the arrangement represented in 
Fig. 6, was generally employed, that is to 
say, the instrument employed as the trans- 
mitter was either identical with the 
receiver, or differed from it only in con- 
structive details and not in principle. 
The magTieto-electric transmitter, was, in 
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fact, 88 we have already pointed out, a 
small alternatiag-current dynamo-electric 
generator, in which the E, M. R generated 
was produced by the influence of either a 
permanent magnet or an electromagnet, 
upon an associated coil of wire under the 
influence of the vibrating diaphragm. This 
foim of transmitter was found in practice, 
to be comparatively feeble and, conse- 
quently, incapable of transmitting speech 
over long distances. Although many 
attempts were successfully made to 
strengthen the transmitted sounds, yet 
this strengthening was only obtained at 
the expense of the quality of the trans- 
mitted speech, a matter of prime impor- 
tance in the commercial operation of the 
telephone. 

The advent of the carbon transmitter 
marked an epoch in telephony, and some 
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fonn o£ this instrument is now almost 
universally adopted. 

The carbon transmitter depends for its 
operation upon the piinciple of the micro- 
phoiie, which we shall now consider. The 
microphone receives its name from the 
Greek mikws, little, axiAphoTio-s, sound, and, 
as its name indicates, is an apparatus for 
transmitting and rendering audible, feeble 
sounds. It consists essentially of pieces of 
carbon or metal in impei'fect contact with 
one another. These pieces are included in 
the circuit of a voltaic cell, or battery, and 
a telephone. Under these circumstances, 
any feeble mechanical disturbance, com- 
municated to tbe microphone, alters the 
contact surfaces, and tlie lesistance of the 
same in the circiiit, thereby periodically 
varying the current strengtb through the 
telephone. A simple form of microphone 
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is stowQ in Fig. 29. Here the imperfect 
contact is obtained by bridging two iron 
nails Cand C", connected with the circuit 
of the battery -P, and telephone 2^ by a 



third nail C. A pair of loose contacts is 
thus produced. 

When sound waves impinge against the 
nails, this contact is varied with a fre- 
quency which is exactly the frequency 
of the sound. The pressure exerted on 
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the bridging nail may be considei-ed 
to be alternately increased aod dimin- 
ished, thus bringing a greater or lesser 
active conducting surface into contact on 
the nails and increasing or decreasing the 
resistance in the circuit. The periodic 
variation of the i-esistance produces a 
corresponding periodic variation of the 
current sti'eugth passing through the tele- 
phone, with the same frequency as that of 
the impinging sound, so that the telephone 
reproduces in its diaphragm the sounds 
impinging on the nails. 

A simple form of carbon microphone is 
shown in Fig. 30. It consists of an up- 
right carbon pencil N, sharpened at the 
exti'emities, and resting loosely in depres- 
sions formed in two blocks of cai'bon 
C, G'. These carbon blocks are fixed on 
a vertical sounding board made of thin 
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elastic wood and supported, as shown. 
W, W, are the wires making connectioD 
with the carbon blocks and leading to the 



Pig. 80— Simple Cabbon MtoBOPHotix. 

telephone and battery. The loose contact 
of carbon, which is thus produced in the 
circuit, is very sensitive to variations of 
pressure due to impinging sound waves. 
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Moreover, the sound waves impinging 
against the extended surface of the sound- 
ing board, which transmits its vibrations 
to tlie carbon contact, render this form 
of instrument exceedingly sensitive. A 
watch, laid on the base of the instrument, 
will often produce a sound in the tele- 
phone like the sound of a reciprocating 
engine, while the tread of a fly can easily 
be detected. This form of carbon trans- 
mitter is not employed in telephony owing 
to its extreme sensitiveness to external 
sounds. 

The advantage of carbon over any 
metallic substance in a microphone, arises 
fi-om a variety of cii-cuiUHtanees ; namely, 

(1) Carbon is practically unoxidizable 
and unalterable in air, and, consequently, 
it can be i-elied upon to produce perman- 
ent results. 
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(2) Carbon possesses, as is well kDown, 
marked powers of occluding air in its sub- 
stance, that is of absorbing and condensing 
it, thus enabling the contact resistance to 
be greatly varied under vanations of tem- 
perature. 

(3) That whereas, ordinary metals in- 
crease in resistance with temperature, car- 
bon possesses the valuable property of 
decreasing in resistance with temperature. 

If we consider two surfaces of carbon in 
loose contact, in circuit with a continuous 
E. M. F., the current strength in the cir- 
cuit will be controlled, within certain 
limits, by the resistance of this contact. 
If an increase o£ pressure at the contact 
takes place, as for example, by the influ- 
ence of a sound wave, the tii'st effect is to 
increase the active surface ai'ea of contact 
and thus decrease the resistance. This 
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increases the current strength m the cir- 
cuit, and produces a local increase in tem- 
perature at the contact surface, but this 
increase iu temperature will still further 
diminish the resistance of the carbon, both 
on account of the influence of heat on its 
resistivity, and also on account of its influ- 
ence on the occlusion of air. The combined 
result is an increase of current strength in 
the circuit up to a certain limit, which is 
greater for carbon than for any other 
known substance. 

In telephonic transmittei's, as used in 
the United States, the carbon is almost 
invariably employed in a granulated con- 
dition. A simple form of such transmitter, 
generally called the dust transmitter, is 
shown in section in Fig. 31. £ B B is 
a wooden box to which is attached a 
wooden cover Q C. The cover is pro- 
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vided with a suitable raouthpiece at M. 
The mouthpiece is directly over a 
platinum foil diaphragm P, clamped at its 



Fig, 31.— Form op Dust Transmitter. 

edge. This plate, together with a cii-cular 
carboD plate N, forms a circular recess, 
neai'ly filled with granulated carbon. 
T, T', are the terminals, one of which is 
connected with the cai-bon plate, and the 
other with the platinum plate. When 
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sound waves impinge against the platioum 
diapbragm, the vibrations are communi- 
cated to the granulated carbon in the 



—View and Section of TiuriNiKo's Carbon 
Tkansmitteb. 



interior. The loose microphonic contacts 
thus obtained, operate in the manner 
already described, and periodically vary 
the resistance between the terminals T, T. 
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Another form of microphone trans- 
mitter of the same type is represented in 
Fig 32. Here m, is the mouthpiece ; p, the 
platinum diaphragm, clamped over the face 



FlO. 33.— CaKBON TltANBHITTEtl. 

of the box containing gi-anulated carbon; 
8, a spring making contact with a carbon 
plate in the back of the box; and w,u 
the wires connecting the transmitter with 
the circuit. Fit?. 33 shows the external 
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appearance of a microphone traosmitter of 
this type. The use uf this ti-ansmitter is 
open to the objection that the granulated 
carbon it contains is liable to cake or pack. 
This can eoinetimes be remedied by shak- 
ing the instrument. Fig. 34, shows a 



Fici. S4.— Carbon Diaphraqu. 

carbon diaphragm suitable for use as one 
of the sides of a bos in a microphone 
transmitter, thereby dispensing with the 
use of a platinum diaphragm. 

A form of carbon transmitter in ex- 
tended use, known as the Blahe transmitter, 
ia shown in Figs. 35 and 36. BB B B, 
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is the section of a wooden box con- 
taining an induction coil I, and a 
microphone tranamitter in front of the 




Fia. 33.— Plan and Section of Blase Tranbmittbr. 

mouthpiece M. Behind the mouthpiece 
is a thin sheet iron diaphragm D D, set in 
vibration by the sound waves impinging 
npon it. r r, is an iron ling supporting 
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an iron pendant b, by the spring 8. This 
pendant holds two springs g and h, in 
its upper part. The spring h, holds a 
rathw heavy brass piece t, to the face of 



Fia. 36, — Common Form of Blakg TftANSuiTTER. 

which ia secured a button of conipressetl 
carbon. The other spring g, is armed at 
its extremity with a platinum contact 
point p, one side of which rests iu contact 
with the back of tlie diaphrngni D J), and 
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the other on the sui-face of the carbon 
button. The right degree of pressure 
between the diaphragm, platinum point 
and carbon button, is adjusted by means 
of the screw /S, in the base of the trans- 
mitter. The springs g and h, are insulated 
from each other and serve as the terminals 
of the transmitter, d, d', ai-e a pair of 
damping springs, resting lightly on the 
diaphragm DDjiov purposes of deaden- 
ing the vibrations of the latter. The 
functions of the induction coil will be con- 
sidered in the next chapter. 

A form of transmitter, called the " solid 
bach tmnsniitter," in extended use for 
long-distance transmission, is represented 
in longitudinal section in Fig. 37. S, is a 
swivel arm carrying the transmitter which 
is within a metallic case m m. Behind 
the hard rubber mouthpiece M, is the 
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diapliragm D, damped by the usual damp- 
ing spring d. p, is a pin clamped by a paii' 
of eroall nuts to the centime of the dia- 



Fia. 87.— Sectiom of "Solid Back " TitAitBuiTTBA. 

phragm and carrying a metallic button, 
rigidly connected with the carbon disc or 
electrode' Ci. A similar carbon disc c,, let " 
into a metallic socket, forms the back of 
a small circular recess partly filled with 
granulated carbon. The walls of the 
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recess are lined with paper. The front 
cover of the recess consists of a thin sheet 
of mica through which the back of the 
electrode c„ passes. The back electrode 
holder is securely clamped in a metallic 
bridge piece h h, supported by the frame 
m m. The vibrations of the diaphr^m 
are communicated to the front carbon 
electrode c„ through the pin p, the 
mica cover n, being sufficiently thin and 
elastic to freely permit this vibration. 
The carbon disc, being sensibly smaller in 
diameter than the i-ecess, allows free move- 
ment of the granulated cai'bon particles, 
so that the instrument is less likely to give 
trouble from packing than other forms of 
carbon transmitters. 

Besides the granulated carbon transmit 
ters above described, modifications of the 
original microphone ai'e employed. In this 
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type of transmitter, rods, pencils and 
spheres o£ cai'boii are used, airanged so as 
not to be as sensitive as the original form 
of simple microphone shown in Fig. 30. 



Fia. 38— Form of Micicophonb TiiANSMiTTKit. 

A ti'ansmitter belonging to this class is 
shown in Fig. 38. Here four rods of car- 
bon G^ are mounted between a fixed sup- 
poi't on the cover of the transmitter box 
and a frame supported on tlie diaphragm 
D. The wires a and fi, connect through 
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tlie hinges of the cover with the terminals 
of the microphone, c, is an induction coil. 
The four wires leaving the box are con- 



• • # 



nected, two to a local battery, and two to 
the telephone circnit. 

Fig. 39, shows a carbon base plate hol- 
lowed out for the rcc<^ption of small carbon 
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balls employed in one form of microphone 
transmitter of the above type. 

Fig. 40, shows another form of carbon 
transmitter of the above type with a single 
carbon ball. 



Fig. 40.— Form t 

In using a transmitter, it is necessary to 
speak distinctly, and with the lips facing 
the mouthpiece. The mistake is commonly 
made of speakiog too loudly. This only 
unnecessarily jara the microphone. A low, 
clear enunciation is preferable. 
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CHAPTER VI. 

THE INDUCTION COIL. 

Nearly all telephone cifcuits in use to- 
day employ an induction coil in connection 
with the transmitting apparatua For 
example, such a coil as shown in connec- 
tion with the transmitter in Fig. 35, and 
with the form of transmitter shown in Fig. 
38. It will be advisable, therefore, to 
enter into a fairly full description of the 
part which the induction coil plays in tele- 
phonic transmitters. Before doing this, 
however, we will briefly consider some of 
the general principles of the induction coil. 

Fig. 41, shows a common form of induc- 
tion coil for use on telephonic circuits. A 



iized by Google 



109 THE ELECTRIC TELEPHONE. 

hollow wooden spoo], 2 1/2" in length, 
with large square ends S, S', is wouDd 
with two separate iusulated conductoiu 
The first conductor, called the primary coil, 
consists of comparatively few turns of io- 



Fio. 41. — Telephone Induci'ion Coil. 

sulated copper wire, the ends of which 
are brought out a.ip,p'. The resistance of 
the primary coil is usually about half an 
ohm. The second conductor, called the 
secondary coil, consists of a compai'atively 
large number of tums of fine insulated 
copper wire, the ends of which are 
brought out at s, s'. The resistance of the 
secondaiy circuit is usually about 250 
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olinis. The interior of the wooden spool is 
filled with a core of soft iron wires. 

A longitudinal section of a form of in- 
duction coil similar to the above is shown 




Fia, 43.— LoNGiTDDiNAL Section op Induction Coil. 

in Fig. 42. Here O 0, is the core of iron 
wires, /*, is the primary coil terminating at 
the wires p, p. 8, is the secondary coil 
terminating in the wires 8, 8. 

Fig. 43, is a diagram of a simple tele- 
phonic circuit employing a voltaic battery 
E, a microphone transmitter with dia- 
phragm D, carbon mici-ophone C, two 
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condactoi-s ?, ?„ /, l„ and a i-eceiving tele- 
phone T. Let ua suppose that the line 
is 10 miles long, so that the total length of 
wire is 20 miles. 

The i-esistance of the telephone will 
be say 75 ohms ; the resistance of 20 



4 
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FiQ. 43.--D1AORA11 OP Simple TELErnoHic CiKCcn' 
Without Inddction Coil, 



miles of No. 12, A. W. G. wire, 0.0081" 
diameter, appTOximately, 174 ohms; the 
resistance of two cells of batteiy, 3 ohms ; 
the resistance of the microphone transmit- 
ter, 3 ohms. The total I'esistauce of the 
cii-euit will be 255 ohms. 



D.n.iized by Google 



THE INDUCTlOtr COIL. 105 

If the E. M. F. of the two cells em- 
ployed be 1.5 volts each, the total E. M. 
F. in the circuit will be three volts, and, by 
Ohm's law, the total current strength will 

3 
be ^ = 0.01176 ampere = 11.76 milli- 

amperes. 

The effect of sound waves impinging 
upon the transmitter diaphragm D, is to 
cause the resistance in the circuit at tlie car- 
bon microphone O, to vary periodically be- 
tween the values of, say 3.5 and 3.5 ohms. 
In other words, the circuit whose resist- 
ance is normally 255 ohms to steady cur- 
rents, can be vaiied periodically within a 
range of 1 ohm, with frequency and am- 
plitude of variation corresponding to the 
frequency and amplitude of vocal sound 
waves. This range amounts to 1 part 
in 255, or less than 1/2 of 1 per cent. 
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The variationa of current strength es- 
tablisHed in the circuit thi'ough the action 
of this minute variation in resistance, act 
upon the receiving telaphone T, with prac- 
tically the same strength as if tlie steady 
currents were entirely absent and the varia- 
tional current acted alone in the circuit, 
that is to say, the effect of a continuous cui'- 
rent, varied periodically within a minute 
range, is practically the same in the 
telephone as an alternating curj'ent having 
for its amplitude the lange of variation in 
the continuous current, eo that 1 milliam- 
pere of current vaiiation, in a total cur- 
rent strength of 100 milliamperes, would 
produce a continuous current in cue 
direction, varying between 99 1/2 and 
100 1/2 milliamperes, while the effect on 
the telephone would be practically the same 
as an alternating current periodicnlly vary- 
ing between +1/2 and —1/2 milliampere. 
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III Fig. 44 the same telephonic circuit 
is represented as in Fig. 43, with the 
exception, that the' battery is not intro- 
duced ioto the main circuit, but into a 
local circuit at the transmitting end, in- 
cluding the carboQ microphone C, and the 
primary coil^, of the induction coil. The 
secondaiy coil s, of the induction coil is 
connected directly to the line. 

The resistance of the local circuit con- 
taining the microphone is as follows : 
Carbon micj'ophone, say 3 ohms. 
Primary coil, . " 0.5 ohms. 

Battel^, . . " 3 ohms. 

6.5 ohms. 

The current strength, which will flow 

normally through this circuit, will be, 

3 volts 
■ A . - . = 0.4615 ampere = 461.5 mil- 
6.0 ohms ^ 
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liamperes. The same range of variation 
of resistance iu the carbon mici-ophone of 
1 ohm thus represents a variation of 1 
part in 6 1/3, or more than 15 per cent., so 



>., 



that as far as resistances in the micro- 
phone circuits of Figs. 43 an(J 44 are eon- 
ceroed, the range of variation in 'the local 
circuit of Fig. 44 can effect the current 
strength nearly 40 times more than in Fig. 
43. We shall now examine how this cur- 
rent variation in the primary ciicuit is en- 
abled to change the current strength in 
the main circuit. 
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It haa already been pointed out in con- 
nection with Figs. 20 and 21, that if an 
insulated conducting wire be wrapped 
ai-ound a core of soft iron, this iron core 
will become magnetized during the pas- 
sage of an electric current through the coil. 
The magnetic flux passes through the core 
and coil in a direction depending ujion the 
direction of the current thi-ough the mag- 
netizing coil, and completes the magnetic 
circuit through the air surrounding the 
core in the manner already described. 

RetuiTiing to Fig. 42, if a continuous 
current be passed through the primary 
winding P, around the core of soft 'won, 
it will magnetize this latter and pi'oduce a 
magnetic flux, which, in completing its 
circuit, will pass through both the primary 
and secondary coils, thus becoming linked 
with both the primary and secondary eon- 
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(luctore. This is repi-esented diagram- 
matically in Fig. 45, where a current 
maintained in the primary winding _P_P, 
produces a magnetic flux whose distiibution 



Fig. 45.— Diagram op Magnetic Pi.dx in Magnetic 

ClRCDIT OF iNDnCTION OoiL LINKED WITH PltlMABT 

AND Secondary Windingb. 

is indicated by the dotted lines enveloping 
the system. Since the core forms a por- 
tion of the magnetic circuit, and both pri- 
mary and secondai'y coils encircle the core, 
it is evident that the magnetic flux threads 
through, and is linked ^vith, both primary 
and secondary windings. In other words, 
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the magnetic circuit becomes linked with 
both electric circuita. This condition of 
ailaira will be steadily maintained as long 
as the cufi'ent in the primary circuit is 
steadily maintained. 

If during the maintenance of this con- 
dition, the secondary terminals are joined 
together, no ciiirent will flow through the 
secondary coil. That is to say, the pres- 
ence of a fixed quantity of magnetic flux, 
threading through or linked with the 
secondary coil, does not produce in the 
latter any E. M. F. ; and, therefore, cannot 
cause any electric current to flow when 
the teriniuals of the secondary coil are con- 
nected. If, however, the magnetic flux, so 
linked with the secondary coil, be in- 
cieased or diminished, an E, M. F. will be 
induced iu the secondary winding, which 
will cause a current to flow in the second- 
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ary circuit when the terminals S, S, are 
connected. If the flux be increased in 
strength, the E. M. F. will be in one direc- 
tioD ; if the flux be diminished, the E. M. F. 
will be in the opposite direction. 

The general law is as follows : when 
magnetic flux is threaded through or linked 
with a conducting loop, an E. M. F, is gener- 
ated in that loop; if the flux so threaded be 
iicreased, an E. M. P. is generated, still 
n the same direction, during the time 
n which the increase is taking place. 
Similarly, when the flux linked with the 
loop is decreasing in strength, an E, M. F. 
is induced in the loop in the opposite 
direction ; and, if after the loop is com- 
pletely emptied of flux, more flux is 
caused to enter the loop in the opposite 
direction to that entering in the first 
instance, an E. M. P. is induced in 
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the loop in the opposite directiou to that 
induced by iiisei'ting the flux in the first 
case ; or, in the same direction as that pro- 
duced by decreasing the flux in the first 
case. The E. M. F. induced as above de- 
pends for its value upon the rate at which 
the flux is changing in amount through the 
loop. If the flux be suddenly introduced 
into or removed from the loop, the 
E, M. F. will be comparatively great, but 
will only last for a biief interval, since the 
time during which the filling takes place 
is but brief. On the other hand, if the 
flux be admitted into, or removed from, 
the loop gradually, the induced E. M. F. 
will be small, but its duration will be pro- 
longed, since the time of filling or empty- 
ing is correspondingly long. As soon as 
the amount of flux passing through the loop 
is steady, whether it be filled or empty, the 
induced E. M. F. ceases, and only exists 



tizsd by Google 



114 THE ELKCTRIC TELEPHONE. 

while a change in the flux is taking 
place. 

Since the secondary winding of a tele- 
phoDB induction coil contains many turns 
of wire, usually about 4,000, and since 
each turn or loop of this winding has an 
E, M. F, induced in it by any change in 
the flux linked with the coil, all these E. 
M. Fa will be in series with each other, 
and will be summed or added together, so 
that the total E. M. F. between the second- 
ary terminals will be, approximat-ely, 4,000 
times as great as if the secondary winding 
consisted of but a single turn. The ob- 
ject, thei'efore, of having many turns of 
wire in the secondary coil is to induce 
therein a powerful E. M. F. when the 
magnetic flux passing through it, and pro- 
duced by the excitation of the primaiy 
coil, is varied. 
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If the connections ai-e arranged as 
shown in Fig. 41, and the resistance of the 
carbon microphone and battery are con- 
stant, the current strength passing through 
the primary winding under the conditions 
above assumed, will be steady at 0.4615 
ampere. This will produce a steady mag- 
netic flux passing through both primary 
and secondary coils. At the fii-st excita- 
tion of the primary coil ; i. e., when the 
primary circuit is firet closed, the in- 
troduction of this flux will induce an 
E. M. R in the secondaiy, but as soon as 
the current has become steady, no further 
E. M. F. in the secondary coil is induced. 

If now, sound waves impinge upon the 
transmitter diaphragm Z*, the resistance of 
the carbon microplione O, will vary, thus 
causing the primary current to vary. Tliia 
variation of the primary cun-ent will, in 
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its turn, produce corresponding variations 
in the amount of flux passing thi'ough the 
ni^netic circuit of the induction coil. 
These variations will have the same fre- 
quency as the frequency of the sound 
waves, and will, moreover, follow in am- 
plitude the amplitude of the sound waves. 
This variation of the magnetic flux linked 
with the secondaiy coil will induce an 
E. M. F., alternating in direction with the 
frequency, and following the changes in 
the amplitude, of the sound waves ; for, at 
each increase in the primary cnn-ent and 
magnetic flux, the E. M. F. in the second- 
ary circuit will be in one direction, while 
at the following decrease, the E. M. F. in 
the secondary circuit will be in the op- 
posite direction. Consequently, the vaiy- 
ing current in the primary circuit induces 
an alternating E. M. F. in the secondary 
coiL 



by Google 



THE INDUCTION COIL. 117 

If the secondary coil be closed through 
the telephone line and receiver, as shown 
in Fig. 44, this alternating E. M. F. will 
establish an alternating current through 
the circuit, of frequency corresponding to 
that of the sound waves at the diaphragm. 

The function of the induction coil is, 
therefore, two-fold. In the first place it 
enables the microphone to be removed 
from the maiu circuit, where its variation 
of resistance would be an inappreciable 
fraction of the total i-esistance of the cir- 
cuit, and placed in a local circuit of low 
resistance, where its range of variation of 
resistance becomes a comparatively large 
fraction of the total resistance of the cir- 
cuit, and the variation of current produced 
in such circuit is, therefore, correspond- 
ingly large. In the second place, the 
variation in current strength is employed 
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to induce magnetically, in the main circuit, 
a comparatively high alternating E. M. F. 
and, consequently, a compai-atively strong 
alternating electric cun-eut, by employing 
many turns in the secondary coil, so that 
the effect of the variations in the magnetic 
flux, due to variations in the primary cur- 
rent, may be correspondingly magnified, 
the object being to produce as powei-ful 
an alternating-current strength in the re- 
ceiving telephone as is possible. 

The E. M. F. which may be induced in 
the secondary winding of a good tele- 
phone induction coil, by powerful vocal 
sounds uttered before the transmitter 
diaphragm, may amount to moi'e than 100 
volts. That is to say, if a certain note 
be sounded powerfully before the trans- 
mitter, the amplitude of the current varia- 
tion in the primary circuit may suffice to 
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induce in all the turns of the secondary 
coil a total E. M. F. exceeding 100 volts; 
but, when the secondary coil is closed 
through the telephone line, the E, M. F. 
produced at the terminals of the line ; i. e., 
at the terminals of the secondarj' coil con- 
nected to the lines, may only be about 10 
or 15 volts. This is owing to what ia 
called the drop of pressure, or drop of volt- 
age, in the secondary coil itself. 

If a continuous^urrent strength, of say, 1 
milliarapere, flowed through the secondaiy 
coil from an imaginary voltaic battery 
within it, and if the resistance of the 
secondary coil were, say 5,000 ohms, the 
drop of pres8Ui"e, which would occur under 
these conditions in the secondary winding, 

would be - _ ampere X 5,000 ohms = 

5 volts, and with such a current strength, 
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the pressure or voltage at the terminals of 
the coil would be 5 volts less than the 
E. M. F. of the iinagioary batteiy inside 
the coil. In the case of secondary alter- 
nating currents, however, the drop of pres- 
sure which occui-s is much greater than 
that which would take place with continu- 
ous currents for two reasons. In the first 
place, the secondary currents magnetize 
the core in the opposite dii'ection to the 
primary current, and, therefore, oppose 
or weaken the magnetic flux through 
the magnetic circuit, thereby diminishing 
the induced secondary E. M. F. In the 
second place, such induced E. M. F. as re- 
mains active, in sending a current through 
the secondai'y coil, has to overcome not 
only the ohmic I'esistance, which would 
be offered to the current if continuous 
and steady, but also an additional apparent 
resistance owing to the counter M. M. F. 
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(abbreviated C. E. M. F.) induced in tlie 
secondary coil by the passage through its 
turns of its own magnetic flux ; that is to 
say, the secondary coil when active in pro- 
ducing a secondary current, produces a 
magnetic flux through both the priinary 
winding and core and through itselt 

In so far as this magnetic flux effects the 
priraaiy winding and core, it reduces the 
total magnetic flux through the magnetic 
circuit as already mentioned. In so far as 
it acts through the secondary coil, con- 
sidered independently, it induces an 
E. M. F. in itself, just as the introduction 
of magnetic flux through it from the pii- 
mary, induces E. M. F. ; but, the self-in- 
duced E. M. F. is always opposed to the 
primary induced E. M. F. and thereby 
becomes a C. E. M. F., or opposes and 
weakens the resulting secondaiy current. 
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This is generally expressed by saying that 
an alternating current finds m its circuit 
an impedance, ov apparent resistance, which 
is greater than the I'eal resistance of the 
circuit, such as would be found with a 
steady continuous current, and called tlie 
ohmic renistarwe to distinguish it from the 
apparent resistance, or impedance. 

Impedance increases with the frequency 
of alternation, so that a secondary coil, 
wliich might offer, say 250 ohms to a con- 
tinuous current, offers, a[)parenfcly, owing 
to the influence of self-induction, say 2,000 
ohms impedance to a current which alter- 
nates with a frequency of 300~ per 
second. In other words, in dealing with 
alternating-current circuits, Ohm's law 
must be extended to include the imped- 
ance, and not merely the lesistance, of the 
circuit. 
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Electrically, therefore, we may regard an 
iaductiou coil as a device for establishing 
at the teiminals of the telephone lines an 
alternating E. M. R having the frequency 
or frequencies of the sound waves pro- 
duced before the transmitter diaphragm, 
and having an amplitude which will 
follow these sounds, and which is only 
about 10 or 15 volts with powerful 
sounds, and which may fall to a fraction 
of a volt with weak sounds. 

The iron coi-e of the telephonic induc- 
tion coil is always made up of a bundle 
of parallel tine soft iron wires, instead of 
a single solid cylinder or bai- of iron, that 
is to say, it is always a laminated core. 
Otherwise the rapid variations of magnetic 
flux passing through the core would in- 
duce in its mass E. M. Fs. according to 
the regular law already stated. These 
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E. M. Fs. would be objectiouable for tlie 
reason that they would prod uce powerful 
secondary currents around the ii-oii cylinder, 
opposing, by their own magnetic flux, the 
magnetic flux produced by the excitation 



of the primary coil, and, tbei-efore, dimin- 
ishing the maguetic flux in the magnetic 
circuit threading the secondary coil, and 
consequently, diminishing the induced sec- 
ondary E. M. F. When the iron coi'e 
is broken up, into a number of veiy 
small cylinders, this effect, while it still 
takes place, is so far i-educed as to be 
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negligible, since the E. M. F. induced 
and acting in each cylinder is greatly 
weakened, while the resistance of the cir- 
cuit in which it acts is greatly increased. 
The higher the frequency of the sounds, 
which the telephone has to transmit, the 
more important does the lamination of the 
iron core of the induction coil become. 

Fig. 46, shows an induction coil suitable 
for long-distance telephony. It differs 
from the one shown in Fig. 41, in being 
longer and having more wire in the 
secondary coil. The resistance of the 
secondary coil may be as high as 750 
ohms. 
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CHAPTER VII. 

CALL BELLS AND BATTEBIEa. 

When a telephone is not in use, it is 
necessary to leave its connectiona so that 
the correspondent at the other end of the 
line is capable of calling attention by caus- 
ing a bell, known as a call bell, to ling. 
The source of electric current for this pur- 
pose is generated by a small hand. dynamo 
machine called a magneto-electric machine. 
The general appearance of a harid gene- 
rator, mounted on a wooden base, is shown 
in Fig. 47. Here three permanent hoi-ae- 
shoe magnets M, M, M,iir% supported in a 
vertical position with their like poles 
n, n, n, connected to an inteiior pole piece. 

JM 
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Between the poles of the magnets, is 
di'ivea an armature consisting of an iron 
spindle or core provided with coils of in- 



FiQ. 47. — Hand Generator. 

sulated wire. The armature is represented 
in Fig. 48, where A, is the cross-section 
and B, a side view. This spindle or ar- 
mature is rotated -by the handle H. The 
end:} of the wire a, b, on the revolving 
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anoatui-e are connected by means of rub- 
bing coutacts with tlie tei-minals t, t, 
Fig. 47. 

A diagraniiuatic view of the magneto 
generator, and its connectious with the call 



bell, are shown in Fig. 49. Here the 
armature A, is wound with a great num- 
ber of tuins of wire (usually about 4,000) 
of which only four are indicated in the 
drawing. In the position shown, the mag- 
netic flux from the magnet does not pass 
through the winding on the armature, but 
directly from the north pole across to the 
south pole througli the air and through 
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the beads of the armature, as at ^, in Fig, 
50. When the armature is turned by the 
haadle, through an angle of 90°, the flux 
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Fio. 49. — Magneto Oembkatok and Bell. 

streams will pass from the north pole to the 
south pole, directly through the turns of 
wire wound on the armature as at 6* Fig. 
50, and, during the process of threading 
through the annature as at B, Fig. 50, 
they will induce an E. M. F. in the wind- 
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ing, which sends a brief cuiTeiit in oue 
direction throiigli the bell circuit. On 
contiQuing the rotation through another 
90°, the arniatm-e occupies the position 



/^ ff^\ ff^ 





Fio. 50. — DrAQRAM Showing Maonbtic Flux i-hrodgh 
Generator Aruatdrb ln Different Positionb. 

shown in Fig. 49, but with the ends 
revei'sed. The flux will, therefore, be 
withdrawn fi-om the armature and will 
pass through its heads only. During with- 
drawal, an E. M, F. will be induced in the 
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turns of wire, but in the opposite direc- 
tion to that induced during the original 
introduction of the flux. On continuing 
the rotation for a third quadrant the flux 
will again be introduced, but now in the 
opposite direction, relatively to the wind- 
ing, to that in which it entered during the 
flret quadrant. Consequently, an E. M, F. 
will be induced in the reverse direction to 
that during the firat quadrant, or in the 
same direction aa that during the second 
quadrant Finally, when the armature 
has advanced through its fourth quadrant, 
returning to the position shown, by com- 
pleting the revolution, the flux will again 
be withdrawn from the core and coil, thus 
reversing the E. M, F- induced in the 
winding, and causing it to have the same 
direction as during the first quadrant. 
Consequently, daring one complete rotation 
of the armature, starting with the position 



':iov Google 



132 THE ELECTRIC TELEPHONE. 

shown, tlie E. M. F. will be in one diiec- 
tion during the fourth and first quadrants, 
and in the opposite direction duiing the 
second and third quadrants. 

In other woi-ds, the E. M. F. induced 
in the winding will be alternating, and will 
have two reversals, or one complete cycle 
for each revolution of the armature. The 
faster the armature is rotated, the greater 
the frequency of alternation of the 
E. M. F. ; and, since the process of fllling 
and emptying the annature loops with 
flux is accelerated, the amplitude of the 
E. M. F. will be correspondingly increased. 
Consequently, in order to genej-ate a 
comparatively powerful E. M. F. in the 
winding of this hand dynamo, it is neces- 
eaiy to rotate the armature at a compara- 
tively high speed, and to wind it with 
many turns of fine wire. The gearing 
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between the hand wheel and the armature 
is usually about 4.6, so that the speed of 
revolution of the armature is nearly five 
times as great as the speed of the hand 
wheel. With three revolutioos of the 
hand per second, the armature will make, 
therefore, 13.8 revolutions per second, and 
the frequency of alternation will be 13.8 
per second. The E. M. F. produced by 
an ordinary telephone hand generator is 
nearly 60 volts. At this frequency the 
resistance of the armature -is only about 
550 ohms, but the impedance of the arma- 
ture to alternating currents of vocal fre- 
quencies is enormously great, that is to 
say, the apparent resistance which the 
armature would offer to telephone currents 
having a frequency of say 300-^ would be 
over 10,000 ohma 

The call bell is represented diagi'ammat 
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ically in Fig. 49. m, m, are two elec- 
ti'omagnet coils connected in seriea Tlieir 
total resistance may be from 50 to 1,000 
obms, according to the length of the circuit 
upon which they are designed to opei-ate. 
A permanent magnet n s, is an-anged with 
one pole, say the south pole, connected to 
the yoke or base of the two electro- 
magnets m, m, and with its other pole in 
close proximity to an armature of soft 
iron n n, free to move about a horizontal 
axis. The motion of the armature, alter- 
nately to the right and left about this axis, 
will cause the hammer JI, to strike the 
bells -5, £', alternately. When no cur- 
rent flows through the magnet coils, the 
armature n n, falls over to one side or the 
other and remains in that position, the 
magnetic flux from the permanent magnet 
completing its circuit most readily 
through the side to which the armature 
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liea When a current flows through the 
circuit m, m, one of the cores has its 
magnetism intensified by the magnetic 
action of the current, while the other has 
its magnetism weakened. The result will 
be that the armature is either atti"acted 
more powei-f ully over to its adjacent pole- 
piece, or it is more powerfully attracted 
by the neighboring pole. A succession of 
alternating curi'ents, pi-ovided tlieir fre- 
quency be properly related to the natural 
frequency of vibration of the armature 
and hammer, will cause, this to vibrate with 
tbe same frequency and to ring the bells. 
The impedance of the bell magnets is 
usually about 5,000 ohma at conversational 
frequencies. 

Fig. 51 shows the interior, and Fig. 52 
an exterior view, of a magneto generator 
and call bell very commonly employed. 
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J/, M, are two pei'iuanent magnets be- 
tween the poles of which an armature is 
driven by geaj-ing from the handle B. 



Fig. 51.— Maqnbto Gbnbbatok and Call Bbli.. 

B, B^, are the bells between which plays 
the hammer, under the control of a pair of 
electromagnet coils c, and a permanent 
magnet m. t, t, f, are the three terminals 
of the apparatus, the outside tenninals be- 
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iDg those which connect the apparatus with 
the circuit, and the middle terminal being 
connected to ground for lightning protec- 



Fia. S3.— Magneto Genbrator akd Call Bell. 

tion, in a manner which will be subse- 
quently described. A small plug p, is 
provided for the purpose of enabling the 
apparatus to be short-circuited^ or electri- 
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cally connected directly across the termi- 
nals, 8o as to cut the apparatus out of the 
circuit when so desired. 

The turning of the handle of the hand 
generator induces an alternating E. M. F. 
of nearly 60 volts and replaces a voltaic 
battery of from 30 to 60 cells whieli 
would be otherwise necessary. So sen- 
sitive is the combination of hand gen- 
erator and call bell, that the generator will 
produce a current sufficient to ring the 
bell through an external resistance of 
20,000 ohms in some cases. The sen- 
sitiveness of the apparatus in this re- 
spect enables it to be frequently used 
for testing purposes, not only in telephony 
but also in other applications of electricity. 
A form of testing magneto and hell is ■ 
shown in Fig. 53. Here three permanent 
magnets, placed as shown, have an arma- 
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ture capable of beiug revolved between 
tlieii" pole-pieces. A small bell is ^siip- 
ported in the upper part of the box and 



— TeBTINO BlAaNETO AMD Bbll. 



entirely within it. This apparatus is 
sometimes constructed of such sensitive- 
ness that on rotating the handle the bell 
will ring if the external circuit has a 



ioogic 



140 THE ELECTEIC TELEPHONE. 

reeiatance of 50,000 ohms or less. Conse- 
quently, when the terminals t, t ', are con- 
nected with a circuit which is to be tested, 
if the bell will not ring when the handle 




Fig, S4. — Call-Bell Mechanisu. 

is turned the circuit has a resistance of 
more than 50,000 ohma 

A more detailed view of the mechanism 
in a particular form of call bell is shown in 
Fig. 54. Here M, is a permanent magnet 
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having its poles at N and 8, the base N, 
being also the yoke for the electromag- 
net cores, on^ of which is shown at JR. 
6' O, are the magnetizing coila on the core 
of the electromagnet. A, is the armature 
pivoted on the axis P P, and supporting 
the hammer H. On the .passage of alter- 
nating currents through the iii^netizing 
coils, which ai-c connected in series, the 
armature is thi'owii successively to one 
side and to the other, thereby actuating 
the bells from the hammer H. 

In some cases a telephone has to be in- 
stalled in such a position in a house that 
the occupants may at times be beyond 
healing. In such cases it is found advis- 
able to install an additional bell away from 
the apparatus, but in the same circuit as the 
call bell, so that the attention of the sul)- 
scriber may be ai"oused even though he 
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be out of earabot of the main bell. Siitco 
euch an additional bell virtually extends 
the radius of audition, it is called an extenr 



Fig. 55.— Extension Bell. 

sion bell. Fig. 55 shows a form of sucli 
bell. B, B, are the bells, ?i, the hammer, 
projecting through the cover, t, t, t, are the 
two line terminals and the gi'ound termi- 
nal as before. The mechanism is the same 
as that of the ordinary bell. 
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"When it becomes neccessary to con- 
stantly call aubscribeis, as from a tele- 
phone exchange, it is convenient to 
employ a small alternating-cuiTent gener- 



ator driven by power. Such a generator 
is represented in Fig. 56. M, M, are the 
iiiagueta, /•, the pulley for the diiving belt, 
b, a copper brush inaiutiiining contact with 
the revolving spindle, and t, f, the terminals. 
In some cases the generator is driven by a 
small electric motor, diiectly coupled, as 
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shown in Fig, 57, where G, ia the gener- 
ator of alternating currents, and M, is the 
motor which drives it through the shaft 
coupling c. 



Pia. S7. — DiRKOTLT-ConPiBD. Qbnbrator amd Motor. 

Although a voltaic battery is never em- 
ployed to ring the call bells at the distant 
station, yet a voltaic battery ia always 
required, as we have already seen, in cod- 
nection with a microphone ti'ansmitter and 



j.v. Google 



GALL BELLS AND BATTEBIB8. 145 

induction coil. In a voltaic battery the 
electric energy is obtained at the expense 
of the chemical potential energy of a 
metal and a liquid. The metal is usually 
zinc. The liquid, called the electi'olyte, 
is either alkaline or acid, and is capably ol 
entering into combination with the zinc 
during the action of the cell. 

Every voltaic cell consists essentially of 
two dissimilar metals or elements, or sub- 
stances called a voltaic couple. Voltaic 
cells are coDstrncted in a great variety of 
forms and may conveniently be divided 
into two classes called single-fluid cells and 
double-fluid cells, according to whether a 
single electrolyte surrounds both the ele- 
ments of the cell, or whether a separate 
electrolyte is provided for each element. 
In the latter case the two electrolytes or 
fluids are either separated by their differ- 
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ence of density, or by means of a porous 
cell or cup. 

The first voltaic cells that were de- 
vised conaisted of a plate of zinc and 
a plate of copper iratuersed in dilute sul- 
phuric acid. The E. M. F. supplied by a 
single cell of this desciiption is, approx- 
imately, 1 volt. When, however, the 
cell is allowed to seud an electric current 
through an external circuit, the solution 
rapidly becomes deci>mposed, the zinc dis- 
solving and forming zinc -sulphate, while, 
at the copper plate, hydrogen gas is liber- 
ated in corresponding quantities. This 
hydrogen gas, adhering to the surface of 
the copper plate, develops a secondary vol- 
taic cell, in which the zinc on one side and 
the hydrc^n on the other are the elements, . 
so that the E. M. F, of a hydrogen-zinc 
couple is opposed to, or acts as a C. 
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E. M. F. to tlie original E. M. F. of the 
copper-zinc couple. Consequently, tlie 
E. M. F. of the cell rapidly weakens 
during use, or the cell is said to become 
■polai-ized. 

Hundreds of different forms of cells 
have been tried since the. production of 
this piimitive foi'in, and almost entirely 
with the view of developing an E. M. F. 
which would be steady, that is a cell 
which would be free from polarization. 
Polarization is obviated in two ways ; 
first, by introducing a liquid immediately 
around the copper plate ; or, what corre- 
sponds to the copper plate ; i. e., the nega- 
tive element, so as to combine chemically 
with the hydrogen as it forms, or prevent 
the hydrogen from forming. Such cells 
are called (louUe-jhiid cells, because a 
second fiuid is employed to sun-ound the 
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negative plate. The second method em- 
ploys only one fluid in the cell, but employs 
a solid substance in the immediate neigh- 
borhood of the negative plate, which enters 
into combination with the hydrogen, and 
so prevents it from forming. The method 
is in both cases the same, but the details 
differ in each case. 

Some cells are so completely protected 
that they do not sensibly polarize even 
under prolonged action. Other cells do 
sensibly polarize, but have the property 
of recovering rapidly, or becoming depolar- 
ized, when sufficient intervals of rest are 
allowed. These cells ai'e called closed^i'- 
cwit and open-circuit celU respectively. 
Since telephonic service is usually inter- 
mittent, the cells employed for telephonic 
purposes are often of the open-circuit 
variety. 
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From a purely electi-ical point of view a 
voltaic cell is aa apparatus for producing 
ao E. M. F. with a certain quantity of 
contained or associated resistance. The 
E. M. F. of the cell depends only upon its 
type, that is to say, upon the chemical 
activities it contains and not upon its size. 
In other woi-ds, having a cell of a given 
type, the E. M. F. will be the same 
whether the cell has the size of a barrel, 
or the size of a thimble, but the strength 
of curreot, which can be obtained fiom 
cells of different sizes, is, of course, very 
different. The resistance of the cell, or its 
internal resistance, as it is called, dimin- 
ishes as the size of the cell is increased. 
It depends upon the length and cross- 
sectional area of the electrolyte, or liquid 
between the plates, and also upon the 
nature of the electrolyte. In other words, 
the cell has the resistance which would be 
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offered by a wire having the length and 
croas-sectional area of the liquid between 
the plates, and the resistivity of the liquid. ' 
Liquid resistivities are generally enor- 
mously greater than metallic resi8ti\'itie8, so 
that the resistance of the voltaic cell is 
commonly 1 or 2 ohms. In special types, 
where the plates are bi-oiight close to- 
gether and have a large surface area^ the 
internal resistance is brought downi^to. a 
snaall fraction of an ohm. 

The E. M. F. of a voltaic cell is usu- 
ally between 1 and 2 volta Bluestone 
cells have an E. M. F. of, appi-oximately, 
1 volt ; carbon cells, of the single-fluid 
type, usually have an E. M. F. of about 
I 1/3 volta; chromic acid cells usually 
have an E. M. F. of about 2 volts. 
E. M. Fs. above 2 volts are rare, and Ei 
M. Fs. above 4 volts are not known. In 
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order to obtain an E. M. F. greater than 2 
volts from voltaic cells it is necessary to 
so connect a number of cells aa to enable 
them to act as a simple cell. Such a com- 
bination is called a voltaic hattery. 



Fig, S8.— Series-Connected Batteet. 

Fig. 58, shows a series-connected hat- 
tery of three bluestoiie voltaic cells. The 
E. M. F. between the terminaJs of the 
battery will be, approximately, 3 volts. 
Here, as will be seen, the negative pole 
of the cell A, is connected to the positive 
pole of the cell B, and the same connec- 
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tion exists between B and C. If the re- 
sistance of each cell is 2 ohms, the total 
resistance of the battery will be 6 ohms. 
Bluestone batteries are not used in 
telephony, owing to the diffusion of the 
liquids, which rapidly causes the solution 
of sulphate of copper to sun-ound the zinc 
and corrode it. In other words, thei'e is 
considerable local action, or wasteful 
chemical action when the cell is out of use. 
The bluestone cell is better adapted to 
closed cii'cuit work under a constant load. 

A form of open-circuit cell in ex- 
tended use, both for telephony and bell 
sei'vice, is the Leclanchfi cell. Here the 
elements are zinc for the positive, and car- 
bon for the negative plate. The zinc is 
immersed in a solution of sal ammoniac in 
water, while the carbon is surrounded by 
a pulverized mixture of coke and black 
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oxide of manganeee packed in a j}or<m8 
cell; i. e., a cell which permits of the per- 
meation of liquid through it, but prevents 



FiQ. 69.— LBCLAHCHfi Cell, 

the passage of solid material. Such a form 
of cell is shown in Fig. 59. Z, is a zinc 
rod or cylinder forming the positive plate, 
or the negative terminal, of the cell. 
According to convention, the current is 
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assumed to enter the cell at the negative 
pole, leave the plate connected therewith 
for the liquid, in order to complete the 



Fifl. 80.— LbclanchA Porocs Cell. 

circuit through the interior of the cell, 
issuing at the positive terminal. C, is the 
carbon element forming the negative plate 
or the positive pole of the cell. S, is the 
level of the electrolytic solution. Such a 
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cell polarizes under heavy loads, but 
rapidly recovers on opeu circuit. Fig. 60 



Pig. 61.— Single-Fluid Carbon Cbll. 

represents the porous cell and its contained 
carbon plate, removed from the solution. 

Figs. 61, 62 and 63, represent single- 
fluid cells of different manufacture, but all 
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of the zinc-carboQ type. These cells differ 
in their details of coustruction and in the 



Pio. 63.— SiBGLB-FujiD Carbon Cell. 

electrolyte employed. In each cell the 
zinc rod forms the negative pole and the 
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positive plate, while the carbon cylinders 
form the positive pole aud the negative 
plate. 



Pig. 63.— Single-Fluid Carbon Cell. 

Figs. 64 and 65 represent dry cdls, 
often improperly called dry batteries. A 
dry cell is a cell in which the elements 
are not immersed in a liquid electrolyte, 
but are hermetically sealed in a chamber 
containing some moist gelatinous or 
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pulverulent material. That is to say, 
there is sufficieot liquid in the substance 
filling the chamber, to enable the action of 



Fig. 64.— Dry Ceil. 

the cell to be maintained as though a 
liquid electrolyte were employed. The 
advantage of the cell is that it can be 
cairied about with gveat ease and handled 
without fear of spilling corrosive liquids. 
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On the other hand, its disadvantage lies in 
the high ioternal resistance of the cell, 



Pig. 65.— Dry Cell. 



which is greater than it would be were 
a liquid electi-olyte employed. 



D.a.t,zsd by Google 



CHAPTER Vni. 

BINGLB-CIRCUrr CONNECTIONS. 

The simplest case of telephonic com- 
munciation is where a single apparatus is 
placed at each end of a circuit. Here the 
following instruments are provided at each 
end of the line ; viz., a ti-ansmitting and 
receiving instrument, a call bell, a mi^aeto 
generator, a cell or battery for operating 
the microphone transmitter, and an induc- 
tion coil. This variety of telephonic ap- 
paratus is shown in Fig. 66, where A A' 
and £ £', are the two line wires constitut- 
ing what is called a metallic circuit ; that 
is, a circuit which is metallic throughout, 
or formed entii-ely of conducting wires. 
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For shoi-t lines this arrangement of cii-cuit 
is not necessary, one line euch as A A', 
with a ground-retu7-n circuit being suffi- 
cient ; that is to say, the conductor £ ^, 
is replaced by the gi-ound, which, as is well 
known, is in its mass a good conductor. 
The thii'd wire at each instrument marked 
G, G', is a ground wire, but does not form 
any portion of the telephonic cii'cuit, being 
provided simply for the purposes of light- 
ning protection, as will be subsequently de- 
scribed. H, H', are the magneto generator 
handles ; T, T', the receiving telephones, 
which hang upon the hooks K, K'. These 
books operate automatic switcJies inside the 
Instrument ; that is to say, they automa- 
tically change the connections of the ap- 
paratus by the mere act of taking the 
telephone down or replacing it; M, M', 
are the moutlipieces of the microphone 
transmitters. X, X', are boxes provided 
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for the reception of the local voltaic cells 
of the induction coil. The local battery 
seldom exceeds two cells, while, for short 
lines, a single voltaic cell is sufficient. 

A diagram of the connections such as 
they remain while the telephones are hang- 
ing in place on their hooks is shown in 
Fig. 67. A A' and B B\ are the line 
wires forming a metallic circuit. The 
telephone hooks K, K', are so arranged 
that the weight of the telephone causes 
the hook to rest in electric connection with 
the lower contact piece 1, 1, leaving the 
contact springs 2, 2, and 3, 3, disconnected. 
On lifting the telephone, a suitably placed 
spring forces the hooks upwards into elec- 
tric connection with 2, 2, and 3, 3, leaving 
the contacts 1, 1, disconnected. The cir- 
cuit, as it exists with the telephones in 
place, is represented in the lower jmrt of the 
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figure. Here, an electric current, entering 
the apparatus on the left baud at A, passes 
through the magnet coils of the call bell to 




the generator armature S This is so 
arrangetl that when not operated it is short- 
circuited, or cut out of circuit. By turning 
the handle of the hand -generator, the short- 
circuit is broken, and the armature is auto. 
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matieally thrown into the cireuit. The 
current, therefore, passes by the generator 
to the pivot V, of the hook, through the 
hook to the contact 1, and thence direct to 
£, along the line -S, £', to the telephone 
apparatus at the distant end through con- 
tact I, of the hook ^', to the pivot v\ 
thence passing by the magneto armature 
ff', through the magnet coils of the call 
bell C, to A', completing the circuit ^ 
through the line A'. Consequently, if 
the resistance of the wire is 50 ohms, 
and the resistance of each call bell 100 
ohms, the total resistance of the circuit, 
when the telephones are hung up, is 300 
ohms. 

If the person using the telephone, whom 
we shall hereafter for convenience refer to 
aa the telephmer, desires at either station, 
say Y, to call up the telephone at Z, he 
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gives the handle H, a few i-apid turns. 
This operation autoinatically inserts the ar- 
mature H, into the circuit, adding its im- 
pedance to the circuit, but also adding an 
E. M. F. generated by the rotation. An 
E. M. F. of, say, 50 volts is thus bi-ought 
to act in a circuit, whose impedance may be, 
say, 2,000 ohras, thus, sending an alternating 

cnri'ent through tlie circuit of — , — . 

^ 2,000 ohms 

= — ampere = 25 milliamperes. This 

current passes thi-ough two call bells C, 
and C, and lings both of them. The tele- 
phoner at Z, heariag his bell ring, goes to 
hie apparatus and replies either by turning 
his handle for a moment, or by lifting the 
telephoned', from the hook H'. At about 
the same time the telephoner at Y, will 
also lift his telephone T, from the hook K. 
The hooks will now automatically change 
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their contacts to the positions shown in 
Fig. 68. The corresponding circuit con- 
nections are shown beneath. Here an in- 







y^' 



spection of the figures will show that the 
bells and magneto armatures are cut out 
at each end, since the main-line circuit is 
closed thi'ough the secondary coils of the 
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induction coila and the telephoDca, while 
the primary circuits of the induction coils 
are closed through the voltaic cells and 
the carbon microphone transmitter. 

If telephoner Y, speaks to his transmit- 
ter M, the current strength in the local 
circuit, is periodically varied in eon- 
foimity with the vocal sound waves, and, 
as we have seen in Chapter VI., this 
pi-oduces a corresponding alternating 
E. M. F. ia the secondary coils S. This 
E. M. F. produces an alternating current in 
the circuit 8, A, A', S', T, B\ B, % the 
current traversing both secondary coils 
and both telephones. The impedance of 
the circuit is the total impedance of the 
lines, the iaduction coils, and the tele- 
phones. The E. M. F. is the induced 
E. M. F. in the secondary coil 8. When 
telephoner Z, replies, the connections re- 
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main unchanged, tLe current in the circuit 
being now generated by vocally produced 
alternating E. M. Fe. in the secondary . 
coil /S'. Both telephoners can, therefore, 
exchange converaation. When it is de- 
sii'ed to stop conversing they hang their 
telephones on their respective hooks and 
the circuit is once more completed as 
shown in Fig. 67. 

Fig. 69 shows the connections for a 
single cii-cuit in the case where a ground- 
return circuit is employed instead of a 
metallic circuit, and an extension bell is in 
use at each end of the line. In order to 
ground the circuit at each end of the line, 
it is sufficient either to connect the ground 
wire to metallic plates buiied in perman- 
ently moist earth, or to make good 
soldered contact with gas and water pipes 
where they are readily accessible. The 
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resistance of the ground between two 
buried plates may be only a fraction of an 
ohm when the plates are large and buried 
in thoroughly moist earth even when they 




Fig. 69.— Sinole CiBcmT with Gnorrro Rbturw. 

are situated many miles apart. When 
resistance does exist in the gi'ound circuit 
it is almost always to be traced to imper^ 
feet contact with ground, that is to say, to 
resistance in the ground connection, and 
not to resistance in the ground itself. A 
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metallic plate, buiied in a, river, or in 
the oceau, ensures excelleut ground con- 
nection. When the circuit is completed 
within the limits of a single building, the 
gas or water pipes of the building will fui-- 
nish an excellent couductor, without any 
necessity for the cuiTent to pass through 
the ground on its return path. 

Fig. 70 shows a form of magneto ti-ans- 
liiitter. Here a powerful compound per- 
manent magnet M, is provided with a coil C, 
of fine insulated wire supported in front of 
one of its poles on an iron core forming 
the pole-piece of the magnet. The iron 
diaphragm d, is clamped so as to be in 
close proximity to the pole-piece. When 
sound waves impinge upon the diaphragm, 
the vibrations of the latter cause the 
distance between the pole-pieces and 
diaphragm to be periodically varieil, 
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thereby periodically modifyiug the mag- 
netic circuit of the magnet, so that the 
magnetic flux, passing through the core 
and coil C,M periodically varied. This 



Fig. 70.— Form of Haqnbto Tbanskittke. 

variation of flux linked with the wire on 
the coil, indaces in it, as we have already 
seen, an £. M. R alternating in direction 
with the frequency or frequencies corre- 
sponding to the frequencies of the vibra- 
tions of the diaphragm. 

A set of telephone apparatus employ- 
ing a magneto transmitter of the above 
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description is sbowu in Fig. 71. Here the 
call bell, 6' O, is operated by a magneto 
generator within the bos B. The oper- 



ation of removing the telephone from 
its hook K, places the telephone in direct 
connection with the circuit through the 
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magneto transmitter coil. No battery or 
induction coil is required in this system, 
but comparatively loud speaking is neces- 
sary. The apparatus is unauited for con- 
versation over long Hues, the magneto 
transmitt-er being feebler than the com- 
bination of microphone transmitter and 
induction coil. 
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MULTIPLE-CIRCUIT CONNECllONS. 

If more than two telephones are con- 
nected in a circuit, say three for example, 
at stations X, Y and Z, the inconven- 
ience arises that when X, desires to call 
one station, say Y, he rings up both Faud 
Z. This inconvenience, while compara- 
tively trifling with only three stations, 
rapidly inci'eases as the number of stations 
in the circuit increases. Moreover, the 
impedance arising from numerous instru- 
ments in one circuit, becomes a serious 
matter and interferes with the telephonic 
transmission of speech over considerable 
distances. Again, telephonic communica- 
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tion is apt to be iutemipted by the break- 
ing in of other stations desirous of calling 
up. For these reasons, the numbei' of 
telephones connected in a single circuit is 
rarely more than three. In order to in- 
sert stations into a circuit it is only 
necessary to inteiTUpt the line at the 
location desired and introduce the new 
telephone apparatus, connecting the separ- 
ate ends to the respective terminals. 

The connection of three telephones at 
stations X, Y and Z, in a single circuit, is 
represented in Fig. 72. Here the line 
B B' G' O, is inteiTupted at Y, and the 
telephone Y, inserted as shown.- The 
conduetoi"9 A A', may be replaced by 
a gi-ound retuiTi, by connecting each of 
the wires A and A', to ground plates. 
The middle terminal of each apparatus 
left disconnected in the figure, is provided 
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for connection to ground for ligLtning 
protection as is aliown in connectioa with 
Fig. 66. 



When a number of tele[)lione3 are con- 
nected in a single circuit, a system has, of 
late years, been introduced for connecting 
them in parallel between two lines form- 
ing the conductoi-s of the circuit, instead 
of connecting them in series as shown in 
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Fig. 72. TIlia system is called the hridg- 
ing-bell si/ttem, because the bell at each 
station jMsnuanently bi'idges across the 
two line conductom. TLis system of cuu- 
nection is represented in Fig. 73, wliei-e 



i3jC, 



■■^Jc. 



A A' and B B\ are the two liue con- 
diictoi-s, which now pass uuinteiruittedly 
through the various stations. At X, Y, 
and Z, the bells C^, Cj and C^, are perman- 
ently connected across tlie lines as shown. 
The magnet coils of these bells are wound 
with many turns of fine wire to a resist- 
ance of about 1,000 ohms. To low-fi"e- 
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queucy cun-euts, auch aa those produced 
by the magneto hand generator, the 
iinpeilance of these coils is only about 
1,100 ohms, or only about 100 ohms in ex- 
cess of their ohmtc remtance or resistance 
to steady continuous currents; but, at con- 
versational frequencies, of say 300 periods 
per second, their impedance becomes 
about 4,250 ohms, and at 600 periods per 
second, about 8,000 ohma During con- 
\'ei'sation along the line, therefoi'e, the 
bells only act as high resistance leaks, 
allowing but little of the current trans- 
mitting the speech to leak through them 
and so fail to pass through the receiving 
telephone ; but for calling, the bells do 
not offer a high impedance. 

Tlie generators ^, H^ H„ are bo ar- 
ranged that normally one terminal lies out 
of contact with the circuit, but turning 
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the handle establishes a connection and 
causes the active generator to bridge the 
conductors, thus ringing the telephoner's 
own bell, aa well as all the other bells on 
the circuit. Consequently, in this system 
the generatoi-s, instead of being normally 
short-circuited, are normally disconnected 
from the cii-cuit. When a telephoner lifts 
his telephone from its hook, say at X, the 
hook lever rises under the tension of a 
spring and establishes contacts which close 
the local microphone cii'cuit, and also 
the circuit of the telephone through the 
secondary of the induction coil, thus 
bridging the telephone across the line 
conductors, and enabling the telephoner to 
impress the speech-generated cun-ent- 
waves upon the circuit which will pass 
mainly through any other telephones that 
may be bridged in the same way across 
the lines, say at Z, the balance of the cur- 
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rent, a smaller quantity, leaking through 
the bridged bells. 

The interior of a bridging bell generator 
box, with diagrammatic connectious, is 



FiQ. 74.— BRiDatNO Bell. 



represented ,in Fig. 74. Here the handle 
H, drives the armature of the magneto 
generator M, and in so doing establishes a 
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contact at the left-Ijaud extremity of the 
huudle axis. The hook K, on being per- 
mitted to rise, establishes two contacts at 
its j'ight-hand extremity. T, is the jeceiv- 
iog telephone ; -p, the primary winding ; and 
5, the secondary winding of the induction 
coil. in^ is the microphone transmitter 
and e, is the local battery. G, is the bell. 
These bells have the same general con- 
struction as those already desciibed, but 
have usually longer cores and are more 
delicate in action. 

In order to call any single station at 
will, it is customary to adopt a code of 
bell signals, so that although the bells on 
the circuit will respond to any call, yet 
each telephoner can I'ecognize when he 
alone is called. This system possesses the 
inconvenience, however, that each tele- 
phoner has to assure himself that the line 
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ia free from conversation before he calls 
up any of his correspondents. It, more- 
over, possesses the disadvantage that all 
coQversation on the line can be overheard 
at any station. The introduction "of a 
thii-d telephone, bndging a circuit during 
convei'satiou, merely weakens the cur- 
i-ent waves received at the telephone of 
the more distant listener, but does not 
interrupt it. In some eases, quite a num- 
ber of telephones are bridged across a line 
in this manner. As in other systems, it is 
possible to replace one of the conductore 
by the ground and thus use only one wire. 

Where a number of telephones are re- 
quired to be used in one building so as to 
form an interconnected system ; or in a 
number of buildings comparatively close 
togethei", and, consequently, where a 
multiplicity of wires is less expensive than 
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a single cii-cuit to each house with a central 
exchange or switchboard, some automatic 
nmltiple-wire system is usually employed. 
An example of such a system is the auto- 
teUphmie system, represented in Figs. 
75, 76, 77 and 78. 

Fig. 75 shows the apparatus at one 
station for an automatic multiple-wire sys- 
tem arranged for a foui-teen station system. 
That is to say, the apparatus provides for 
fourteen telephonere being interconnected. 
For this pui-pose a cable of sixteen insu- 
lated wires is run from station to station, 
and each station is connected with these 
wires. T, is the receiving telephone, which 
is suspended from a hook. The Look is 
not, however, in this case an automatic 
switch. Myisa microphone transmitter and 
0,0, call bell. A^ is a key or lever switch, 
capable of turning about a vertical «xiB. 
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TliU key reats norinany in contact with 
the uppei- plate or sector cover, and is in 
electric connection with the same. On 



Fia. 75. — Appakatds fob Auro-TELKrHoiTE Stbtem. 

preaaing down the key thia coiitact is 
broken, and the key may be locked in any 
one of tie fourteen serrated notches in the 
lower sector. When so locked the key 
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effects two sets of contacts. Suppose, for 
example, that tlie key of telephoner No. 1, 
is turned to notch 3, and is locked therein. 
It is then out of contact with the upper 
plate, and establishes connection between 
a battery of several voltaic cells located at 
any convenient part of the system, and the 
bell of telephoner No. 3, through liis 
special wire, while at the same time, the 
bell of No. 1, is set ringing. Telephoner 
No. 3, hearing himself called, lifts his 
telephone and opens it, that is to say, he 
removes a metallic cover from its face as 
shown in Fig. 76. This breaks a contact 
c, c, which cuts the bell out of circuit and 
inserts the microphone transmitter and 
telephone receiver. The extra resistance, 
thus inserted in the circuit, has the effect 
of reducing the current to such a strength 
as will fail t^ keep the bell at No. 1, ring- 
ing, so that both bells cease to operate. 
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Telephone! No. 1, then knows that No. 3 
has taken up his telephone and is ready to 
enter into conversation. He then opens 
his own telephone and speaks to .No. 3. 



Pi&. 76. — Tblephonb Tblkphonb Opku 

Closed and Hdbg Uf. and in Use. 

Under these conditions, the wire belong- 
ing to No. 3 station is exclusively used 
and no other station can employ that wire 
to call up No. 3, but any other pair of 
stations can call up and communicate with 
each other. For example, Nos. 2 and 4, 
or 5 and 7, may call up and communicate, 
independently of the convei-eation going on 
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between 1 and 3. The conversation be- 
tween 1 and 3, is not overlieai'd by the 
other stations unless they depress their 
keys and listen on wires Nos. 1 or 3. 




Fig. T7.-— Diaoram of Auto-Tklephone CiKCorra. 

The advantage of the system is its sim- 
plicity, and the fact that no exchange or 
automatic switch is necessary. 

Fig, 77 is a diagi'am of connections for 
three stations only, and, therefore, I'epre- 
sents only five wires as connecting the 
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three stations. On the left hand is a 
battery whose poles are connected to the 
outside wires + and — . a and S, are two 
contact pieces carried by the keys. When 
a ^^j, such as K, at X, is depressed at any 
point in the half cii'cle, say at 3, the con- 
tact piece «!, pnts line No. 3 and the me- 
tallic sector di, into counection, while h„ 
makes contact between sector e^ fi, the 
upper contact being broken between J^^ 
and Z/. If the connections are traced it 
will be seen that a current will be sent 
from the + pole of the battery through 
fi ei, the bell C'l, the contact A„ the sectoi- 
di, the contact aj, the contact 3, which is 
then underneath di, the wire 3, to station 
Z, the sector e^, the bell O^, contact h^ the 
upper contact V, the key ^3, the return 
wire (— ) and the battery. This rings 
the two bells Oi and C3, at stations JT and 
Z. On opening the telephones for use, 
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the contacts ^i and Aj, are brolicn, and 
the telephones 71 and 7J, are bi-ought into 
circuit through their respective micro- 
phooea J/j and M^. Fig. 78 shows a desk 



Fia. 78.— Auto.Tei.1 



set for the same system, the connections 
being the same as in Figs. 75 and 76. 

Fig. 79 shows a set of t.e!ephone appa- 
ratus for a somewhat similar system of 
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iutercoimection of ten stations by the use 
of multiple wires. Instead of a key 



—Multiple Wieb Telephone Set. 



moving over a circuit., a double plug ■ 
is inserted in each one of ten pairs of 
holes. Any one station can call up any 
other station independently of the rest, 
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but it is possible, by plugging success- 
ively, to overhear what is being said on 
other wires. This objectionable feature 
is comraou to practically all multiple cir- 
cuit qreteme. 
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CHAPTER X. 

ISOLATED-STATION SWITCHBOABDS. 

When the telephoners who require 
to be interconnected exceed a certain 
number, or where the distance which 
separates them is considei'able, or where 
privacy in their intercommunication is 
essential, multiple-circuit connections with 
their multiplicity of wires are replaced by 
single-circuit connections pi'ovided with a 
device called a svntcltboard for establish- 
ing the necessary intercounectioua, tlie 
services of one or more operators being re- 
quired at the central station where the 
switchboard is located. Such a switch- 
board may be called an isolated-station 
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switchhoard, in oixler to distinguish it from 
a central-station switchboard, which is a 
move complex apparatus of the same type. 

To install an isolated-station switch- 
board, a single circuit is wired from the 
switchl)oard to each individual mibscriber, 
as the telephoner is now called. Two 
wires are needed when the circuit has to 
be metallic ; and one wire, with a common 
ground -retum, when a ground-return cir- 
cuit is employed. 

Fig. 80 indicates a central station S, 
with three telephone conductors muning 
to stations JC, Y, and Z, respectively. To 
simplify the connections the call bells 
are omitted from the drawing. Conse- 
quently, each subscriber is supposed to 
be stationed at his telephone. If sub- 
scriber JC, desires to spealt to subscriber 
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Y, he has to aak the operator at the 
central station 8, to call tlie attention of 
Y, and then to connect the ends of y's 
wire to the end of the wire of X, This 



m^ 




Fia. 80.— Diagram op TELsncoNE: Grobnd-Return 
CiRCcm Radiating from Central Excbansb. 

connection is represented in the drawing 
by the dotted lines, x y. X and Y, are 
then able to converse. If subscriber Z, at 
the same time should desire to speak to 
either Jf or Y, he will ask the operator at 
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station S, to connect his wii-e with that 
of either JT or Y. The operator will 
have to notify Z, that the wire he desii-es 
to be connected with is busy, i. e., is con- 
nected with some other telephoner, and Z, 
has to wait until the connection in the 
dotted lines between X and Y, is inter- 
rupted before he can be connected with 
the person he desires to speak with. 

Fig. 80 indicates ground-return circuits, 
and a single connecting wire x, y, for an 
interconnection at the central station. A 
switchboard intended for effecting such 
single connections is termed a single-wire 
switcJiboard. The development of teleph- 
ony has, however, necessitated the use 
of metallic circuita Fig. 81 represents 
the corresponding connections for three 
metallic circuit subscribers Avith a 
central exchange. Here two connections, 
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indicated by the dotted lines, are neces- 
sary to interconnect the circuits of any 
two subscribers. A switchboard capable 




of making these interconnections is called 
a double-wire switchboard. 

In order, therefore, that an isolated- 
station switchboard can be operated, it is 
necessary that the operator at the switch- 
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boai-d should be capable of being called 
up by auy of the subscribers connected 
therewith, and that she should also be able 
to call the attention of any of them at 
will. Moreover, means must be provided 
for eatablishiog communication between 
their respective lines, and of ascertaining 
when the conversation is completed, so 
that the connection can be discontinued. 
The switchboai'd enables all these require- 
ments to be met. 

Fig. 82 represents a standa.rd switch-, 
board for 100 subscribers as commonly 
employed in the United States. It con- 
sists of a vertical frame and desk be- 
fore which the operator is seated. In the 
upper part of the frame are shown at 
d, d, d, d, 10 rows of 10 "drops^^ each, 
making 1 00 drops in all. These drops con- 
sist of small electromagnetic a/rmunciators, 
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that is, mechanisras inserted in the line of 
each subscriber, whereby any current i-e- 



Fio. 82. — Ibolatbd-Station Switchboabd. 

ceived from the subsciiber attracts the 
armatui'e of the electromagnet and leleases ' 
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a shutter thereby indicating the number 
of the particular subscriber calling. 

Beneath the drops and at j,j,j,j, are 6 
rowe of 20 "spring jachs" making 120 
spring jacks in all. A spring jack is a 
form of spring contact arranged behind 
the board with a hole in the board im- 
mediately in front of it for the insertion 
of a plug. One spring jack is inserted in 
the circuit of each subscriber, the extra 20 
being provided for auxiliary lines. All 
the drops and also all the jacks are 
numbered from 1 to 100 so as to be 
readily recognized. 

Immediately beneath the jacks is a' 
single row r, r, of 10 drops, which are not 
normally inserted in the cii-cuit of the sub- 
scribers, but only become inserted when a 
pair of subscribers are connected so that 
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convereation takes place with this di'op 
magnet in circuit. As soon as the sub- 
Bcribera finish conversing, and ''ring off" 
they cause this drop in their circuit to 
fall, and thus notify the operator that the 
connection between them may be discon- 
tinued. These drops are called " cfcaWw^- 
out dr(^8" to distinguish them from the 
"calling di-ops^^ in the upper portion of 
the board. 

The calling drops, clearing-out drops, 
and spring jacks, occupy the vertical por- 
tion of the frame in front of the operator. 
The desk, or horizontal portion, is partly 
occupied by a row of 10 pairs of plugs 
connected by flexible cords 0, O, which 
are drawn through openings in the desk 
by the action or weights and pulleys p, p, 
in their respective loops. By this means 
the cords are kept out of the way of the 
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operator until required foi- uae, the plugs 
only remaining above the surface of the 
desk. 

It will be observed that the fourth pair 
of cords, counting from the left, is in use 
in the figure, the plugs being inserted in 
the jacks so as to connect together sub- 
scribers Nos. 5 and 18. Any one of 
these coi-ds may be employed to make any 
connection between subscribers' lines, 10 
being provided, so that 10 independent 
connections may exist at the same time. 

In front of the row of plugs is a double 
row of 10 keys, employed for calling the 
attention of the subscribers from the 
switchboard, and in front of these is a 
single row of 10 keys emp]oye<l for bring- 
ing the operator's telephone into circuit 
with any of the 10 cords; that is, in cir- 
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cuit with any of the paiiB of siibsciibei-a 
with whom he may be coimecLed by these 
cords. M, is the microphone transmitter 
supported in front of the operator to per- 
mit her to communicate with the sub- 
scribers, while a head telephone, not shown 
in the figure, is also connected by a flexible 
cord with the switchboard for the use of 
the operator. 

Fig. 83, is a diagram of the connections 
normally existing between each subscriber 
and a central exchange. The connections 
of the subscriber at X, ai'e the same as 
those shown in Fig. 68. A A', is the line 
and S, is the isolated switchboard at the 
exchange. cT, is the jack, and Z*, the sub- 
scriber's drop in the switchboard. As 
soon as the subscriber X, rotates hie 
magneto hand generator, the current 
passes through the switch hook ^, 
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tbrough the line, A A', the spring jack 
contact at J, and the drop D, completing 
its circuit thi-ough the ground. The 



^V 



it- 



\' 



, magnet D, attracts its armature a, thus 
releasing the shutter of the di'op which 
falls and reveals the number of the sub- 
scriber. 

The operator on seeing the drop fall 
inserts one of the cord plugs into the sul- 
sci'iber's jack rT. This has the effect of 
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lifting the spring off the contact of the 
jack, and thereby opening the subscriber's 
circuit at this point, but re-establishing 
the circuit through the tip of the plug 
with the operator's telephone. The 
operator, on replacing the shutter, now 
inquires from the calling subsci-iber 
"What number?" The subscriber men- 
tions the numbor of the subscriber to 
whom he desires to speak. The operator 
inserts the other plug of the conl in the 
jack of the subscriber desired, sind calls up 
that subscriber with her generator, Tlie 
two subscnbers are then brought into 
immediate connection, except that the 
operator is able, at any time, to bridge her 
. telephone between the connection and 
ground, to see if the convereation is being 
still carried on. 

The above is shown diagram inatically in 
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Fig. 84, where the line from X, is eoii' 
nected directly through the cord of the 
central station with the line to Y, the 
clearing-ont drop D, remaining in the cir- 




PiG. 84.— Diagram of Conhbction at Switchboard 
Between Two Scbbcribbrs Ehfloyinq Grodmd- 
Betdrn Circuit. 

CTiit. As soon as the conversation be- 
tween ^and y, is over, they will ring off 
and release the shutter of the clearing-ont 
dmp. The telephonic ciirrents employed 
in conversation are far too weak to 
operate the magnet of the clearing-out 
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di'op, but the current produced by the 
magneto generator of the subscriber, who 
rings oflf, is amply sufficient to drop the 
shutter. Wheu the cleanng-out d i-op 
falls, the operator removes the cords, 
which, under the influence of the weights 
and pidley, fall through the opening in 
the desk until arrested by the plugs. 

The connections of each pair of cords is 
shown in Fig. 85. P^ aud Ps, are the 
plugs, each connected respectively to the 
calling keys K^ and K^ When these 
keys are in the normal position, they rest 
against the upper contacts which are con- 
nected together through the magnet of the 
clearing-out drop. Consequently, when 
Pi and -Pa, connect two siibscribera, they 
will be put in communication thmugh 
the clearing-out drop D. The listening/ 
hey K^, is so arianged that when it is 
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pressed it makes contact and puts tLe 
telephone % in bridge, or parallel circuit, 
between the line and ground through 
the secondary coil of the operator's in- 




daction coils. If the subscriber on the 
side jPi, is talking while Ps, is listening, all 
the current generated by the sound waves 
at the transmitter will pass throngli the 
cord of the clearing-out drop thit)ugh the 
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reeeiviQg telephone connected with jPg't 
but, when the operator presses her listen- 
ing key at J^^, a part of the cuiTent will 
be deflected and pass through her tele- 
phone T, the remainder passing through 
J^2 to Pg, as before. When the operator 
desires to call np either P, or I*^ she 
presses the key ICi, or Kg, and brings the 
magneto generator into operation, thus 
sending a calling current along that line. 

We will now, with the aid of the draw- 
ings, desciibe exactly what takes place 
when a subscriber, say No. 55, desires to 
eomnmnicate with aubsciiber No. 83. His 
first operation (Fig. 67) is to call up the 
opei-ator at the switchboard by turning 
the han<lle of his generator. This causes 
his drop, No. 55, to fall at the switchboard. 
The operator, if not already calling some 
other subscriber, replaces the shutter of 
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this drop, and insei-ts the plug of . one 
coM into jack No. 55, at the same time 
pressiug her listening key and inquiring 
" What number ? " No. 55 replies, " 83." 
The operatoi', if No. 83 is not ali-eady 
engaged, inserts the other plug of the 
same cord in jack 83, and depresses her 
ringing key on that side. She then turns 
her genei'ator to call up No. 83. She 
listens with her listening key down, for 83 
to reply. If 83 fails to reply, she lings 
up 83 again. When 83 replies, he is al- 
ready in direct communication with 55 
through the clearing-out drops. As soon 
as Noa. 55 and 83 have ended their con- 
versation, No. 55 rings ofE, dropping tlie 
shutter and the clearing-out drop, and the 
operator withdraws the plugs from the 
board. It will be seen tliat the operator's 
magneto generator and telephone can serve 
any number of calling keys or listening 
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keys, since they are only used on one cir- 
cuit at a time. The genemtor and the 
telephone are, therefore, in connection with 
the whole row of ringing keys and listening 
keys on the desk. 

Another form of isolated-station switch- 
board is represented in Fig. 86. It differs 
from the one last described in various con- 
structive and operative details. It is ar- 
ranged for 100 subscribers. The face of 
the board d, d, has 10 rows of 10 drops 
each. Here the drop shutters are nor- 
mally in a horizontal position, and fall to 
the vertical so as to cover tlie aperture 
above which they are set. Behind each 
shutter, is the aperture of the jack belong- 
ing to the subscriber. Consequently, the 
insertion of the plug into the jack lifts the 
shutter at the same time. This arrange- 
ment economizes space, since the jacks and 
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Pig. 86.— Foiim of Isolated-Station Switchboard. 
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drops occupy the same portion of the 
board, each jack and drop occupyiug one 
square inch. The recess behind the 
shutter is concave, or funnel-shaped, so as 
to aid the plug in entering the jack. 

Beneath the drops and jacks is a row of 
10 cleaiing-out drops shown in Fig. 86 
at O. These are connected between the 
plugs of each coid in the usual ivay. At 
f, is the row of 10 pairs of plugs united 
by flexible coi-ds with pulley weights W. 
In front of these plugs is a row of 10 
operating switches. Each operating switch 
has four positions. 

(1) The switch is brought to the normal 
position, as shown in the figure, with the 
handle as far back as it will go. 

(2) The switch is brought forward to 
the fii"8t white dot on the segment by its 
side. This introduces the operator's head 
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telephone T, and microphone M, into the 
circuit of the cord, in the same manner as 
shown in Fig. 84. 

(3) The switch is brought forward to 
the second white dot on the segment. 
This biings the plug on the calling or ovir 
going side into connection with the genei-a- 
tor, so that turning the handle ^ calls the 
subscriber requii-ed. 

(4) The switch is brought forward to 
.the third dot on the segment, or as far for- 
ward as it will go. This brings the plug 
on the catinectiTig side into connection with 
the generator, so that turning the handle 
H, calls the aubsciiber who has called up. 

The series of operations with this 
switchboard is, therefore, as follows. Sub- 
scriber, say No. 78, turns his generator 
and thereby drops his shutter No. 78 on 
the switc!)boai-d. The operator inserts the 
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forward plug of any pair of cords into 
the hole covered by the shutter, tliei'eby 
raising the same and causing the plug to 
enter the jack 78. She then brings for- 
wanl the switch of that pair of coi-ds to 
the first position and asks "What num- 
ber?" Subscriber 78 gives the number 
he wishes, say 5. The operator takes the 
other plug of the same pair and inserts it 
in jack 5. She then brings forward .the 
switch to the third point, and after turning 
her generator handle, moves the switch 
back to the second point, listening for the 
reply of 5. As soon as this has been ob- 
tained, she biings back the switch to the 
first point, thus cutting her telephone out 
of the circuit and leaving 78 and 5 inter- 
connected through the clearing-out drop 
of the coitls. As soon as 78 and 5 ring 
ofE, this clearing-out drop will release its 
sliutter and the opei'ator withdraws the 
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plugs from the jacks. If the subscribere 
fail to ring off, the operator will, probablj', 
bring forward her switch to the second 
notch and listen for conversation or call 
" Are you thi-ough ? " 

i\^ is a ntghf^mvitch, that is, a switch ar- 
ranged so that when turned to the on posi- 
tion, any or all of the drops when they fall 
will ring a bell, and call the attention of 
the operator in ease she should not be be- 
fore the instrument. This is effected by 
allowing the metallic shuttei-s to fall npon 
screw contacts, thus closing a local circuit 
through an electric bell. By turning this 
switch to the off position the bell is dis- 
connected. 

Fig. 87, shows the back of the switch- 
board of Fig. 86. dy d, are the backs of 
the 100 annunciator drops. The arma- 
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FiQ. 87.— SwrrcBBOABD or Fra. 86 Opened. 
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tures are here arranged by the side of the 
magnet and are pivoted about a vertical 
axia The wires from the iacoming cable 
are seen to be connected to tlieir respec- 
tive drops. In this case, one wire runs 
to each subscriber, a ground return being 
used for alL 

Fig. 88, shows a similar form of switch- 
board arranged for 50 subscribers. This 
form of switchboard has a magneto 
transmitter instead of a microphone trans- 
mitter. Here there are 5 i-ows of 10 
drops each. Nine of these drops are 
shown to have fallen. At O, there are 
5 clearing-out drops, at p, 5 pairs of 
bloclcs and cords, while at s, are the 
operating switches. The first 3 switches 
on the left are at the first point, or in 
the cut-out-of -circuit position. The fourth 
switch is at the calling, or fourth position, 



D.n.iized by Google 



ISOLATED- STATION SWITOHBOARDS. 319 



D.a.t.zsd by Google 



'220 THE ELECTRIC TELEPHONE. 

while the fifth or last switch, on the light 
haad, is at the listeniDg position. M, is a 
magneto transmitter, in which the magnet 
poles are extensioQS from the poles of the 
mj^neto generator. In front of them 
is a diaphragm of sheet iron. The dis- 
tance between the poles and the dia- 
phragm ia capable of being i-egulated by 
turning the head M, 
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CHAPTER XL 

MULTIPLE SWITCHB0AED8. 

When tbe subscribers conoeeted with a 
switchboard exceed a certain number, say 
200, their requii'ements usually transcend 
the capability of a single operator. It, 
therefore, becomes ueceesary to provide a 
switchboard of greater width so as to per- 
mit two operators, each with telephone 
transmitter keys, switches, and generators, 
to sit before it. These operators may 
occasionally have to reach across each 
other, in order to insert their plugs in the 
most distant jacks, but otherwise the 
arrangement is perfectly satisfactory. A 
switchboard of this type, in which no sub- 
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scriber has more than oue jack, is called a 
standard switchboard whatever Jta dimen- 
sions may be. 

When, however, the number of sub- 
scribers increases to say beyond 500, even 
this aiTangemeut fails, because several 
operatora are usually needed to attend to 
the subscriber, and the breadth of the 
switchboard exceeds the distance which 
may be conveniently bridged by a coid, 
when connecting two subscribers whose 
jacks are most distant from each other on 
the board. It, therefore, becomes neces- 
sary to introduce some modification. 
This may be carried out by two distinct 
methods. 

One method consists in subdividing the 
switchboard into sections, each having 
auxiliary jacks, and interconnecting the 
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various aections, so that when a subscriber 
whose jack is, 8ay No. 50, m section A, 
desires to be connected with a subscriber 
whose jack is No. 1010, in section D, the 
operator at A, connects -4's jack No. 50, 
to the auxiliary jack in connection with 
section D, and at the same time calls up 
operator D, and requests her to connect 
the corresponding jack in her section with 
subscriber 1010. 

This method is illustrated diagranimati- 
cally in Fig. 89, which shows a locally- 
interconnected switchboard. At the upper 
part of the figure are indicated two sections 
of the switchboard and a line from a single 
subscriber in each. Subscriber No. 50 
comes to section A, through a Jack and drop 
to ground. The line from subscriber No. 
1010, comes to section D, through a jack 
and drop to ground. The auxiliary jacks 



324 THB ICLECTRIC TELEPHOKE. 

d and a, are iii electric connection 
between the sections A and D. In the 
lower part of the figui-e is shown the con- 
nection by a cord from jack 50, in section 




A, to jack dj while another cord con- 
nects jack a, in section d, to jack 1010. 

The other method consists in redupli- 
cating the entire board of jacks at inter- 
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vals, so that each operator can reach every 
subscriber with one of her conis. This 
method is called the mvJtiple switchboard 
met/tod, and a switchboard an-anged for 
the applications of this method is a 



A multiple switchboard is illustrated 
diagranmiatically in Fig. 90, where, for the 
sate of simplicity, three subscribers' lines 
only are connected. It will be observed 
that in the upper part of the diagram line 
No. 50 eaters panel A, at the first jack, 
and, after passing thi-ough the drop d, pro- 
ceeds to the panel £, passing through the 
first jack — without a drop; it then pro- 
ceeds to the fli"st jack in panel G, also 
without a drop, and then to ground. 

The line 350 follows a similar coui-se 
through the three panels, except that its 
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drop is in panel B ; while lioe 450, fol- 
lows a similar course, except that its drop 
is in panel G. If subscriber 50, desires to 
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Fig. 90. — Diaqbam of Multiple Switchboabd Using 
Ground- Return CiRcnrr. 

be connected to subscriber 450, this is 
accomplished by the operator attending to 
50, namely the operator at panel A, and 
she inserts a cord directly into the jack 
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450 of her panel. In a similar maimer if 
subscriber 250, desires to be connected 
with 450, tbe connection would be per- 
formed by the operator at the panel where 
250, has his drop ; namely, in panel B. 

In the lower part of Fig. 90, the connec- 
tion ia shown established between sub- 
scribers, 60 and 450, at panel A, plug P,, 
being inserted as an answering plug in 
jack 50, and plug P^, as the companion 
plug in jack 450. The clearing-out drop 
P, is left permanently in circuit between 
the junction of these plugs and ground. 
We have seen that the clearing-out di-op 
is sometimes inserted in the main tele- 
phone circuit as in Figs. 84 and 85, but 
owing to the objectionable additional im- 
pedance thereby introduced, it has come to 
be regai-ded as preferable to employ the 
clearing-out drop as a Iiigh impedance 
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leak between tlie line and ground ; or, iu 
the case of metallic circuits, as a leak 
between the two line conductor. 

It is evident that the advant^e of the 
multiple switchboard is that the operator 
receiving a call can at once connect the 
calling subscriber with the subscriber de- 
sii"ed, but this advantage is only gained 
by a great multiplicity of jacks. Each 
panel will have, say, 200 drops, or sub- 
scribere' lines, under immediate supervision, 
but must be provided with the jacks of 
all subscribers, even if these should 
amount in number to say 5,000. Conse- 
quently, to provide drops for all these 
subscribera there must be 25 panels, and 
25 X 5,000 = 125,000 jacks in all. Each 
panel may, perhaps, be served by three 
opei-atoi-s, any one of whom can always 
reach any subscriber, either in her own 
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panel, or in the panel immediately ad- 
joining. 

The locally-intet'connected switchboard 
sys^^m posaeases the advantage of dispens- 
ing with the multiplicity of reduplicating 
jacks, but suffers under the disadvan- 
tage of necessitating both moie time and 
labor to establish a connection, since two 
operators will, probably, be needed to 
establish a single connection. 

All extended systems of telephony in 
commercial use to-day, are operated on one 
or both of these systems. In some cases 
the nature of the business conducted is 
such that the advantage is on the side of a 
local connection or ti-imking system ; in 
other eases, a multiple switchboaM is ex- 
clusively used ; while in still other cases, a 
combination of a multiple switchboard and 
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a locally-interconnected switchboard is 
employed. 

Fig. 90, I'epreaents a panel or individual 
awitcliboard forming one section of a 
multiple central-station switchboard capa- 
ble of accoininoJating 3,000 subscribers 
in all. The upright frame is arranged to 
hold 5 compai'tinents of 6 slabs each. 
Each slab holding 100 jacks, ao that the 
entire panel contains 3,000 jacks, when 
filled completely, only 400 of which are 
shown in the figure. These jacks are 
numbered consecutively from 1 to 3,000. 
Of the 3,000 subscriber, thus accommo- 
dated, only 200 are in direct communica- 
tion with the section, say Nos. 1 to 200. 
These have their annunciator drops in the 
frame D D. All the calls coming from 
these 200 subscribera can be handled by 
one operator during comparatively idle 
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hours, by two operatoi's during busier 
hours ; and, perhaps, by three operators 
during exceedingly busy hours. The 
jacks corresponding to the 200 subsci'ibere 
directly under the charge of the operator, 
appear not only in the naain panel, as they 
do through the various consecutive panels, 
but also in a separate row A A, and are 
called answei-irtg Jachs. It is, of course, 
not absolutely necessary to have these 
200 jacks duplicated in the same panel 
but it is usually much more convenient to 
have them immediately before the oper- 
ator, instead of, perhaps, half-way up the 
boai'd. /*, P, is a row of 40 answering 
plugs for insertion into the answei-ing 
jacks, while 40 other companion plugs, 
coiTesponding to those beneath, are ar- 
ranged in the row p p, to be inserted 
into any of the 3,000 jacks in the upper 
frame. 
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When subacriber 180, desires to com- 
municate with, say, subscriber 2,510, he 
tuiTis his generator handle thereby send- 
ing a slowly alternating but powerful 
current along his line, which entering the 
annunciator magnet in this panel releases 
shutter No. 180. The operator inserts an 
answering plug fi-om the row P P, into 
answering jack No. 180, and, on learning 
that No. 2,510 is needed, takes the corre- 
sponding plug from the upper row p p, 
and inserts it in jack No. 2,510. She then 
depresses the ringing key in the line h k, 
corresponding to this cord, thereby calling 
the attention of the subscriber 2,510. 
Having established communication be- 
tween the subscribers, the listening key on 
the line, k k,\s released, and her attention 
may be given to other calls. The clearing- 
out drop of each cord is situated in the row 
00. It will be observed that every one ■ 
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of the five connections established in the 
board, has its answering drop released, 
showing that the operator may disconnect 
tliein, while there are 10 new calls an- 
nounced in the annunciator drops in the 
frame D D, which the operator has yet to 
attend to. 

Subscribere Nos. 201 to 400, will be 
similarly dealt with in the next panel, 
pliiced by the side of the panel shown in 
Fig. 91. Nos. 401 to 600 will be dealt 
with in the third panel, and Nos. 2,801 
to 3,000, in the fifteenth panel. Conse- 
quently, when the switchboard is com- 
pletely filled by 3,000 snbscnbers, there 
will be 15 of these panels placed side by 
side each having 3,000 multiple jacks, and 
200 amnterivg jaehs, making a total of 
48,000 jacks in use. Besides these there 
will be additional jacks for other purposes. 
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Siuce the total number of Jacks reqiiii-ed 
in a multiple switchboard, evidently in- 
creases, appioxiinately, as the square of 
the number of subscribers, the expense of 




installing a multiple-switchboai'd central 
exchange increases moi-e rapidly than the 
numbei' of subscribers. 

Fig. 92, shows a single spring jack re- 
moved from the boai-d. It consists elec- 
trically of three metallic parts A, _Sand C. 
A, is a screw, tipped at d, insulated from 
the mass of the jack, and electrically con- 
nected by the metal strip shown with the 
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cori'esponding jacks in the successive panels. 
O, is a gun metal stiip, bent as shown, and 
resting normally in contact with the tip of 
the screw A, at the point d. B, is the bi-ass 
mass of the jack whose opening is at G. 



Fie. 93. — SiDsi View op a Sinqlb Jack in Hulteplb 
Switchboard with Plug, P, Insbrtbd. 

Under normal conditions, therefore, elec- 
tric connection exists between A and (^ 
through the contact d, while B, remains in- 
sulated from both. 

Fig. 93, represents the effect of inserting 
a plug into the jack. It will be observed 
that the spring C, is lifted out of contact 
with the screw A, but makes contact with 
the tip of the plug at e. At the same time, 
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the shank of the plug P, is brought iato 
separate connection with the mass of the 
jack through the metal sleeve G, thus es- 
tablishing another contact between the 




Pro. 94.— DiAORAU 



shank of the plug and B. The function 
of this contact will be presently described. 

Fig. 94, represents the connections of a 
single line with ground-return circuit 
entering a multiple board. The three 
jacks shown at 1, 2 and 3, represent three 
successive panels of » multiple switch- 
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board. The Hue eutera at tlie left Land 
side at A, passes through the lightning 
arrester Jj, through the contact of the first 
jack in the first panel No. 1, along the con- 
necting line A„ between panels 1 and 2, 
and, instead of passing through the second 
jack, is connected to the plug I*, which 
will itself be in connection either with 
some other subscriber's line, or with .the 
telephone apparatus of the operator. On 
withdrawing the plug from jack No. 2, the 
line circuit will continue thi-ough A,, the 
jack of panel 3, and the drop D, to ground. 
Jack No. 3, willj therefore, probably, be 
the answering jack of this particular sub- 
scriber, being situated next to his drop. 
A plug will, therefore, be inserted in jack 
No. 3, every time tbat the subscriber on 
this line calls up the operator, and plugs 
will only be inserted in jacks, 1 and 2, when 
tlie subscribers whose answering jacks are 
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in panels 1 and 2, desire to communicate 
with A. 

If, while the plug remains inserted in 
jack No. 2, some subscriber of panel No. 1, 
-calls for connection with subacribei' A, it is 
necessary that the operator at panel No. 1, 
shall know that line A, is already engaged, 
since it would not be pi-obable that 
operator No. 1, could see the plug P, in 
the distant panel. For this piiipose a 
special wire B B, runs between the succes- 
sive panels, connecting all the jacks of this 
number together. The shank of the plug 
P; is insulated from the tip and is con- 
nected with a voltaic battery. 

The use of the additional, or " test wire,^'' 
B B, may be understood from an exami- 
nation of Fig. 95, which shows two sub- 
scribers' lines, Nos. 210 and 1,560, passing 
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through two panels on their way to gi-ound. 
No, 210, is coDoected at the left-hand panel 
by a coM direct to jack 1,560, for conversa- 




Fio. 95. — "Bust" Test of HtiLTiPLE Switchboakd. 

tion. It will be seen that the two plugs 
have each two wires in them, one connected 
with the tip, and the other connected 
with the shank. The tips are in contact 
with the phosphor bronze springs of the 
jacks, while the shanks are m contact with 
the external rings in front of the jacks. 
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A voltaic battery is connected to gi'ound 
froin the shanks of these plugs through a 
suitable i-esistance coil M. This has the 
effect of connecting all the rings of the 
corresponding jacks in every panel with a 
battery to ground. In other words, the 
rings of Nos. 210 and 1,560, are connected 
with a batteiy in every panel by the in- 
sertion of the two plugs in a single panel. 

Should some subscriber at the right hand 
panel ask for connection with subscriber 
210, the operator at this panel will touch 
with the tip of one of her cord plugs, the 
ring of jack No. 210, as shown in the 
figure, while depressing the listening key. 
She will thereby permit a continuous cur- 
rent to fiow fi-ora the battery £J, through 
the ring of 210, in panel A, to test wire 
210, behind the switchboard to the ring 
210, in panel B, the tip of her plug, its cord, 
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her telephone and ground. This continu- 
oua current will produce a sharp click in 
her telephone, which will indicate that the 
plug 19 inserted in jack 210 of some panel, 
and she will immediately inform the sub- 
Bciiber communicating with her that 210 
is " busy." 

If this husy test were not provided on 
a multiple switchboard, the whole system 
would be practically inoperative. With a 
single-standard or isolated-station switch- 
board, it is possible for the operator or 
operators to see at a glance whether the 
single jack belonging to each eubsciiber is 
occupied or not by a plug, but in a mul- 
tiple board, which may be 250 feet long, 
it is absolutely impossible for the operator 
at one section to know whether a plug 
may not be already inserted in some jack 
corresponding to the number of the sub- 
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scriber she wishes to put in eommunica- 
tioD. By means of this test any operator 
can tell in a second or two, whether any 
subscriber out of, perhaps, 5,000 in con- 
nection with a multiple switchboard, is 
busy or not, and merely by touching a 
jack withiu cord length of her position. 
It is evident, however, that the number of 
wires behind a multiple switchboard has 
to be doubled in pi'der to provide this 
test. ''■ 

Figr"96^ sbows an elevation and section 
of a multiple switchboai-d. O, 0, C, are 
the jack boards behind which are the 
wires connected to thera, and which are 
packed away neatly in oval-shaped cables. 
P, are the eoid plugs, each carrying two 
wires, one connected with the tip, and the 
other with the shank, as already ex- 
plained. 7>, D, are the annunciator drops 



..Google 



344 THE EtECTKIC TELEPHONE, 

of the subacribers, controlled by the panel. 
r, are the ringing keys and S, the listening 
switchea 



Great ingenuity has been displayed in 
effecting economy in the space occnpied 
by the jacks. A compact form is repre- 
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sented in longitudinal section in Fig. 97. 
Here o, is the opening on the face of the 
board, r, the tube which makes contact 
with the shank of the inserted plug, w, 
is the screw, norraally in contact with the 




Fio. 97.- Longitudinal Sbction of a Fobh or Jack. 

spring s. a, h and c, are the terminals of 
the screw, spring and tube. Four of these 
jacks can be set in a space of one square 
inch on the face of the switchboai-d. Fig. 
98, shows a form of plug suitable for in- 
sertion in such a jack. 8, is the shank 
and T, the tip of the plug, which are id- 
sulated from each other, w, is a screw in 
the interior for clamping the wire leading 
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to tlie tip. These wires enter from the 
interior. 

Fig. 99, represents a fonn of annun- 
ciator drop. This is made f i-om a lod of 




Plug for Jack. 



soft iron turned out to the right dimen- 
sions, and with a core of soft iron and a 
magnetizing coil M, inserted in the in- 
terior. The face P, projects from the sur- 
iPaCe of the switchboard. The end A, is 
■'^en and is faced by the soft iron arma- 
ture or cover A. "When an electric 
■cuiTent passes through the magnetizing 
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coil M^ tlie magnet attracts the armature 
A, which moves on a horizontal axis 
through the line of pivots (7, and thereby 
raises the arm Z>, which is furnished with 
a hook C\ upon its extremity. As soon as 




Pig. 09.— Tubolar ANSDNcrAToit Drop. 

this hook ia lifted, the shutter P, falls by 
gravitation and reveals the number of the 
drop upon the face it covered. It is 
found necessary to make these m^nets 
iron-dad; i. e., encased in complete 
cylinders of iron, in order to prevent mag- 
netic disturbance from one annunciator 
magnet to the one adjoining it, and pro- 
ducing what is called " cross-talk ^^ in a 
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manner wliicb will be subsequently 
described. 



The general appearance of a portion of a 
multiple Bwitcli board is repreeeiited in Fig. 
100. This switchboard is intended to con- 
nect 0,400 subscribers. Here the operator's 
microphones are suspended by cords from 
the shelf of the board, aud the head tele- 
phones are connected by flexible coi-ds, 
'one to each microphone. 

Multiple switchboards have been de- 
signed to accommodate as many as 10,000 
subscnbei-s, although the greatest number 
of subscribers actually wired to a switch- 
board is about 6,000. 

The spectacle presented by a large 
central-telephone exchange employing a 
multiple switchboard is a most interest- 
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Pis, 100.— View op a Mtjltipi.e Switchboard. 



ing one. A long row of vertical ] 

is seen, covered with drops, jacks, and 

cords, and a long row of i-)peratois seated 
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before these panels, each operator con- 
stantly whispering into tbe transmitter 
suspended before her face. Although 
during the busy hours of the day, prob- 
ably, nearly all the operators ai'e talking 
at the same time, yet so low is the tone of 
their voices, that but little sound fills the 
rooni and the click of the apparatus is dis- 
tinctly audible. 

The rate at which calls come into a 
switchboard, that is, are received at a 
central station, varies with the time of day. 
Thp busiest hour of the day is usually 
about 10 A. M. Fig. 101, shows a heavy 
black curve representing the number of 
calls received from subscribers at a switch- 
boai'd in a large telephone station, at dif- 
ferent hours of the day. Up to 7 a. m. 
the number of calls is less than 100 per 
hour. .At 8 A. M. the number com- 
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Fio. 101,— Diagram of Number of Callb Per Houe 
AND Number or Oi'eratorb in Attendanqp at Vari- 

ODB HOCRB OF TKE DaIT in A PARTICULAR CENTRAL 

Station. 



252 THE ELECTRIC TELEPHONE. 

mences rapidly to increase, and between 9 
and 10 it is at the rate of 7,700 per hour; 
or at tlie rate of nearly 130 a minute, 
more than 2 a second. This is the busiest 
hour. About lunch time, the rate of call- 
ing slackens to 5,000 per hour, lising again 
in tlie afteiTioon to 7,200 between 2 and 3 
p. M, There is a final peak of the curve, 
about four or five o'clock before business 
closes for the day in the offices. After 
five o'clock, the rate of calls falls off as 
rapidly as it grew. The broken curve 
indicates the number of calls that were 
trnnked out fioin this station. It will be 
seen that about one call in three was 
trnnked out, by connecting the subscriber 
to a line running to some other station and 
requesting that station to connect this 
line with the subscriber desired. The 
number of operators is shown by the 
dotted curve to have been 72 during 
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the busy time of day, reducing to 5 at 
midnight. 

In New York City there are twelve 
central-station telephone exchanges, extend- 
ing from Broad Street into Harlem, adjoin- 
ing stations being about one mile apart 
At each of these stations is a multiple 
switchboard, so that any subscriber desir- 
ing to speak with any other subscriber in 
the same district, is immediately put into 
communication with that subscriber at the 
same switchboard. When, however, a 
subscriber is in another district, the call 
has to be trunked out to the nearest * 
station, and the connection effected at both 
switchboards simultaneously. The aver- 
age distance covered by a New York tele- 
phone call is, approximately, three miles, 
the longest being fifteen miles in the New 
York system. Each day disposes of 
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150,000 telephone calls in this New York 
system, about 20 per cent, of whicb fail to 
produce immediate connection, owing to 
the fact that the subscriber desired is busy, 
so that about 120,000 conversations are 
effected daily by means of the New York 
telephone system. 

We have hitherto considered the con- 
nections on multiple switchboards as 
though all the subscribers employed a 
ground return. As a matter of fact, how- 
ever, practice is gradually eliminating the 
use of the ground return fiom commercial 
■ telephony, owing to the great number of 
inconveniences to which a ground-return 
system is exposed. The connections 
which are necessary in a multiple switch- 
board, either for a metalUc-clfCfiit system, 
or for a system which is partly metallic 
circuit and partly ground return, as it 
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usually exists in practice, do not differ in 
principle from those already indicated, but 
are considerably more intricate in detail. 
The " test " wire is made to serve as the 
return conductor. 

Notwithstanding the great complexity 
of a large multiple switchboard, it is, 
nevertheless, the most effective means of 
dealing with the telephone exchange 
problem that has yet been devised. It 
possesses one mai'ked disadvant^e, and 
that is the great number of contacts 
through which each line circuit must 
necessarily pass in seriea For example, 
we have seen that a board for 5,400 sub- 
scribera, when completely equipped, may 
possess 30 panels and each line must pass 
through 30 spring-jack contacts in succes- 
sion, one in each panel. The presence of 
a small quantity of dust or oxide, at any 
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of these contacts, may introduce so Ligli a 
resistance in the circuit aa practically to 
disable that line, so that the introduction 
of large multiple switchboai-ds not only 
introduces complexity and expense in 
material, but also increases the liability to 
accidental disablement. For this reason a 
switch boai-d lias lately been introduced, 
called the three-wire hoard or hrrnich- 
temmial board, designed to obviate this dif- 
ficulty. In this board the jacks for any 
one subscriber in the successive panels, 
instead of being connected in series, aie 
connected in parallel. 

The connections of a three-wire switch- 
board are shown diagrammatically fo]' a 
single circuit in Fig. 102. Here A and B, 
are the two wires forming either the ends 
of the metallic circuit from a single sub- 
scriber, or the ends of wires leading to the 
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subscriber and to ground respectively. 
These two wires run the entire length of 
the switchboard and are tapped at each 
panel to one jack. The ^-wire is tapped 




to a spring c, and the -4-wire is tapped to 
a ring d. The third wire C, is indicated by 
dotted lines, and is the test wire by which 
the operator is enabled to ascertain whether 
the line is busy at some other panel. This 
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wire is also connected by taps both to the 
spring a, and to a ring /. The lines A 
and £, teiminate in the coil J/ of the 
annunciator drop. This drop instead of 
requiring to be restored by hand, is self- 
restoring, and is called a self-restori?iff 
drop. 

The insertion of a plug, as at Z, con- 
nects the two wires of the plug cord to 
the lines A and B, by the shank and tip 
of the plug I'espectively. At the same 
time an insulated metallic collar, near the 
tip of the plug, bridges across the springs 
a and b, thus grounding the external ring 
/, of the jack and the test wire O, running 
between all the jacks of that subsci'iber. 

The grounding of the test wire serves 
two purposes. la the first place it com- 
pletes the circuit of a local voltaic battery 
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Ey through the local coil m, of the drop 
and ground.. The current in this circuit 
automatically restores the drop shutter, 
and keeps it locked at the restored posi- 
tion as long as the plug P, remains 
inserted. In the second place, the ground- 
ing of the test wire, grounds all the exter- 
nal rings /, /, /, connected thereto, and 
enables any operator to ascertain that the 
line of this subscriber is "busy" at some 
panel. TLis " busy " test is indicated at 
panel X, where the tip of the plug, con- 
nected through the listening key with the 
operator's head telephone T, and voltaic 
battery e, completes a circuit through the 
test wire C, and the givund connection in 
the collar of plug P, thus notifying the 
operator X, by the click, that tlie line is 
occupied. The telephone in this case has 
its coil divided into two portions and a 
ground connection established at the centre. 
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Fig. 103, allows a plug and jack de- 
signed for use in a three-wire board. T, 
is the external or test ring designed to 
make cootact with the tip of tlie plug in 



Fig. 103.— Jack 




making the " busy " test. X„ is the ring 
connected with one line, whicli makes 
contact with the shank of the plug at l^. 
L^ is a spiing which is connected to the 
other line and makes contact with the tip 
of the plug 4- T, \% the spring con- 
nected to the test line for this subscriber, 
and making contact through the insulated 
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collar t, of the plug with tl'« gTOuoded 
spring ff. This jack, therefore, employe 
three springs ahd two rings. The advan- 
tage of the system is that the subscriber's 
line avoids all contacts except at the jack 
when interconnection is effected. 

The form of drop employed iu the 
three-wire boai'd is an iniprovenieDt over 
the original form. Not only is time 
required to restore a drop that has fallen, 
but a drop will sometimes cause incon- 
venience by falling accidentally during 
converaation. The drop represented in 
Fig. 104, is a self ■^•estor tug and mif-loching 
dirjp. That is to say it is automatically 
restored by the insei-tion of a plug in the 
calling subscriber's answering jack, as 
already desciibed, and is, moreover, auto- 
matically locked, and so prevented from 
falling, during the continuation of the con- 
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vei-sation, by a coutiimous euirent passing 
through the wiudiug m, iu the drop from 
a battery, thi'ough the collar of the plug 
ioserted in the subscriber's jack. 




Fig. 104.— Self-Uebtorino Drop. 

The magoet of this drop is in two parts 
M and m. The winding M, is connected 
across the line, while the winding tn, is 
connected to the test wire as shown in 
Fig. 102. When the subscriber calls the 
central station, the magnet M^ is excited 
by an alternating current from his gener- 
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ator, and attracts its armature A, which, 
being pivoted at A, raises the hook H, 
and permits the heavy armature A, 
pivoted at its lower edge, to fall away 
from the magnet, thereby pressing forward 
the shutter S, into the position shown 
below. Tbe number of the drop upon the 
face of the armatui'e A is then revealed to 
tbe operator, Aa soon as tbe operator 
inserts a cord plug in the answering jack 
of this subscriber, a continuous current 
passes from a local batteiy through the 
winding m. This attracts tbe annature 
A, restoring the shutter s, and locking it 
beneath the hook II. It also holds it 
attracted during the time that the plug 
remains inserted. When the plug is 
removed, the current is cut off the winding 
m, so that any other call on tliis line will 
again cause tbe shutter to fall. Another 
advantage incident to this form of drop is 
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that it can be protected by a glass cover 
and set out of reach of the operator. The 
space thus gained being available for 
additional jacka 

The problem of designing a telephone 
switchboard is necessarily a difficult 
undertaking, for the reason that when the 
first panel is in place, all the rest of the 
switchboard mnst pi-actically conform with 
it, and a policy has to be adopted at" the 
ontset, which can only be altered at gi'eat 
expense. If the business of the exchange 
is principally local, a multiple switchboard 
is the raost suitable. If, on the other 
hand, the business is largely long-distance 
or genera], a trunking-out board is neces- 
sary; but in all cases some trunking out is 
necessary, even witli a multiple board, and 
some local interconnection is necessaiy 
even with a trunkiug-out business. Fig. 
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105, shows an operating room in which the 
switchboard on the right-hand side is for 
answering of trunking-out calls, while tlie 



Pio, 105, — View op OpKUATisa Room. 

switchboard on the left-hand side is a 
mnltiple switchboard for local inter- 
connection. 
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Near the centre of the room is the chief 
operator's desk arranged so that the chief 
operator can communicate by telephone 



Pm. 106— View of TRUNKiNa-OoT SurrcnnoAKD. 

with any operator in the i-oom. For this 
pnrpose a simple switchboard is provided 
at this desk. Fig. 106, gives a view in 
greater detail of the board on the right- 
hand side of Fig. 105. In the upper part 
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of tbe boai-d ie a row D, of subscnbei-s' 
drops, arranged on tbe three-wire system, 
self-restoring, and protected from dust by 
being placed behind. a glass cover. Im- 
mediately above the desk, with its raw of 
keys and switches, is a line of answering 
jacks corresponding to tbese drops, one to 
each subscriber, thereby allowing about 
70 subscribers to each desk. Above the 
answering jacks are rows of trunk-line 
jacks, some of which run to other stations 
and some to other operators in the same 
station at the multiple switchboard on the 
opposite side of the room. 

Fig. 107, represents the multiple switch- 
boai-d on the left-hand side of the i-oom. 
It differa from an ordinary multiple 
switchboard in being unprovided with 
drops, since the instructions are received 
by each operator, from some operator on 

[:,...k« Google 



268 THE ELECTUrc TELEPHONE. 

the i-igbt-hand side, and comiimuicatiiig 
with the subsciiber to be connected. 
Thus, an operator on the left-hand side is 



Fig. 107.— MoLLi 



called by an operator on the right-hand 
side, and is instrncted to connect No. 253 
with No. 896. This is accomplished by 
means of a connecting coi-d. 
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It will be observed in this figure that 
the jacks are intersiwrsed ■with small 
white ahutteiu These ai'e visual signals, 
which are sometimes used, in place of a 
test-ring, to indicate when a line is busy. 
A small electi'oniagnet, situated at each 
jack, drops a shutter over the jack as soon 
as a plug is inserted into any jack of that 
number on the otlier panels of the switch- 
boiffd. 
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CHAPTER Xn. 

TELEPHOMTO CIRCUITS. 

It may be interesting to consider the 
manner in which telephonic currents, as 
well, indeed, as all electric currents, are 
propagated along conducting wires. The 
popular idea of an electric current is 
the flow of something through the mass of 
the conducting wire. In other words, the 
wire, regarded as a cond^lcto^, is looked on 
as a pipe through which a fluid ; i. e., the 
electric fluid, is supposed to flow, none of 
the electric fluid passing through the non- 
conducting medium outside the conductor. 
While this idea serves as a convenient 
basis on wbich to form working ideas 
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concerniug the propagation of an electiic 
current, yet in point of fact, tlie electiic 
current is not prop^ated tbi-ough the con- 
ductor, but through the nou-couducting 
medium ; i. e., the ether which surrounds 
the conductor. The ti-ue statement, per- 
haps, is that the electric current does not 
flow through the wire, but through the 
medium surrounding it, the wire simply 
serving as a guide to determine the direc- 
tion in which the current will flow. 

To a person watching the progress of a 
summer shower over the surface of the 
earth, it would be evident that the real 
propagation of the storm thiough the 
air takes place in a direction generally 
along the surface of the ground, or parallel 
thereto. Such an observer could see the 
precipitation of rain upon the surface, 
accompanying the storm. To a mole living 
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below the surface of the ground, and, 
therefore, uuable to pei'ceSve the storm, it 
would appear to be propagated through 
the gi-ouod, since the moisture would be 
felt to travel aloug in the direction of the 
storm at a definite rate. 

Could the human eye detect the ether 
aud its disturbances, the propagation of an 
electric current would, In all probability, 
appear as a disturbance in the ether propa- 
gated along the wire foj'ining the circuit, 
and accompanied by an absorption of 
energy into the substance of the wire in the 
foiTO of heat. In other woi'ds, the electric 
current is, in reality, propagated through 
the ether surrounding the wire ; and what 
is found within the wire is a frictional 
exchange of electric energy into heat. 

Let U8 suppose that at the station, A, 
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Fig. 108, a steady E. M. F. exists, as for 
example by the use of a voltaic battery E. 
The two ends of the battery ai-e coauected 
respectively to two comparatively short, 



Fig. 108.— Di*aRAM op Dibtribution of Electric Flux 
Bbtwebk Two Parallel Opkn-Cihcuitbd Wibbs. 

parallel wires X and Y, forming the ter- 
minals. There Avill be produced around 
this battery, and also between the terminal 
wires, an electric disturbance in the ether, 
even though the wires ai-e disconnected, 
and no permanent electric current can flow. 
This disturbance is invisible to the eye, 
and can only be detected by sensitive elec- 
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trie instruments. It constitutes what is 
generally known as an ehcti-ic charge. Re- 
garding the wires lengthwise, as on the 
left-hand side of the figure, the electric 
flux through the ether flows in planes per- 
pendicular to the wires, in a direction 
which is assumed to be from the positive 
wii-e X, to the negative wire J', except 
round the battery, and at the ends of the 
wires, where the distribution of flux is more 
complex. Regarding tlie wires endwise, 
as on the right-hand side of the figure, the 
electric flux streams from the positive to 
the negative wire in curves which are all 
arcs of circles for the particular case con- 
sidered. It is assumed that there is 
neither a flow of matter between the 
charged wires, nor a flow of ether, but that 
there is the maintenance of a stress in the 
ether along these lines. In other words, 
the ether is strained between the charged 
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wires along the curves indicated. This 
state of things will exist as long as 
the E, M. F. is maintained in connection 
with the wires, and no energy will be re- 
quired to maintaiQ it. 

If now the battery wires are connected 
to two parallel, insulated conductoi's, sus- 
pended upon poles, as in the case of an 
oi'dinary pair of telephone wires, the 
electric flux immediately rushes outwards 
from the battery along the surface of these 
wires and permeates the entire ether space 
between them, even though their circuit 
remains open at the distant end. In Fig. 
109, the electric flux is represented as com- 
mencing to move sideways from the bat- 
tery in the direction indicated by the large 
arrow. The velocity with which this 
motion takes place is the velocity of light 
in air. The pass^e of an electric flax 
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over the surface of the wire constitutes 
what is called an electric current, and is 
accompanied by two distinct phenomena ; 
first, the production of a magnetic flux 
around the conductors having a direc- 
tion at right angles to the electric flux; 



and, second the absorption of the electric 
flux and its attenuation as it proceeds by 
reason of the impei'fect conduction, or elec- 
tric resistance, of the conductor. Under 
certain conditions the rate of absorption of 
the travelling electric flux will be so great 
that, althoTigh its velocity is that of light, 
yet its disappearance into the conductor, 
absorbed as though by a sponge, retards 
very materially the ai-rival of the flux at 
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the distant end, so that the apparent veloc- 
ity of the flux, including the effects of 
absoi-ption, is very much leas than the veloc- 
ity of light. 

If the distant ends X' and Y\ Fig. 109, 
remain open, the effect of coiinectiDg the 
Avires of the battery will have been to 
produce a sudden rush of electric flux over 
the surfaces of the wires from A to Ji, re- 
presenting a sudden electric charge of the 
system, and a brief electric curi'cnt. On 
the anival at the electiic flux at £, there 
will be a reflection of the motion like the 
reflection of a pulse in a stnng fastened to a 
support and shaken at the other end. Tlie 
reflected wave, if not completely absorbed, 
will be again reflected on reaching A. 
These currents, during their existence, will 
be accompanied by magnetic flux envelop- 
ing the wires, but the magnetic flux disap 
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pears as soou as the electric flux becomes 
stationary, and the wires are fully chai'ged 
to the pressure of the battery. The 
system then behaves as does tlie system of 
Fig. 108, except that now the wires con- 
nected to the battery are much more ex- 
tended. 

If the distant ends of the conductora at 
J5, instead of being left insulated, are con- 
nected together, so as to form a closed cir- 
cuit, the electric flux, on reaching B, in- 
stead of being reflected, continues to move 
around the eii'cuit, and, therefore, travels 
back to A, but with the direction of the 
flux between the wires reversed, as is rep 
resented in Fig. 110, where the heavy 
arrows, pointing downwards, indicate the 
direction of the flux leaving the battery, 
while the light arrows, pointing upwards, 
represent the direction of the flux return- 
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ing to the battery, after having turned the ' 
comer at B. On I'eaehing the batteiy, it 
again turns the comer following the path 
of the battery, moving from^ to B, ae in- 
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dicated by the faint arrows, pointing 
downwarda 

In this way a succession of reversed 
pulses ia set up, raoviug in opposite direc- 
tions between A and B, and attenuating as 
they run, while at the same time fresh flux 
is steadily poured out from the soui-ce at 
A. Since the direction of the cuirent 
produced by a moving electric flux de- 
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pends, both on its directioo of motion, and 
on the direction of the flux, it will be evi- 
dent that the cuiTent produced by a 
downwardly pointing flux, moving from 
right to left, is the same as an upwardly 
pointing flux, moving from left to right. 
Consequently, the cuirent in the circuit is 
not reversed, but increases at any point by 
the reversion of a pulse, and, in spite 
of attenuation, the total effect aftei- the 
steady state has been reached, in a circuit 
without leakage, is to produce the same 
current strength in all parts of the circuit, 
the reversed waves at B, making up by 
their greater intensity for the attenuation 
which is taking place in the passage from 
A to B. In other words, the total rate of 
travel of electric flux over tlie circuit, tak- 
ing both direction of motion and direction 
of flux into account, is the same over all 
portions, 
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It is a univei-sal law that electric flux, 
no matter how produced, when moving 
tliroiigli space at right augles to its own 
directioD, develops maguetic flux in a 
direction at right angles both to the elec- 
tric flux and to its motion. The intensity 
of the force producing the magnetic flux, 
called the magnetic foi'ce, is proportional to 
both the velocity of the electric flux and 
its intensity ; or, in other words, is propor- 
tional to their product. In Fig. 110, the 
electric flux has everywhere the same 
velocity after the steady state has been 
acquired when the reflected pulses are 
summed. Consequently, since the speed 
of the electric flux is the speed of light in 
the medium through which the flux is 
travelling, the magnetic force at any point 
near the wire is simply the product of the 
electric flux at that point, and the light 
speed at which it is moving. The nearer 



.V. Google 



282 THE KLECTRIC TELEPHONE. 

we come to one of the wires, the more 
powerful the magnetic force becomes, since 
the more dense will be the electric flux 
which rests upon the surface of the con- 
ductor. The magnetic force is a maxi- 
mum, immediately at the surface of each 
conductor, because the electric flux, which 
is rushing past the surface at this point, 
has its maximum density there. 

When the wires connecting A and B 
are thin and long, the current established 
in the circuit accoiding to Ohm's law is 
feelde, because the flux is rapidly ab- 
sorbed, and only one or two reflected 
pulses of any appreciable magnitude can 
occur before practical extinction. On the 
other hand, if the conductor had no resis- 
tance, an infinite current strength could be 
established because an infinite number of 
unabsorbed pulses could co-exist in the 
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circuit, although a correBpoudingly in. 
creased time would be required to estab- 
lish the steady state, as the pulses would 
1)6 continually accumulating and adding 
their effect to the stream of electric flux 
leaving the battery, 

Accoi-ding to this hypothesis, therefore, 
an electromotive source is a means for 
developing electric flux. If tlie source be 
insulated, the production of the electric 
flux will cease as soon as the ends or 
terminals of the source are charged. If a 
conductor is bi-oiight into contact with an 
extremity or terminal, the flux will imme- 
diately spread laterally over the suiface of 
the added conductor, and will continue to 
flow for a brief interval, depending upon 
the "capacity" of that conductor. This 
charge, or rush of electric flux, constitutes 
a brief current, and the source will have 
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been called upon to develop this extra 
quantity of flux at the expense of some 
contained energy, which is chemical in the 
case of a voltaic battery, and mechanical 
in the case of a dynamo. Finally, if the 
tei-minals of the source are coimected 
through a complete conducting path, a 
steady stream of electric flux is given off 
from the source accompanied by rapid 
reversal of flux streams at each end of the 
circuit. The function of the conductor is 
to lead the flux through the ether. The 
flux rests upon the conductor and is not 
absorbed while it is at rest, but when 
gliding along the surface of the conductor 
it becomes absorbed as it runs, and gives 
up its energy to the conductoi- as heat. 

Fig. Ill, is the corresponding diagram 
for the effect produced in a ground-return 
circuit. XXi& the wii-e, supposed to be 
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now Bupiwrted on poles ; while G, G, is the 
gi'ound assumed to be level and of good 
conducting material. As soon as connec- 
tion is made to the battery, or aoui'ce E, 
the electric flux, which was bound to the 









terminals of the source and could not 
escape ivom them, is now given free play 
over the surface of the wire XX. It 
rushes along this wire, having the dii'ection 
of the arrows pointing downwards, until it 
reaches the gi-ounded terminal at tlie dis- 
tant end. Here it undergoes reversal, 
turning the corner of the circuit as already 
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described, so that the returning pulse 
points upward. The continued succession 
of pnlses will oecui" until the steady state 
is reached, the current being the sum of 
all the direct and reversed waves of flux 
added together. The current waves all 
add together, while the E. M. F. of the 
revereed waves is always opposite to the 
E. M. F. of the direct waves, so that the 
pi-esaure oi' E. M. F, is less at the distant 
end, being zero when directly gi'ounded, 
and a maximum at X, being there almost 
the E. M. F. of the battery. The flux 
paths differ in this case from those which 
are produced between the wires of tlie 
metallic circuits as shown in Fig. 110, 
They are indicated on the right-hand side 
of the figure diagrammatically. The ar- 
rows indicating the distribution of the 
electric flux, and the dotted lines, the dis- 
tribution of magnetic flux around the wire 
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pi-oduced by the motion of the electric 
flux The flux is, therefoi'e, distributed in 
planes at right angles to the v/he, and this 
distribution is steadily maintained as the 
flux moves sideways along the wire. As the 
flux moves it produces magnetic force every- 
wbej'6 at right angles to it, and the path of 
the magnetic flux lines will, iii its vicinity, 
be practically circles surrounding the wire. 

In practice a circuit is never immedi- 
ately grounded or shoi-t-cii'cuited at the 
distant end, but is always completed 
through some electi-o-receptive device, 
such as a motor, lamp or electmmagnet. 
In the case of an electromagnet, the elec- 
tric flux, as it rushes around the circuit, is 
ci'owded into a comparatively email space 
and acquires great density, Tlie corre- 
sponding magnetic force produced in the 
ail- or ether ai-ound it is also great, and is, 
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moreover, multiplied by the number oi 
tume of conductor. Consequently, the 
total magnetic force which is produced in 
the conductoi" may be very considerable, 
and is further greatly enhanced by the 
presence of the iron core. The total work 
that the circuit ia capable of producing at 
the distant end, depends upon the total 
magnetic flux that can be developed, in 
this manner, by the sti'eam of rushing 
electric flux, and the mechanical energy 
which the magnet can produce as in an 
electric motor, depends entirely upon the 
amount o£ energy which can be developed 
in magnetic form in the surrounding ether. 
An electromagnet, or an electromagnetic 
motor, ia a device for transforming this 
locally generated magnetic flux into 
mechanical energy. 

Regarded from this latter point of view, 
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an electric circuit, telephonic oi' otherwise, 
is a device for projecting electric flux in a 
(iefioite direction, and causing the streams 
to be contracted and intensified at the 

receiving end of the line so as to collect a 
large amount of energy at that spot. 

We have hitherto considered the 
effect pi-oduced by a continuous E. M. F. 
impressed upon a circuit. When an alter- 
nating E, M. R is impressed upon a cir- 
cuit the effects do not differ in their 
nature, but are simply the result of peri- 
odically reversing, at definite intervals, the 
E. M. P. applied. At each revereal the 
entire flux distribution is reversed. This 
requires a certain period of time, which is 
usually very brief compared with the 
period during wliich the cycle of E. M. R 
reversal is accomplished. In other words, 
in nearly all cases the ciurent in the cir- 
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cuit has become steady in dii'ection before 
the next revei-sal takes place. There is, 
however, an abj-upt interchange of electric 
energy necessary in order to reverse the 
condition of electric and magnetic fluxes 
developed around the coQiiiictors in space. 
For example, if we consider a telephone 
circuit from New York to Philadelphia, 
and that the telephoner in New York is 
uttering a syllable in a certain tone or 
note, this vocal note is inducing, in the 
numuer already described, a periodic 
E. M, F., alternating say 1,000 times per 
second. In each thousandth of a second, 
therefore, there will have been a distinct 
series of waves, which at the speed of light 
travel to-and-fi-o along the wires. Taking 
the circuit length as 100 miles, each pulse, 
if UQabsorbed, would require about the 
th part of a second to complete its 
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passage, so that not quite two pulses can 
travel over the circuit before the state of 
affaire is completely revei'sed in direction. 
This demands that a greater supply of 
energy shall be called into action at the 
electromotive source or induction coil, than 
would be necessary if the electric condi- 
tion surrounding the wii-es did not require 
reversal, since tha entire electric and mag- 
netic fluxes, extending around the wires 
for the 100 miles, have to be swung the 
opposite way, or revei-sed at each alter- 
nation. The effect of this is that the 
apparent resistance of the line is increased. 
If the resistance of the line and receiving 
telephone were, say, 2,000 ohtns to a steady 
current in which mere absorption takes 
place into the conductors, including the 
wire in both line and telephone coil, the 
apparent resistance at a frequency of 
500~ per second, or 1,000 aUernations 
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per second, might be 6,000 ohms, and, 
although the rate of dissipation for a given 
current atrength in the wire would be, for 
all practical purposes, the same as before, 
yel the energy of the source, ia partly di- 
verted into effecting the rapid reversals, 
instead of being entirely expended in pro- 
ducing the rush of electric flux; i. e., 
electric current. 

As the frequency of alternation in- 
creases, the greater will be the amount of 
energy which must be diverted for the 
purposes of flux I'cversal, and the smaller 
the amount that can be spared to produce 
the current strength, so that the apparent 
resistance or impedance of the circuit will 
increase as the frequency rises. Moi-eover, 
the amount of energy, which is needed to 
effect reversal of the flux, will depend 
upon how much flux there is to reverse ; 
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4. e., upoQ the distiibutioii and condition 
of the flux, which, in its turn, depends 
upon the geometiieal disti'ibutioQ of the 
conducting wires. If the two -wires be 
remote from each other, or if a ground- 
return circuit is employed, so that a con- 
siderable loop area is contained between 
them, the loop has to be filled by electric 
and magnetic flux at each cun-ent wave, 
and the amount of energy to be diverted, 
although not expended, for purposes of 
revei-sal, will be increased ; whereas, if the 
two wires be close together, as for ex- 
ample, if they are insulated and laid up in 
a single cable, the loop between the wires 
is small and comparatively little activity 
is required to keep the fluxes reversed in 
this loop. In other words, the impedance 
of a ground-return circuit, or of a metallic 
circuit in which the wires are far apart, is 
greater than the impedance of a metallic 
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circuit in which the wires are brought 
close together. On the other hand, how- 
ever, when wires are brought close to- 
gether, the effective or virtual thickness of 
the ether layer between them is dimin- 
ished, and the density of the electric flux 
is increased for any given impressed 
E. M. F. between them. In ordinary 
technical language their electrostatic capac- 
ity is increased, Conse<iuently, the ab- 
sorption, Avhich the electiic flux undeigoes 
in itsflmt pulse along the wire dui-ing the 
period of building up the current, is 
much greater, and the retardation of the 
current strength is increased. For these 
reasons there is a definite distance be- 
tween telephone wires, which, for a given 
resistance, is most advantageous for the 
best telephonic communication. 

If we consider the single wire telephone 
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line represented diagrammatical ly in Fig. 
Ill, tlie condition in the conductor will 
be different if the wire be of copper 
or non-magnetic metal, as compared with 
iron or magnetic metal. If of copper, the 
magnetic flux in it will be the same as 
though the wire were of oi-diuary air with 
an electrically conducting hole of the same 
cross-section as the conductor, and the 
intensity of the magnetic flux in it will be 
comparatively feeble for any oi-dinary 
telephonic current strength. On the 
other hand, if the wire be of ii-on, the same 
magnetic force tending to produce a cylin- 
drical distribution of magnetic flux around 
and in the substance of the wire, by the 
rush of electric flux over its surface, will 
set up a very powerful magnetic intensity 
in the iron of which the wire is composed. 

The consequences of an iron-wire circuit 
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are two-fold. In the first place the devel- 
opment of the magnetic intensity will set 
up secondary attenuation iu the electric 
flux travelling over tlie surface, so that 
the ii'on will virtually offer a higher lesist- 
ance than its cross-section should allow ; 
or, in other woi'ds, the conduction of cur- 
rent will be practically limited to a skin 
or superficial cylinder of the wire, the 
interior of the wire being of no value for 
conducting purposes, unless the fiequeucy 
of current alternation is reduced, time 
being necessary to allow the interior 
layers to come into play. In the second 
place, more energy will be required to 
reverse a powerful magnetic flux in the 
iron, at each alternation, or current rever- 
sal, and this will increase the impedance 
of the wire. From these causes combined 
it follows that an irou wire offere a con- 
siderably greater impedance to telephonic 
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cun-eDts than a copper wire having the 
same ohmic resistance; i. e., the same re- 
sistance to steady currents, or cuiTents in 
which the steady state has been attained. 
On this account all long-distance tele- 
phone wires are now made of haixl-drawn 
copper, instead of iron. For short dis- 
tances, telephonic communication is practi- 
cally just as good with iron wires as with 
coppei" wii-ea, since the total impedance is 
small, but whem telephones are installed 
which have to be brought into action on 
long-distance systems, it is undesirable to 
unduly increase the impedance, so that 
copper metallic circuits ai"e rapidly coming 
into more extensive use. 

When two telephonic circuits are near 
together, although completely insulated, 
they are capable of exerting marked 
disturbing electric influences on each 
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other.' Fig. 112, represents diagram, 
matically two parallel teleplioiie circuits 
which for simplicity are represented 
as having a ground return. When a 
periodically alternating E. M. F. is iia- 

V 



pressed on the circuit A B, by the tele- 
phonerat.4, two distinct influences will be 
prmluced upon the neighboring conductor 
a h. One of these inflnenees is purely 
electric, and is calle<l eleotrostatio induc- 
tion. The other is purely magnetic, and is 
called electromagnetw induction. Sup- 
pose, for example, that the end A, is con- 
nected to a steady E. M. F., or battery, 
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while the end B, is insulated or discon- 
nected from the telephone. The end A, 
being con nee ted to th'e E, M. F. becomes 
charged, an electric flux will rush over its 
surface, becoming distributed from the 
conductor ^ ^, as its base, to all neigh- 
boring conductors as the counterbase. 
The ground will leceive a large portion of 
this flux, but the conductor a b, being it- 
self cjimected with tlie ground, will also 
receive a share, which will depend upon 
the i-elative proximity of ground and con- 
ductoiu Tliis is represented diagrammat- 
ically on the right-hand side of the figure, 
where part of the flux, from A, is seen to 
terminate upon the neighboring wire a, 
while the rest of the flux terminates upon 
the sui-face of the ground. If A and a, 
are close together, a lai^e percentage of 
the electric flux will terminate between 
them ; while, if, ou the contrary, A, and a, 
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ai-e far apart, only a small quantity of the 
flux from A, will terminate on a. In 
other worda, the electrostatic capacity be- 
tween A, and a, will increase with their 
proximity. Motion of the flux along A, 
will necessitate a motion of that portion 
which terminates on a, along the surface 
of a, in the same direction, thereby induc- 
ing an electric current in a. An altei'nat- 
iug electric cun-ent in A B, produced say 
by conversation, will, therefore, induce an 
alternating electric current in a h, of the 
same frequency, which may reproduce 
audible conversation in the telephone t, 
at b. 

In addition to the above, when a cur- 
rent is flowing ; i. e., when electric flux is 
rushing along A B, magnetic flux will be 
established around A B, in closed cylin- 
ders of gradually diminishing intensity. 
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When the current ia steady, the presence 
of some of this magnetic flux enveloping a, 
does not produce any electiic disturbance 
in the wire a b, but when the current in 
A B, varies, the magnetic flux around 
A B, is undergoing corresponding varia- 
tions in intensity, and this magnetic dis- 
turbance at the position of the wire a b, 
induces an E. M. F. m ab. 

Regarded from a slightly different point 
of view, the wires A B, and a h, may be 
considered as two single loops of an in- 
duction coil in which A B, is the primary 
loop and a h, the secondary loop. Any 
changes of current strength in A B, will, 
therefore, induce a corresponding electi-o- 
motive foree in a h. If the circuit of a h, is 
closed, as indicated in Fig. 112, this in- 
duced electromotive foree will establish a 
current in a b. Consequently, an alternat- 
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ing telephonic current in the circuit A B, 
will establish an alternating telephonic 
current of lesser intensity in the line a b, 
due to both electrostatic and electromag- 
netic induction from A B. Convei-sation 
overheai"d in this way on one wire, due to 
telephonic convereation on a neighboring 
wii'e, is commonly called "cross talk*^ and 
is one of the principal difficulties which 
telephonists have had to overcome in 
practice. So sensitive is the telephone, 
that wires which are situated parallel to 
each other, though many feet apart, will, 
if of considerable length, produce cross talk 
ivom one to another. 

It is often difficult to ascertain whether 
cross talk is due to electrostatic induction, 
electromagnetic induction, or to an actual 
leakage of current from one line to an- 
other. Each of these influences is capable 
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of producing annoying interference, and 
although, strictly speaking, the effects are 
not exactly the same, yet practically the 
difference in effect is so small that they 
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Fm. 113.— Diagram of- Blectrobtatio Screen. 

become difficult to distinguish. Electro- 
static induction can be completely pre- 
vented between two wires by providing 
a middle partition or sheath between 
them. For example, in Fig. 113, two 
wires are represented at A and a. One of 
these is completely enclosed in a cylin- 
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diical metallic slieath B C D, as, for 
example, a thin lead pipe wliicli is con- 
nected with the ground. Under these 
conditions any charge communicated to one 
of them, say A, will set up an electiic flux 
which spreads out from the surface of A, 
and terminates upon the conducting sheath 
of a, but cannot penetrate into the in- 
terior. This is diagrammatically repre- 
sented in the figure. Similarly, any chaise 
communicated to a, cannot affect A. On 
the other hand, any magnetic disturb- 
ance occuiring around A, by variation 
in the electric flux rush, or cuiTent, will 
induce electromotive force in a, which 
could only be entirely cut oil by a per- 
fectly conducting metallic sheath. 

The manner in which the inductive 
influence which gives rise to cross talk is 
overcome will be understood from an 
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inspection of Fig. 114. Supptae A, is an 
active alternating-euri-ent conductor; i. e., 
a conductor over the surface of which elec- 
tric flux is rushing to-and-fro at periodic 




Pio. 114. — DiAQRAU OP Inddctitb Cibctjits. 



intervals and around which are expanding 
and contracting curves of magnetic flux 
intensity. Let aj and a^, be two wires 
forming a metallic circuit, as indicated on 
the riglit-haiid side. Then both the elec- 
trostatic and electromagnetic induction 
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which A, exerts upon a^, will, by aymmetiy, 
be the same as it exei-ts upon a^, but the 
influence of the E. M. F. in «i, on the 
cii'cuit a, Uj a^ a^, which will be just equal 
and opposite to the influence of the 
E. M, F. induced in the wire Os, of the 
same circuit, so that these two oppositely 
induced electromotive forces will cancel or 
neutralize. 

If as j-epresented at B, in the same 
figure, the wire b„ happens to be somewhat 
nearer to the active wire H, than its 
neighbor b^, the electromotive foree 
induced electrostatically, and electro- 
magiietically in b^ J„ will be greater than 
that similarly induced in bn bg, so that a 
resulting electromotive force will act upon 
the closed metallic fircuit b, J, b^ b^, in the 
directiou of the predominant component 
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From this we learn tliat if the two 
wires forming a metallic circuit could 
■ always be situated at the same distance 
from a disturbing wire, there would be no 
resulting cross talk ov induced R M. F. 
in the metallic circuit, but if one wire 
happens on the average to be nearer the 
disturbing conductor than its mate, cross 
talk may be developed. At C, however, in 
the same figure, is indicated the solution 
of this difficulty. If the wires Cj and c^ 
are transposed at intervals, in the manner 
represented on the right-hand side at c, so- 
that the nearer wire of one section becomes 
the further wire of the next section, tte 
two components of E. M. F. will again 
become balanced, on the average, and no 
cross talk will result. 

The reversal of the position of the wires 
shown in Fig. 114 is called a. traii^osition. 
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The transpositions in the conductor form- 
ing a telephone circuit are in some cases 
made every few inches, while in other 
cases they may be made every few hun- 
dred feet accoi-ding to the particular con- 
ditions. In order, therefore, to avoid the 
influence of cross talk between neighboring 
telephone wires, it is necessary not only 
that the cii-cuits be well insulated from 
each other, but also that they are trans- 
posed relatively to each other at intervals. 

The manner in which transposition is 
effected in the case of overhead wires is 
shown in Fig. 115. Here a and b, are two 
parallel wires arriving at a cross arm, 
while c and d, are two similar wires leav- 
ing the cross arm. Instead of a, being 
connected to c, or forming a continuation 
of c, and b, of d, as usual, all four wires 
are dead-ended, that is to say, bound to the 
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insulatoi-s on open circuit, but by the aid 
of two sLoi-t cross whes, «, is put in con- 
nection with d, and h with c. When a 
number of telephone wires are supported 




FlO. 116.— TKANaPOSITION or OVKRHKAD 



parallel to each other od poles, it is cus- 
tomary to transpose a few of the wires at 
certain intervals, say at each quarter mile. 
If this transposition is not effected, loud 
cross talk may be produced. A form 
of insulator intended for transposition 
and called a tran^osition insulator is 
shown in Fig. 116. It has two grooves, 
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one at A, and the other at H, each for the 
reception of one wire. 

In the early practice of telephony, the 
coiiductoi-s were almost invariably placed 



Fig. 116.— Tranbpositiob Insulator. 

overhead. The rapid growth of telephonic 
circuits necessitated the adoption either of 
underground cables in cities, or a nnniber 
of wires were collected into a single cable 
and suspended overhead. Such cables we 
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called aerial cables. The cross-section of 
an underground telephone cable is eLown 
in Fig. 117. This cable contains 128 con- 



ductors, or 64 pairs, suitable for 64 
metallic circuits. The conductors are com- 
monly No. 19 B. & S., (36 mils in 
diameter) having a resistance of about 45 
ohms per mile. These conductors are firet 
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twiated in pairs liaviiig about four twists 
to the foot, and tlie paira are then laid up 
together to form a cable. The number of 
conductors varies from 52 to 202. The 
insulating material ia usually of dry paper. 
Occasionally, however, jute or other fibraus 
insulating material is employed. The 
sheath of the cable is made of lead so as to 
afford a water-tight as well as a mechanical 
cover. This sheath is applied io a 
hydraulic press, either warm or cold accord- 
ing to the particular process adopted. 
Where the cables aie liable to be laid in 
creosoted wood conduits, it is found that 
the lead sheathings are apt to be coiToded 
by impurities existing in the creosote. 
The admi.tture of a small percentage of tin 
in the lead not only hardens the matei'ial, 
but also renders it less liable to corrosion. 
It will be evident fiom the manner in 
which the individual wii'es forming each 
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conductor are transposed, that no appreci- 
able cross talk can occur between llie cir- 
cuits. This, however, is entirely due to 
the fact that the conductors run as twisted 
pairs. If the individual conductoi-s were 
employed in separate circuits, M"itb ground 
returns, the cross talk would be so marked 
as in many cases to render telephony 



Where undei^ouod cables are con- 
nected with overhead wires, special care is 
necessary to connect them in a water-tight 
box, called a caMe head. The cable is 
brought up the side of the pole and eiitera 
the cable head, which is itself protected 
from rain by a box called a cable hox. A 
simple platfoim is supplied beneath the 
cable box to enable the linemen to make 
connections conveniently. Fig. 118 shows 
a form of cable bead. This consists of a 
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Fia. 118.— Cable Head. 
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cast-iron bos A B, from which issues a 
pipe, jointed to the leaden sheath of the 
cable at (7. The wires, issuing from the 
cable, are spread out inside the box and 
are connected in proper order to a number 
of binding posts, which in their turn are 
connected through fuse wires to binding 
posts receiving the ends of the overhead 
lines. The cable head in the figure shows 
53 pairs of binding posts on each side, and 
is capable of accommodating a cable with 
52 metallic circuits, or 104 conductors. 

Fig. 119, shows a cable box and plat- 
form mounted upon a pole beneath the 
cmss arma Here 80 overhead wires are 
brought into connection v^'itli a cable. 
Each overhead wire is dead-ended at its 
insulator, and insulated wires connect the 
dead ends to the proper binding posts of 
the cable head. 
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Fig. 119.— Pole and Cable Box. 
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The disposal of the wires in an aerial 
cable is represented iu Fig. 120, where the 
cable contains 100 conductors, each of No. 
20 B. & S., making provision for 50 me- 
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tallic circuits. Fig. 121, shows a cable 
hook suitable for suppoi'ting an aerial 
cable. Since the weight of these cables is 
considerable, they are supported from a 
special steel wire immediately above them. 

Aerial wire insulators are generally of 
glass, as used in telegraphy, of the form 
similar to that shown in Fi". 122. No. 12 
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B. & S,, galvanized iron wire is commonly 
employed for short local lines, and No. 13 
hard-drawn copper wire for lines that may 
be needed to connect with exchanges. 



Fro. 121. — Cable Hook. 

When passing through trees a form of in- 
sulator is commonly used, called a tree £«• 
svlator, represented in Fig. 123. Here the 
wire and insulator are suspended from a 
wire made fast to the branch or trunk of 
the tree. 
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Telephone wirea should not be carried 
ou poles aupportiug electric light wires, 
but where it is necessary to do sOj they 
should be so suspended, that if either 



Fig. 122.— Qlabs Issdlator for ASrial Lihbb. 

a telephone wire or an electric light wire 
breaks, it will not bring the two systems 
into contact. Moreover, the telephone 
wires should be frequently transposed iu 
order to avoid inductive distuibances. 
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We liiive already alluded to the fact 
tbat, under cei'taiti circuiustatices, lightuing 
protectoi's ai-e iiecessaiy in a circuit to pro- 
tect the instruments on the line from the 



Fia. 133.— Tbee Insoiatob. 

effects of lightning discharges. When a 
lightuing discharge occurs, an electrified 
mass of vapor or cloud dischai^s disrup- 
tively to the ground or to a neighboiing 
cloud. All electric conductors iu the 
vicinity of these discharges are subject to 
more or less violent indactive disturb- 
ances; that is to say, E. M. Fs. are induced 
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in neighboring cooductors. If these con- 
ductoi-3 are situated in the immediate 
vicinity' of the discharge, and occupy con- 
siderable area, these induced E. M. Fa 
may be very powerful. On the contrary, 
when remote, and of small length or area, 
they may be inappreciably small. 

It is well known that a telephone cii-cuit, 
employing a gi'ound return, will render 
audible disturbances due to lightning dis- 
charges, although many miles distant. 
These induced E. M. Fs., when powerful, 
may send brief but veiy dangerously 
powerful currents through telephonic cir- 
cuits. These currents might give a power- 
ful shock to the telephoner and might even 
destroy the apparatus. In order to avoid 
this, various devices called UgJitning ar- 
resters, or lightning protectors, have been 
devised. 
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A simple form of lightning arrester is 
shown in Fig. 124. Here the line wire 
passes to the telephone apparatus through a 
brass plate A B, which presents a serrated 
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or jagged edge to a parallel plate G, The 
latter plate is connected with the ground in 
the neighborhood, either by a buiied plate 
or more commonly through gas or water 
pipes. The two serrated jaws of the brass 
plates are separated by a nari-ow air space, 
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and are, therefore, insulated from each 
other. If, however, a high E. M. F. of 
Bay 1,000 volts or more, is connected be- 
tween the plates, a disruptive discharge 
will occur between them. In other woi-ds, 
the thin layer of air between the Opposed 
pointed surfaces will break down at an 
electric pressure which may be about 1,000 
volta, and will permit a discharge to occur ; 
or, in other words, will short-cireuit the ap- 
paratus to ground. 

If the resistance of the telephone appa- 
ratus to ground, should be, say 500 ohms, 
it would require a current strength of 2 
amperes passing through it to produce a 
pressure of 1,000 volts, capable of disrup- 
tively discharging across an air-gap, but 
since lightning discharges are of a rapidly 
oscillating type, that is to say, have a very 
high frequency, the impedance which the 
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apparatus offers to the E. M. P. induced 
by liglitning, is very much greater than 
the ohuiic resistance. Consequently, a 
much ainaller current sti-ength passing 
through the apparatus will permit of a 
C. E. M. F, being established capable of 
disruptively discharging the line. This 
form of lightning arrester is' in common 
use on apparatus employed in country dis- 
tricts, where aerial wires are employed. 

Inductive disturbances due to lightning 
are not experienced on circuits in which 
the conductors are placed underground, so 
that for wires in cities where all the con- 
ductors are undei'ground, such forms of 
an'esters are not required. On the other 
hand, in cities, cotiductors are liable to be 
brought into accidental contact with high- 
pressure systems of electric lighting and 
power transmission, so that protection 



?cicy Google 



TELEPHONIC CIRCUITS. 325 

from high pressures becomes neceasaiy, 
although lightning may no longer be the 
source of such danger. 

There are two distinct methods of 
ensuring protection from dangerously high 
E. M. Fs. The fii-st is baaed upon the 
power which a high E. M. F. possesses for 
effecting a disruptive discharge across a 
narrow air-gap on the principle already 
described. The second consists in utiliz- 
iug the ability which a powei-ful E. M. F. 
possesses of sending a cuiTeat sufficiently 
strong to melt a piece of leadily fusible 
conductor situated in its path, thus 
breaking the circuit. lu standard long- 
distance telephonic apparatus, both these 
methods are employed. 

A common form of pmtective device, 
called a combination protector, is repre- 
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seiited in Figs. 125 and 126. On an 
insulating base a a, are mounted four 
terminals i, i', and o, o', respectively, i 
and o, are the terminals to which the in- 



FlO. 135.— COMBIHATION PbOTECTOB. 

coming and outgoing wires are attached. 
i' and o', are the corresponding tenninals 
of the telephone. Under normal condi- 
tions i, is connected to i', and o, to o'. If, 
however, the pressure between either line 
and the ground should become excessive, 
or if the current strength passing through 
the telephone should become excessive, 
one or both lines will become automati- 
cally grounded. When both lines become 
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grounded the telephone apparatus is short- 
circuited. On the left hand side near the 
line terminals i and o, is a brass plate h, 
with a terminal e, permanently and 
directly connected to ground. Upon this 




Fig. 136. — Combination Protector, 

brass plate are mounted two sheets or 
strips of carbon, which are, therefore, them- 
selves connected to ground. Over these 
strips of carbon ai'e laid thin sheets of 
mica, with a perforation or hole near the 
centre. Over these sheets of mica are two 
additional carbon plates which are con- 
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nected by spring contacts with the ter- 
minals i and 0. Consequently, the line 
cai-bons are insulated from the gmuud 
carbons immediately beneath them by the 
perforated mica plate. If the pressure 
i-ises to about 300 volts, between either 
pair of plates, a spark discharge will occur 
through the perforation or air space be- 
tween the carbon plates. A drop of fusi- 
ble metal being let into the upper cai-bons 
at this point, a permanent grounding will 
take place through the perforation between 
the upper and lower carbon, thus estab- 
lisliing a permanent ground on that line. 
Under normal conditions insulation is 
maintained between the carbons, and the 
incoming current passes through the bent 
German silver stiip^, to the metallic point 
of a small coil ?, which is itself stippoi-ted 
by another metallic sti'ip, from the tenni- 
nals i\ or o'. The small coil is composed 
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ol fine German silver wire having a resist- 
ance of about 28 ohms. A steady current 
of 0.4 ampere will generate in tLis coil 
sufficient beat in tliirty seconds to melt a 
email capsule of fusible metal at the top 
of the coil. This capsule supports a 
metallic pin in the centre. Consequently, 
when the capsule raelts, the pin is forced 
upwaitls under the pressure of the spring 
f. The extremity of j>, is thus enabled to 
come in contact with a strip of brass con- 
nected directly to ground by the wire e e. 
If then, the pressure is not excessive, but 
the current strength in the telephone 
amounts to 400 milliamperes, the appa- 
ratus will be grounded and cut out of cir- 
cuit before damage is done to the bell 
coil. 

Fuses are introduced in cable heads, and 
where cables are brought into central 
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stations, moi'e for the purpose of protect- 
ing the cable from injury than for ensur- 
ing protection to the subscriber's appara- 
tus which niay be in circuit. 
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LONG-DISTANCE TELEPHOHT. 

LoNG-Di8TANCE telephony diffei-a from 
ordinary telephony only in details of ap- 
paratus and circuits. As the leugth of 
circuit increases, it becomes more and more 
difficult to obtain loud and distinct repi-o- 
duetion of speech in the I'eceiving instru- 
ment. Tbia is due to two causes : 

(1) To the attenuation or reduction of 
the received current strength by reason of 
the high impedance of the circuit ; and, 

(2) To the failure of the receiving in- 
strument to reproduce correctly the quality 
of the sounds, due to the fact that the in- 
tensities of tbe different overtones are not 
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correctly reproduced as i-egarda their am- 
plitude, the shriller and, therefore, higher 
frequency overtones suffeiing gi-eater at- 
tetmation in transmission than the lower 
tones. 

Failure in the transmission of speech 
due to attenuation, or great inipetlauce, of 
the circuit, may occur on shorter lines by 
the insertion of a high artificial imjiedance. 
For example, an imperfect contact, a loose 
connection, a large choking coil, or any high 
resistance generally, will so far reduce the 
current strength in the circuit as to render 
transmitted speech inaudible. The remedy 
for this difficulty is the elimination of all 
undue resistance, the adoption of low re- 
sistance conductors, the employment of a 
more delicate or more carefully adjusted 
receiver, and of as powerful a transmitter 
as possible. In fact, it becomes essential 
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to increase the current streugtli according 
to Ohm's law by increasing the E. M. F. 
and diminishing the impedance. 

The impedance of a line ia the resultant 
of several causes. First, the ohmic re- 
sistance, depending upon the cross-section, 
length and character of the conductors em- 
ployed. This cn.isie would exist in a con- 
tinuous-current cii'cuit. All veiy long 
distance circuits must, ttierefore, have as 
little resistance as is commercially practi- 
cable. A diminution of resistance in con- 
ductors is only obtained by inci'easing tlie 
size and, therefore, the cost of the copper 
vrires. The wire ordinarily adopted for 
long-distance circuits is No. 12, B. W. G., 
having a diameter of 0.109" and a resist- 
ance of 4.6 ohms per mile. 

The second factor in the production of 
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impedance is the insulation resistajwe of 
tbe Hoes ; that is, the resistance which is 
measured either between each line wire 
and ground, or between the two lines form- 
ing a metallic circuit. Although a very 
high degree of insulation represents a very 
small loss of current by leakage along the 
line, yet such high insulation is not in 
general snited for the best results in long- 
distance transmission of speech. On the 
other hand a very low insulation, with cor- 
respondingly increased leakage of current, 
renders the received current so feeble that 
the limiting transmitting distance is 
rapidly reached. There is, thei'efoi'c, for 
every circuit, a particular condition of in- 
sulation which is best adapted to long- 
distance transmission. The insulation 
should always be good and uniform, but 
should not be exceedingly high for the 
best resulta 
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The third factor iu the production of 
impedance is the elect/rostatic capacity of 
the line, or its power to act as a condenser. 
The greater the electrostatic capacity, the 
greater the amount of electiic flux which 
can be established between tlie conductoi-s, 
per mile or per foot. The presence of this 
electrostatic capacity acts deleteriously in 
the transmission of electric waves, instead 
of permitting the flux to travel quickly 
from one end of the circuit to the other. 
The flux, although moving with the veloc- 
ity of light, is rapidly absorbed as it runs 
in order to fill the dielectric or charge the 
system. The nearer the two conductors 
are brought together the greater will be 
the electrostatic capacity, and the gi'eater 
will be the impedance which the line will 
offer to the transmission of speech. The 
higher frequency waves will suffer more 
than the lower frequency waves. In 
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cables the two wires forming the circuit 
fli-e brought very close together and hence 
the electrostatic capacity ia considerably 
increased. For this i-easoo long lengths of 
undergi'ouod or subaqueous cable are very 
unfavorable to long-distance telephouy. 
The two or three miles of cable which may 
be needed within city limits, may o£fer as 
much effective impedance as twenty times 
that length of ovei'head wii'e. Eveiy effort 
is made to reduce the electrostatic capacity 
of subterranean cables, and the capacity 
per loop mile of cable conductors is only 
about ten times as much as the capacity 
per loop mile of overhead wires. Under 
present conditions, however, it would be 
practically impossible to ti'ansmit speech 
telepLonically from New York to Chicago 
if the entire vidre consisted of bui'ied cables. 

The fourth factor in the production of 
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impedance is the electromagnetic capacity 
or inductive capacity of the cifcuit, the 
same influence as produces the choking 
effect, in a magnet or a coil of wire. 
Here the magnetic flux, developed by the 
movement of the electiic flux through the 
circuits, sets up an E. M. F. tending to 
oppose the development of an alternating 
current This influence becomes more 
marked as the frequency increases' The 
electrom^netic capacity, or inductance, as 
it is termed, of the conductoi-s forming a 
cii-cuit increases with their distance from 
each other. It is much greater with iron 
than with copper conductors, and for this 
leason eoppei" wires are always employed 
in long-distance telephony. 

The effect of electromagnetic capacity, 
or of self-induction, always reduces the 
current strength in the circuit when it is 
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developed in apparatua That is to say, a 
large itiductance in the receiving appar- 
atus is prejudicial to the developjiieot of a 
powerful telephonic current in it, and this 
objection increases with the frequency. 
On the other hand, all electromagnetic ap- 
paratus must possess inductance in order 
to be able to operate, since an instrument 
deiyoid of inductance would be necessarily 
inoperative. The beat results are obtained 
when the iuductauee introduced is such 
that further addition I'educee the loudness 
of the transmitted sound. 

The effect of electromagnetic capacity in 
the line, that is to say, between the parallel 
conductors foiming the circuit, is not nec- 
essarily prejudicial to the development of 
telephonic current strength in the receiver. 
If electrostatic capacity were absent from 
the line, then electromagnetic capacity or 
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inductance would be as detrimental to 
curi-ent strengtli, as it is when developed 
in tbe receiving apparatus, but being as- 
sociated with electrostatic capacity along 
tbe line, the influence of the one is opposed 
to the influence of the other, and, when 
properly adjusted, they can be caused 
largely to neutralize each other. 

The total impedance of a long telephone 
circuit is, therefore, much less by reason 
of its inductance than it would be if the 
inductance were absent, since every line 
necessarily possesses electrostatic capacity. 
In overhead lines, and especially in cable 
conductoi-s, the electrostatic capacity is 
greater than is needed to balance the 
electromagnetic capacity, so that it is gener- 
ally advisable to increase the inductance 
of the line when very long distance trans- 
mission is desired. Tliis is best accom- 
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plished by spreading the wirea further 
apai-t on the cross arms of the poles, so as 
to increase their electromagnetic capacity, 
while at the same time reducing their 
electrostatic capacity. In the case of 
cable conductors, the electrostatic capac- 
ity is 80 far in excess of that required to 
produce the lowest impedance, in conjunc- 
tion with the electromagnetic capacity, 
that it might be advantageous to insert 
coils of wire at intervals in the circuit for 
the purpose of increasing the effective 
magnetic capacity. It is theoretically 
possible so to balance the conductor re- 
sistance, and conductor leakage, with the 
electrostatic and electromagnetic capaci- 
ties, that the circuit will only offer a cer- 
tain minimum impedance to a telephonic 
current, which will not distort or affect its 
frequencies differentially. But at present 
it is impossible to produce conductors 
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wliich will combine these constants in the 
proper pi^oportions to effect this result. 

The longer the cireuits that are em- 
ployed for telephony the gl-eater the care 
that must be exei-cised in their construc- 
tion, since the greater becomes the prob- 
ability of accidental deiangement. So 
securely have long-distance telephone cir- 
cuits been elected in the United States, 
that on several occasions they have formed 
the only connecting lines between distant 
cities during severe storms when all tele- 
gj-aph lines have been blown down or 
inten-npted. 

The longest telephone circuit, in point 
of distance, is the New York and Chicago 
line, which is 950 miles in length, that is 
to say, it is composed of 1,900 miles of con- 
ductor. The conductor is No. 8 B. W. G. 
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hai'd'drawn copper wire, 0.165" in di- 
ameter, having a resistance of 2.05 ohms 
per mile, and weighing 435 pounds per 
mile, so that the total weight of the wire 
is over 400 short tons. The line was 
opened on October 18, 1892. The use of 
cables in tliis circuit has been avoided as 
far as possible, and the wires are trans- 
posed at suitable intervals. The poles are 
of cedar or chestnut, 35 feet and upwards 
in height, and average 45 to the mile. 
Successful conversation has been carried 
on over this circuit, by extension, between 
Boston and Milwaukee. By successive 
connection of several lines, the longest 
distance, over which regular telephonic 
service extends, is between Memphis, 
Tena., and Boston, Mass., a distance of 
1,538 milea 

The maximum distance to which tele- 
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phonic speech can be successfully trans- 
mitted, is impossible to define. The 
question is more of a commercial than of 
an engineering nature. If the impedance 
of the line can be sufliciently reduced, 
telephonic communication is always pos- 
sible, provided that inductive disturbance 
is avoided. The electrostatic and mag- 
netic capacity increase in direct proportion 
to the length of the line, as also the resist- 
ance and leakage of the conductor. By 
sufficiently reducing the resistance of the 
conductor, that is to say, by sufficiently 
increasing its cross-section, the impedance 
can always be reduced. As, however, the 
copper wires are increased in diameter, 
their effective cross-section becttmes 
slightly reduced, owing to the fact that 
the electric flux, travelling along the sur- 
face, finds its entrance into the interior of 
the wire opposed by magnetic influence, 
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When very large wires are used, there-, 
fore, it would be necessary to subdivide 
the conductor by sti-anding it; i. e., by 
formiug it of a Dumber of smaller wires 
laid side by side having the same aggre- 
gate weight. This precaution has never 
yet been necessary for existing lines, the 
lai^^est wire being 0.165" in diameter. 

It may be regarded as within the capa- 
bility of existing apparatus and high-class 
circuits to transmit speech audibly, a dis- 
tance of 2,000 miles overland. The prob- 
lem of transmitting speech through sub- 
marine cables is a much more difficult one, 
100 miles being the appi'osimate limiting 
distance in such cases. This is owing en- 
tirely to the large electrostatic and small 
electromagnetic capacity of the eii'cuit. It 
would be theoretically possible to tele- 
phone across the Atlantic by employing 
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subdivided conductors, of sufficiently low 
resistance to reduce tLe impedance of the 
circuit to the necessary limit, but practi- 
cally, it may be either extremely difficult, 
or even absolutely impossible, to carry thia 
into effect, while the great cost of the 
undertaking renders it under existing con- 
ditions commercially prohibitive. 

The telephonic current strength which a 
given impressed E. M. F. at the sending 
end can produce in the receiver, dimin- 
ishes more rapidly than the length of the 
line, that is to say, a uniform telephonic 
circuit, 1,000 miles long, will deliver to the 
distant I'eceiver less than one half of the 
curi'ent strength which would be de- 
livered from the same impressed E. M. F. 
if the circuit were only 500 miles long. 
On the other hand, the received current 
does not diminish so rapidly as the square 
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of the lengtb, that is to say for the 1,000 
mile circuit it would probably be less than 
one-half and more than one-fourth of the 
current received ovei" the 500 mile circuit. 
It would perhaps be about one-third the 
exact value, depending not only on the im- 
pedance of the receiving and transmitting 
apparatus, but also iipon the resistance, 
leakage, electrostatic and electromagnetic 
capacities of the lines. It has some- 
times been supposed that the product 
of the total resistance and the total 
electrostatic capacity of the circuit was 
a measure of its actual impedance, and, 
therefore, varied inversely as the re- 
ceived current strength. Such a supposi- 
tion, however, involves the result that the 
received current strength varies inversely 
as the square of the length of the circuit, 
and disregards the effect of the electro- 
magnetic capacity of the line. Conse- 
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queatly, this supposition, sometimes called 
the KR law, is unreliable for long dis- 
tance circuits, although for short lines its 
results appear to be practically i-eliable. 
No theory of long-distance telephony can 
safely ignore the effects of electromagnetic 
capacity and of leakage. 

Fig. 127, shows the switchboard of the 
long-distance telephone exchange in New 
York City. Here the operator are in 
communication by trunk-lhie wires with 
distant cities, on the long-distance system, 
and with local exchanges in New York 
City. Calls ariive both from the long-dis- 
tance lines seeking connections in New 
York, and from the local exchanges asking 
for connections in distant cities. As soon 
as a subsciiber, let us say No. 1,000, 
Fi-anklin, asks for connection, say with No. 
3,739, Philadelphia, the operator at the 
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Franklin exchange calls on a trunk line, 
the operator at the long-distance exchange. 
This operator on receiving the call, makes 
the inquiry on the trunk line to Phila- 
delphia, where in turn the local operator 
calls up the subscriber needed. The fol- 
lowing connections are then established; 
firet, the Franklin Street operator connects 
subscriber No. 1,000 with the trunk line to 
the long-distance exchange; second, the 
long-distance exchange connects the trunk 
line from Franklin Street with the line 
to Philaddphia ; and third, the operator at 
the Philadelphia exchange connects the 
long-diatance line from New York with 
the line of 3,739. 

Since the charge made for long-distance 
service is based upon the time during which 
the conversation lasts, the rates being in 
this case one dollar for five minutes con- 
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versation or less, it is neceasary to keep a 
careful count of tlie time during which 



Pia. 138. — TnB Calcdi.aoraph. 

the line is employed. A convenient 
method for accomplishing this ia by means 
of a machine called the cahulagraph. 
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This machine is represented in Fig. 128. 
It consists of a clock with its dial on the, 
top of the instrument as shown. There is 
provided a front plate ^ p\ and two 
handles H, H'. When the c^culagraph is 
employed in connection with long-distance 
telephony, a slip of paper is inserted be- 
low the front plate p p, and the right hand 
handle H, is rocked fii-st backwards from, 
and then forwai-ds, or towards the plate. 

The first impulse prints on the slip the 
time of day, as shown on the right hand 
side of Fig. 129, under the woi-ds "Time 
Connected." The second impulse prints 
the two left hand dials represented on 
the left hand side of the figure under the 
words " Elapsed Time." 

As soon as the conversation is over and 
'the subscribers ring off, the left hand 
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handle H', is pulled towai-d the plate with 
the alip again inserted. This piints the 
ai'mvvs on the left hand dials, mai'king off 
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Fro. 189.— Calcdlagbaph Record. 

the time which has elapsed, as in Fig. 130, 
where it will be seen that the time 
elapsed was 7 1/2 minutes. It is not hec- 
cesaaiy that the caleulagi-aph should be 
reserved for a single slij), since any num- 
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ber of slips can be piinted in succession, 
and the elapsed time between the prints is 
always faithfully recorded no matter what 
the order in which the slips are presented. 
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Fig. 180.— Calcol*gkaph Rbcord. 

In Fig. 127, the calculagraplis are to be 
seen, set into the operating desk of the 
switchboard, so as to be readily reached by 
the operators. 
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Fig. 131, shows a long-dista/noe cahmet 
booth. It is intended to afford an en- 
closed space where the telephoner's con- 
versation will not be overheard, and where 
also external sounds are excluded. It is 
made as nearly sound proof as possible, by 
making the doors, roofs and sides double. 

By reference to Fig. 68, it will be seen 
that when a telephone is employed in con- 
versation, the secondary winding of the 
induction coil is included in the line cir- 
cuit. Since this is only needed dunng 
speaking, or sending currents, and not dur- 
ing listening or receiving currents, it is evi- 
dent that the presence of the secondary 
coil in the lines produces an unnecessary 
and deleterious impedance in the circuit at 
the receiving end. For long-distance ser- 
vice, where in order to hear clearly, it ■ 
is important to reduce all impedance as 
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Fio. 181.— LoNQ-DiSTAHCE Cabinet Boots. 
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far as possible, arrangements are usually 
made to cut the secondary coils out of cir- 
cuit during listening. This is done by a 
button which is usually placed in the 
centre of the desk as shown in Fig. 130, 
To use this button requires some little 
attention or practice, since it is uecessaiy 
to press it down during listening, and to 
release it while speaking. Its use is, 
therefoi'e, left optional. 

'\Yhen connections are established in 
long-distance telephony, it is sometimes 
inadvisable to connect two lines together. 
For example, a long-distance circuit is 
always a metallic circuit, and when a sub- 
seiiber with a long-distance telephone 
desires to be connected to a su})scriber in 
a distant city, who has a ground return, 
the connection of these two circuits may 
destroy the anti-iiuluction balance on the 
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metallic circuit of the loDg-distance system, 
and pi'oduce much disturbance and cross- 
talk. To avoid this difficulty, the two cir- 
cuits are often connected inductively. 
This is, in reality, causing them to com- 
municate by ci-oss-talk, exaggerating the 
conditions under which cross-talk is pro- 
duced. The apparatus consists of an in- 
duction coil in which the two windings have 
equal numbers of turns, one winding being 
connected to one cifcnit and tlie other 
winding to the other circuit. Any varia- 
tion of current in one winding will tlien 
cause a variation of magnetic flux to pass 
through the other, and so establish a cor- 
responding E. M. F. in the same. A foim 
of such apparatus, called a repeating coil, 
is shown in Fig. 132. Here A, B, are 
strips of thinly laminated iron forming the 
core. WW, is the double-winding, and T,T, 
1 1, are the terminals of the respective coils. 
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Some cities employ a system of connec- 
tion between subscribers and the exchange, 
known as the Law system. The connec- 



Fio. 183.— Stahdabd Refeaubo Coil. 

tions for such a system ai-e diagrammatic- 
ally indicated in Fig. 133. Here, the 
central exchange S, has the subscribers 
a, b, c, d, e^f, in a certain district connected 
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with the switchboard by metallic circiiitB 
in the usual way, but instead of permit- 
ting each subscriber to call up the operator 




FiQ. 133.— DuaEAU of Law Systbu. 

on his own wires, these are left open and 
a common call-wire circuit, indicated by 
the dotted lines, runs from the central 
exchange through all the subscribers' 
offices in that group. About seventy sub- 
scribers are usually connected together on 
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a single call wire, and the call-wire circuit 
is always completed through the Lead 
telephone of the operator at the exchange. 

When one subscriber desires to call 
another, he introduces his teleplioue appa- 
ratus into the call-wire circuit, and is, 
therefore, in iratnediate communication 
with the listening operator. He gives his 
own number, say No. 55, and also the 
number he desires to communicate with, 
say No. 110. He, therefore, says to the 
operator, "No. 55 wants No. 110." The 
operator takes a pair of cords and inserts 
one plug in jack No. 55 and the other in 
jack No. 110, provided that 110 is not 
busy. 

The Law system possesses the foUowiug 
advantages ; namely, all the subscribers 
being in constant communication with the 
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central office, can obtain prompt attention. 
Moreover, there is the miuiinura amount 
of work to be done to connect one sub- 
scriber with another ; consequently, the 
system is capable, under favorable condi- 
tions, of providing very swift service. 
The system possesses, however, the follow- 
ing disadvantages; first, it requires the 
iTinning of additional wires for the calling 
circuits; second, any interruption of the 
call-wire circuit is liable to disable the 
apparatus of a number of subscribers; 
third, when many subscribers are on a 
busy call wire, delay is occasioned by 
waiting for the turn of each, and an im- 
patient subscriber may greatly impede 
business ; fourth, where many calls have 
to be trunked out, the system is at a great 
disadvantage, for the operator receiving a 
trunk call has to take her attention off the 
call wire, and communicate with the trunk 
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line operator, thereby introducing disturb- 
ance and delay. Briefly, then, this system 
possesses marted advantages for eases 
where the subscribers are all connected to 
a single switchboard, but where a city is 
split up into districts, so that trunking out 
is necessitated, the system fails to be 
advantageous. 

Fig. 134, shows a form of long-distance 
telephone arranged on the Law system. 
M, is the solid-back carbon mici'ophone 
transmitter ; CJ is the induction coil ; i\^ is a 
button set at the side of the apparatus, 
for use in listening on long-distance cir- 
cuits. Pressure upon this button short- 
circuits the secondary of the induction coil. 
B, is the call bell. % is the telephone, sus- 
pended on an automatic switch, which on 
rising closes the local circuit of the trans- 
mitter, *^ is a switch for introducing the 
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D.n.iized by Google 



364 THE ELKCTBIC TELKPHONE. 

apparatus upon the call wire, and X, the 
box containing two voltaic cells for the 
local microphone circuit. The front cover 
of the instrument is, in this case, removed, 
in order to show the interior apparatus. 
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CHAPTER XIV. 

RADIOPHONT AND MISCELLANEOUS APPLICA- 
TIONS OF ELEOTRIcrry. 

We have hitherto descnbed the vaiious 
methods in practical use for tiansmitting 
articulate speech by the aid of electncally 
conducting wires. It has been found 
possible, however, to transmit speech to 
limited distances without any wires, along 
rays of sunlight. The method by which 
this is accomplished is illustrated in Fig. 
135. Here rays of sunlight impinge upon 
a mirror M, and are reflected through a 
suitable lens Z„ and fall upon a polished 
metal diaphragm D, clamped before the 
mouthpiece M. The beam after reflec- 

MB 
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tion from the diaphragm passes thi-ough 
anotlier leas 4) ^^^ reaches the distant 
parabolic reflector H. Here the rays con- 
vei^e to the focus of the reflector and are 
received upon a selenium cell S, which is 
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TltA24SMlBBION. 

in circuit with a voltaic batteiy ^ and 
telephone T. A selenium cell is formed 
of a grid of conducting wires connected 
by a fused mass of selenium. This sub- 
stance has the property of varying its elec- 
tric resistance, within certain limits, under 
the influence of light. If a person speaks 
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into the mouthpiece M, he causes the di- 
aphragm D, to vibmte, and thereby 
throws the reflected beam ioto periodic 
variations of intensity, with a fi'equency 
correspoDding to the frequency of the 
vocal waves. The effect of the variations 
in the intensity of the transmitted beam 
in the receiver B,, is to vary periodically 
the resistance of the selenium cell with a 
fi'equency also con-esponding to that of 
the vocal waves impressed upon the di- 
aphragm D, aud the telephone in circuit 
with the selenium cell, will thereby be 
caused to reproduce sounds of the same 
frequency. 

The appearance presented by the trans- 
mitting apparatus is shown in Fig. 136. 
Here the mirror M, receives the sunlight 
and reflects the beam upon the diaphragm 
D, which is set in vibration by vocal 
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sounds uttered before the moutlipiece. 
The reflected beam from the diaphragm is 
transmitted direct to the distant receiver 
in the direction of the arrow at P. 



Fio. 138.— The TaASBinTTBK of a Photophoke. 

The distance to which the radMyplwnic 
transmission can be extended, depends first 
upon obtaining an uninten-upted line of 
view between the receiver and transmitter, 
and, also upon the sensitiveness of the ap- 
pai'atus. This apparatus must yet be 
regarded as of scientific rather than of 
practical value. The actual distance to 
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wliicb radiophonic comiuunciatioo has been 
c:nTied ia only a few huudred feet. It is, 
however, intei-esting to note that tele- 
phonic connnunication can be earned on 
along rays of sunlight. 

A seleriiiiTn cell is represented in Fig.137. 
Here a number of brass discs are mounted 
in a cylindrical column with intervening 
insulating sheets of mica. As represented 
in the upper part of the figure, the al- 
ternate discs of brass are connected to- 
gether to form one electrode and the 
remainder to form the other. The whole 
column, being clamped together, is heated 
above the tempeiature of melting selenium 
and a stick of selenium is then rubbed 
over the serrated sui-face. In this way a 
cyliijdrical surface of selenium is pi-ovided 
with a lai^e electable surface. The re- 
sistance of an apparatus made in this way 
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is about 1,200 ohms in the dark and 600 
ohms in daylight. A great variety of dif- 

1 2 3< B 6 T 




Fig. 137- — Selbnidm Cell, 

ferent types of selenium cells have been 
devised, all embodying the same features 
in different constructive arrangements. 
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Instead of aeleniiim, cai'bon in tLe form 
of 8oot, has been employed as the receiving 
surface for the vibrating beam in connec- 
tion with the telephone. A carbon cell ov 
soot cell is represented in Fig. 138. Here 



Pig. 1S8.— The Carbon or Soot Cell. 

a plate of silvered glass haa its silver coat- 
ing divided by a broad zigzag or furrow on 
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which the glass is exposed. The terminals 
h and &', being connected each to the silver- 
ing at one end of the strip, are, therefore, 
insulated from each other. The furrow is 
then filled with soot which forms a short 
bridge of .carbon between the terminals, 
and this surface is then exposed to the 
periodically vibrating beam of light. The 
pei'iodic variation of the heat I'adiation fall- 
ing upon the soot causes corresponding 
periodic variations in the resistance of the 
carbon and so causes a periodical vibra- 
tion in the diaphragm of a telephone 
placed in cireuit with the apparatus. 

Just as the mechanical or string tele- 
phone is capable, as we have already seen, 
of carrying articulate speech over shoi't 
distances without the intervention of elec- 
tric currents, so it is possible to carry 
on radiophonic communication of speech, 
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as this method of trausmitting speecli 
along beams of light is called, with- 
out the aid of electric currents, and 
without even the aid of a receiving instru- 
ment. This is done by allowing the 
vibrating beam fi-om the transmitter of 
Fig. 136, to fall upon a suitable sheet of 
mateiial, such, for example, as a plate 
of hard rubber. The periodic expansion 
and contraction of the surface of the 
rubber, caused by the periodic variations of 
the heat received from the beam, causes the 
haid rubber disc to emit the sound waves 
impressed on the diaphi'agm of the trans- 
mitter. This property of substances thus 
to reproduce audible sounds under the 
influence of periodic variation in the 
radiation falling upon them is called 
sonorei 



Attempts have been made from time to 
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time to telephone without wires. That 
this can be done, within cei'tain limits, is 
shown by the existence of cross talk be- 
tween neighboring insniated wires, since 
here telephonic communication is carried 
on through the space intervening between 
the parallel wires. Radiophony afEoi-ds 
another example of telephonic transmission 
of speech without iutervening wires, ovei* 
a limited distance, through the aid of sun- 
shine. Bat limiting the matter of teleph- 
ony without wii-es, to actual cases where 
electricity is the communicating agent, it 
may be mentioned that telephonic com- 
munication has been extended to distances 
of a few hundred feet. If A .ffand C J), 
Fig. 139, two circuits, each employing 
a ground return and situated not too far 
apart, be operated, one with a transmitter 
at Jif, and the other with a receiver, say at 
T, the telephonic currents passing through 
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the circuit A B, will pi-oduce feeble cur- 
rents in the cii-cuifc C D, and become 
audible in the telephone T. This influence 
may be exei-ted in a variety of ways. 

First, by electrostatic induction, that is to 
* c. ^ 
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say, electnc flux abutting upon the aui-face 
of the wire A B, will almost all terminate 
upon the ground in the vicinity of A B, but 
will extend in all directions with weakening 
intensity, and a small quantity of this elec- 
tric flux will terminate upon the wire O D. 
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It is this portion wbose periodic vaiiation 
ia capable of setting up a current that may 
serve to transmit speech in this manner. 



Second, by electromagnetic induction. 
The rush of electric flnx over the surface 
of the wiie A B, must necessarily be ac- 
companied, as we have seen, by the devel- 
opment of magnetic flux surrounding or 
linked with the wire. This magnetic flux 
will be most powerful in the immediate 
neighborhood of the wire A B, but will 
extend, with diminishing intensity, in all 
directions, and some small quantity of this 
flnx will become linked with the wire 
CD; that is to say, it will thread the 
loop which is formed by the wire C B, 
and its ground-return circuit. The peri- 
odic variations of this magnetic flux, follow- 
ing periodic variations of the current 
stiength in A B, will determine feeble 
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E. M. Fa of corresponding frequency in 
(J D, which may serve to reproduce the 
sound waves of the transmitter M. 

Third, by conduction. The cuirent in 
the circuit o£ A B, retui'ned by the ground, 
does not find its way through a single 
path through the ground, but extends 
in all directions, permeating the mass 
of the earth. The current density will 
tend to be greatest in the straight line con- 
necting the ground plates, but will dimin- 
ish in intensity to all distances in every 
direction. In other words, the return cir- 
cuit will spread out like lines of magnetic 
flux from the poles of a bar magnet. 
Some of this returning cujTent will pass 
through the ground in which the ground 
plates of O, D, are buried, and will estab- 
lish a feeble periodic difference of electric 
potential between the plates O and D, 
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which in turu will determine feeble pe- 
riodic electric currents in the circuit <7 D, 
which may serve to reproduce the sound 
uttered in the transmitter M. ■ 

Iti such cases of telephonic transmission 
without connecting wires, all three causes; 
namely, electrostatic induction, electro- 
magnetic induction, and conduction, are at 
work. The predominance of any one 
cause, in producing the effect, depends 
upon the local conditions of each case. In 
the case of cross talk, as it exists in prac- 
tice between telephone circuits, it is in- 
duction that generally is responsible for 
the result. In many cases of experiments 
conducted as in Fig. 139, conduction is the 
piincipal cause. The co-existence of all 
thi-ee causes must, however, always be 
borne in mind. 

Owing to the fact that the distance to 
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which electric telephony without wires has 
yet been caiiied is very small, little pi'ac- 
tical attentioa lias yet been devoted to the 
subject. The reason for the limitation 
which has marked the distance of trans- 
mission in this case, is to be found in the 
fact that the peiiodic variation of current, 
which may be produced in the ti-anamit- 
ting circuit A B, with existing telephone 
apparatus is comparatively small. When 
powerful electric curi'ents transmitted by 
an alternating-current dynamo are sent 
through the circuit A B, instead of feeble 
telephonic currents controlled by a micro- 
phone trausniitter, the distance to which 
audible sounds can be transmitted by this 
method has been increased from hun- 
dreds of feet to several miles. It is 
said, that between long parallel tele- 
gi'aph wires, Morse signals transmitted on 
a circuit such as A B, by the use of pow- 
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erful currents, have been obsei'ved by a 
telephone in a circuit C D, even when the 
distance between the two circuits was over 
60 miles. In such cases the limiting dis- 
tance simply dei.>ends upon the strength of 
the transmitting circuit current, and the 
aensitivenese of the receiving telephone, as 
well as upon the length and disjKJsition of 
the two circuits. 

In the ordinary telephone, as used to- 
day, the transmitted periodic electric 
current which carries in its variations the 
potentiality of reproducing the trans- 
mitted speech, does so by its electiomag- 
netic properties. But it is possible to 
employ for the same purpose, effects of the 
current othei" than its electromagnetic 
effects. Such for example as its thermal, 
chemical or electrostatic effects. 
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A telephone wLicli depends for its 
opei'ation upon the tliei'mal effects of the 
electric current is represented in Fig. 140. 



Fro. 140.— TuEitMO Telephone. 

Here the line is connected to the battery 
B, and then passes through the receiving 
telephone M, to the binding post G. 
From this binding post it passes through 
the fine stretched metallic wire P', to the 
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centre of the diaphragm D, and thence by 
a ground wire to gi'ound at J5^, or to a re- 
tui'n wire, in the case of a metallic circuit. 
The periodic variation in the strength of 
the telephonic current causes peiiodie heat- 
ings and coolings of the resistance wire P'. 
This alternating heating and cooling 
causes a mechanical elongation and con- 
ti'action of the wire, thus setting the dia- 
phragm />, into vibration. 

A fonn of telephone in which a chemi- 
cal effect of the peiiodie current is relied 
upon is indicated in Fig. 141. Here the 
receiving diaphragm i*, carries a metallic 
strip a, which rests upon a roller A, whose 
face is composed of moistened chalk. The 
axis of the roller is connected to one tei-mi- 
nal and the diaphragm to the other termi- 
nal of the instrument. Means are provided 
for steadily rotating the roller under the 
spring, and thereby moving the diaphi-agm 
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with a force which depends upon the fric- 
tion which exists between the strip and the 
sui'face of the roller. When an electric 



Pig. 141.— Chemical Telephone. 

current passes through the strip and 
chalked surface, an electrolysis or chemi- 
cal decomposition is effected of the mois- 
ture in the chalk. This causes oxygen to 
be liberated in small quantities at the 
positive pole, or the pole at which the cur- 



by Google 



384 THB SLECTBIO TELEPHONE. 

rent entei's the chalk, and hydrc^n to be 
liberated at tlie negative pole, or the pole 
at which the current leaves the chalk. 
The development of hydrogen, even in very 
minute quantities under the spring A, and, 
therefore, on the sui-face of the chalk, very 
greatly diminishes the fi'iction between the 
spring and surface, so that the diaphragm 
slips back or away from the roller. Peri- 
odically varying telephone currents there- 
fore, tend to produce periodic slippings of 
the strip a, and determine the vibi'ation of 
the diaphragm D. This telephone gives 
very powerful sounds and will fill a large 
hall with musical notes, although its articu- 
lation is imperfect. It also possesses the 
disadvantage of reqniiing to have the 
mller revolved duiing conversation. The 
connections of this instrument are shown 
in Fig. 143. Here *S* is the microphone 
transmitter in circuit with the primai'y 
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winding of an induction coil I, The sec- 
ondary winding is in circuit with the line 
wire and receiver G. 

A form of receiving telephone in which 




Fto. 143.— Conn EcnoK of Chemical Telephone. 



the electrostatic properties of the tele- 
phonic cuneuts are employed is represented 
in Fig. 143. This receiver contains two 
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diaphiagms, placed in close proximity to 
each otlier, one of which is the true vibrat- 
ing diaphragm, and the other a fixed dia- 



Fia. 143.— Elkctkostatic Receitbb. 

phragm connected to the ground. The 
front of the free diaphragm being con- 
nected to the line, any variation in electro- 
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static chaise will cause the two diaphragms 
to vary in their electrostatic attractions for 
each other. Consequently, any penodic 
variation of E. M. F., acting on the line, sets 
up a corresponding varying electrostatic 
attraction between the fixed and free dia- 
phragms, thus setting the free diaphragm 
into vibration and enabling articulate 
speech to be transmitted. With the use of 
this instrument, the line circuit is open and 
terminates at the receiver. 

In addition to the preceding, many 
telephonic transmitters and receivers 
have been devised, operating on various 
pi'inciples. The receivers operate by elec- 
trostatic, electromagnetic, thermic, thermo- 
chemical, electrolytic, electro-capillary, 
actinic and other methods. It is the elec- 
tromagnetic apparatus, however, which 
has come into almost universal use 
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owing to its marked superiority over all 
othere. 

As in telegraphy, it has been found 
possible to transmit several telephonic 
messages simultaneously over the same wire, 
either in the same direction, or in opposite 
directions. The first is called mvltiple 
; the second is called multiplex 
Two messages in the same 
direction are called diphx tel^Tiony, three 
messages triplex, etc. Two messages in 
opposite directions are called duplex tele- 
phony and two messages simultaneously in 
each direction, or duplexed diplex, is called 
quddruphx telephony and so on. None of 
these methods have yet come into commer- 
cial use. 
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COMMON-BATTERY 8T9TEMa 

One of the most important improvements 
which have been effected recently in cen- 
tral station telephony, has been the aboli- 
tion of the local battery at each aubsciib- 
er's station, and ita replacement by a 
common battery, or a battery univei'sal to all 
subsciibers. The local battery baa always 
been a source of uncertainty in maintain- 
ing reliable telephonic service, since the 
failure of the subscriber's battery in the 
ordinary system, such as is I'epi'esented in 
Fig. 81, p. 197, results in tlie failure of 
that subscriber to make his voice beard by 
the party vi^ith whom he is placed in con- 
nection. 
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Tlie central-battery or common-battery 
system is designed to supply tbe requisite 
current for the microphone transmitter 
over the subscriber's circuit in such a man- 
ner as shall dispense with the necessity of 
employing a separate battery at each sub- 
scriber's station. This change has been 
effected in nearly all the Bell central-sta- 
tion systems, notwithstanding the laige 
expense necessitated thereby. Practically 
all large central-station systems are now 
equipped with some form of common-bat- 
tery system. 

A variety of common-battery systems 
have been worked out It will suffice, 
however, to descnbe tbe Hayes common- 
battery method, which is employed in the 
Bell telephone system. 

The connections at each subsci'iber's 
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station are indicated iu Fig. 144, where X, 
L, are the two wires forming the metallic- 
circuit connections to the central station or 



It 



switchboard. 5 is a bell, the coils of 
whioh are wound with fine wire, so as to 
offer a resistance of about 1,000 ohms, and 
an impedance of a much larger amount to 
rapidly varying alternating currents, the 
impedance being approximately propor- 
tional to the frequency. The bell is per- 
manently connected between the sub- 
scriber's lines throiigli the condenser C 
This condenser is practically an absolute 
barrier to continuous cun-ents, but offers a 
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faii'ly low impedance to alternatiag cur- 
rents. 

When the subscriber's telephone is left 
hanging upon awitch-liook H^ the two con- 
tacts at this switch are opened, and the two 
lines -i, A are only connected by the alter- 
nating-cuvrent path B O, indicated in 
heavy lines. The bell circuit is, therefore, 
open to alternating currents of low fre- 
quency such as are generated by the small 
low-frequency calling generator at the 
central station. To continuous "currents, 
however, the two lines L, L, are normally 
insulated from each other at the subscriber's 
station. Under these circnrastances the 
subscriber's bell will ring when the ring- 
ing generator with its low-frequency E, M. 
F. is connected to the subscriber's circuit. 

When, however, the subscriber desires 
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to commiiDicate with the central station, 
and lifts his telephone from the hook, 
the two contacts are closed at the hook- 
switch, as in Fig. 145. The lines i, i, 
are now directly connected through that 
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switch, one winding of the induction 
coil I, and the carbon transmitter M. At 
the same time a local ciTcuit is also closed 
through the receiving telephone 7J the 
other winding of the induction coil I, tlie 
condenser C, and the carbon transmitter. 
This local circuit is indicated in Fig. 145 
in dotted lines. Placing the telephone in 
the local circuit keeps the full strength of 
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direct cuiTent supplied by the central 
station from passing through the telephone 
coils. It is evident from the figure that 
only a small fraction of the continuous cur- 
rent from the common battery at the cen- 
tral station can passthmugh the telephone, 
owing to the high resistance of the bell B, 
inter[)osed nn the telephone circuit. On 
the other hand, the full strength of the cur- 
rent received from tlie central station by 
the lines L, L, passes through the trans- 
mitter M. Although there are othei' ad- 
vantages arising from the use of the in- 
duction coil, in addition to that of protect- 
ing the telephone fmm full coutinuous-cur- 
rent strength, as above mentioned, yet, for 
the purposes of simplicity, we may regard 
the subscriber's connections, when the tele- 
phone is lifted from the hook, as virtually 
reduced to those indicated in Fig. 146, 
where it will be observed that the sub- 
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scriber has his teleplioue and ti'anBiiiitter 
directly in cii-ciiit with the lines L, L, a 
permanent bridge or sbuut path existing 
through the bell and condenser, wliich 
sbuut path has so large an impedance to 
alternating currents of the frequencies of 



Fro. 149.— SiuPLiriED SosacBiBBB's Cohnectionb. 

Speech, that the loss of these currents by 
leakage through the shunt may be entirely 
neglected. Such a connection as is repre- 
sented in Fig. 146 would be objectionable, 
if only for the reason that the full contin- 
uous-current strength in the circuit flows 
through the telephone, tending thereby to 
buckle the diaphragm and render it less 
sensitive, but with this reservation in mind 
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the simplified diagram of Fig. 146 raay be 
retained in place of the more complex 
diagram of Fig. 145. 

Fig. 147 represents diagramraatically the 
elenieuts of the connections between the 
subscribers and the awitchboai-d at the cen- 
tral station. The subscriber B is sup- 
posed to have his telephone hung up and 
his cirenit interrupted. The liue battery 
L, usually composed of a storage battery of 
12 cells, or 24 volts, is permanently con- 
nected with these as well as with other 
subscriber' circuits. The connection with 
this line battery is established tln-oiigh the 
double contacts of a line cutoff relay R. 
As long as this relay remains iinexclted, the 
subscriber's line is connected to the line- 
battery L, and is charged by the same. 
In the circuit of the line is the line relay y, 
the local circuit of which contains a small 
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incandescent lamp, or visual signal /, placed 
on the, face of the switchboard. As long as 
subscriber B keeps his telephone hungup, 







the line battery L can send no current 
through the subscriber's circuit, and Ins line- 
relay 1/, remains une.\eited. As Ro<in as 
£, closes his cii-cuit througli tlie switch- 
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hook, by lifting hie telephone, the line re- 
lay y, becomes excited, attracts its arma- 
ture, closes the local circuit, and lights the 
lamp I, thereby calling the operator's at- 
tention. At any operator's position, all 
of the local ciicuits of the line relays 
terminating at that position pass through 
the coils of an extra relay, called 
the pilot relay, which is thereby enabled 
to light a pilot lamp when any one of the 
line relays is brought into action. This 
pilot relay and lamp is not shown in Fig. 
147. Its purpose is to exercise a supervi- 
sion over the duties of each operator by 
indicating at a single lamp when any line 
signal under her jurisdiction remains in 
action, or unattended to. 

On the left-hand side of the diagram 
subscriber A is supposed to have called 
the central station by lifting his telephone, 



.« Google 



COMMON-BATTEBY SYSTEMS. 399 

thereby closlngbis circuit to the line but- 
tery i' and eaergizinghis line relay y and 
lamp v. A!^ operator, in response to tliis 
signal, has inserted the answering plug P" 
of one of her pairs of cords into the 
answering jack J' of subscriber A. Thi-ee 
contacts are thereby established. The tip 
and ring of. the plug are connected i-e- 
spectively to the two lines of ^'s circuit, 
thereby closing the circuit of the common 
battery B through the windings d h' of the 
operator's induction eoils, and the super- 
visory relay s'. At the same time the 
sleeve of the plug establishes a local cir- 
cuit, indicated in dotted lines, through the 
commoQ battery B and the line cut-off re- 
lay i2' of A!a circuit, thereby cutting off 
the lines of subscriber A from the line 
batteiy Z', and extinguishing his line lamp 
/'. The current through this local circuit 
vrould pass through the supervisoiy lamp 
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/>', and liglit it, if the supervisory relay a', 
excited by the main-line current, did not 
keep this lamp short-circuited. 

A''b operator is able to commuDicate 
with A by couuecting her head telephone 
through a listening switcli with tlie points 
t, t. On learning tlie number of the sub- 
scriber called for, who in the case repre- 
sented is 5, she is ready to insert the call- 
ing plug /* of tliis pair of cords into the 
particular line jack of J3 which appeara at 
her section of the multiple switchboard. 
Thus, if she should insert the plug I* into 
the jack J, the tip and ring of this plug 
will be connected respectively with each 
of the two lines of £''& circuit, while tite 
sleeve of the plug will close a local circuit 
through cut-off relay S, and will thereby 
break the connection between ^'s line and 
bis line-relay y, and line battery Z. By 



.« Google 



COMMON-BATTE:tr SYSTEMS; 401 

[jiessiiig the ringing key of this pair of 
cords, the connections would be changed 
in the manner indicated by the simul- 
taneous turning of the two switches, i, i, 
thereby connecting a steadily running, low- 
frequency alternator T witii ^'s circuit. 
Meanwhile the lamp p is lighted by the 
current through the local circuit, indicated 
in dotted lines, and remains lighted UDtil 
B lifts his telephone aud closes his main 
line to the battery B, thereby bringing 
into action the supervisoiy relay 8 and 
short-circuiting lamp p. As soon as this 
lamp goes out the operator knows that 
B has lifted his telephone and is in com- 
munication with A. Under these condi- 
tions all of the four lamps I, l', 'p,p' are ex- 
tinguished, and the connections between 
A and B are virtually those indicated in 
Fig. 148. Each subscriber may be re- 
garded as having a local circuit through the 
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switchboai'd, includiug IiistelephoQe, trane- 
mitter, and a Hue battery. luductive 
connection tbrough the two iuductiou 
coils or doul)le iudiiction-coil, establishes 

J >t L 
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telephonic coiutnuuiciition with the asso- 
ciated subscriber's circuit. 

Each subscriber has, therefore, appor- 
tioned to him at the central station a line 
relay y, with its local-circuit line lamp in 
front of an operator, a cut-ofE relay R, an 
ausweriug jack close to the line lamp, and a 
plurality of multiple jacks on the multiple 
sections of the boai-d. Each pair of cords 
has a pair of induction coils a, a', h, V, 
actually associated into a single structure 
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and connected at the centre with the com- 
mon battery -5, which usually supplies the 
entire exchange. The line batteries Z, U 
are also usually connected into a single 
battery. These aggregate batteries have 
to supply an appreciable total strength of 
current during working hours, although 
the flow is practically stopped when all 
connections at the switchboard have been 
removed. 

As soon as one of the subscribers, say 
B, has terminated the conversation by 
hanging up his telephone, hia circuit is 
broken at the switch-hook. Consequently, 
supervisory relay s ceases to be excited, 
and opens its contact, thereby enabling the 
cuiTent in the local circuit or the dotted 
lines to light up the supervisory lamp p. 
This is a signal to the operator who made 
the connection that the conversation is 
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ended, and she proceeds to pull ont lotli 
plugs, thereby extinguishing either or 
both of supei'visoiy lamps p,p and re- 
storing the line batteries to connection 
with the 8ubsci'il)ei's' lines at the double 
contacts of the cut-ofE relays It, R'. 

The local circuits in dotted lines also 
establish a busy test, by connecting all of 
the front contacts or lings of the jacks 
with a small potential difference pi-o- 
duced by the local current flowing 
through the cut-off relay. Thus, with the 
plug _P in the answering jack J', all of 
the rings r, r, are charged with this poten- 
tial difference relatively to the ground <?, 
and any operator desiring to obtain con- 
nection with A and exploring any of these 
rings r with the tip of a calling plug, and 
with her listening key down, would re- 
ceive a click in her telephone, on princi- 
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pies similar to those described In connec- 
tion with Fig. 95 on p. 240. 

The line lamps I, I, are all placed in one 
i-ow in front of the respective operafcora of 
a multiple board, and the supervisory lamps 
f, p in another row, so that each operator 
has only to insert plugs in answer to tele- 
phone calls indicated by line lamps I, I and 
to witlidraw plugs in response to super- 
visory lamps ^,^'. 
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DuEiNO the last few years small incan- 
descent lamps have largely replaced elec- 
tromagnetic indicatoi-s on central-station 
switchboai-da The advantages of the in- 
candescent lamp as an annunciator are that 
it very readily catches the eye of the 
operator, and, in fact, can be noticed from 
a considerable distance. Moreover, the 
space occupied on the surface of a switch- 
board by a lamp annunciator, or visual 
signal, is considerably less than the space 
taken by the ordinary drop signal, since 
the effective diameter of each lamp is 
only about 3/8". The lamp is noiseless in 

406 
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action, lias no working contacts upon which 
dust can settle, is readily replaced- when 
inoperative, and is cheaper than an elec- 
ti-oraagnetic annunciator. On the other 
hand, a lamp requiies a relay to operate 
it, and also takes about 2.5 watts. The 
relays are, however, stowed away in dust- 
proof eases behind, or away from, the 
switchboard, where the space is less ex- 
pensive than at the switchboard siiiface, 
and the power is only supplied for a few 
seconds at a time to any one lamp. 

Telephone lamps are commonly made 
for 10 and 20 volts, the former being 
standardized at one quarter candle, and 
the latter at half candle. The tendency 
has gradually been shown to raise these 
pressures, which were originall}' about 4 
volts, and which now sometimes reach 25 
volts. The normal efficiency of these 
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lamps at rated voltages ia about 0.18 
candle per watt. Not only are sucli veiy 
small iocandescent lamps somewhat in- 
efficient by reason of tbeir short filaments, 



Pio. 149.— SwiTCOBOARD Lamps. 

and the relatively large loss of heat by con- 
duction from the ends of the filament, but 
they are designedly inefficient, in order to 
reduce the tempeiature of incandescence, 
and thereby prolong the lifetime, since the 
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annoyance, which might be caused by 
frequent failures of these lamps, would 
outweigh the value of the relatively small 
amount of power saved in them. Figs. 



iCP. ICP. 

Fig. 150.— Switchboard Laufs. 

149 and 150, show different sizes and 
types of visual signal lamps. 

The lamps are inserted end on, in re- 
cesses in the switchboard provided for 
them, and a small circular opal cover or 
cap seals the lamp from view while diffus- 
ing the light yielded over a circulai- ai"ea. 
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These opal glass covers are often tinted 
witb different colors, or marked with dis- 
tinctive signs in various ways to indicate 
visually the class of line, or to differentiate 
pilot lamps, supervisory lamps, and line 
lamps. A set of ten visual signals in a 



Fio. 151.— Stuip of VisCAi, Signals for iNSERTtoN iH 
SwiTcnaoARD. 

stnp for iiisei'tioQ in a switcliboard is 
shown in Fig. 151. 

The line lamps are generally inserted in 
the switchboard immediately beneath the 
answeiing jacks of tlie respective lines, so 

D.a.t,zsd by Google 



VISUAL SIGNALS. 



tliat tlie operator has oiily to poiDt the 
aiisweriug plug at the line lamp lit up, iu 
Older to fiad the right ausvvering jack. 
Tlie supei'visoiy lamp signals are also 
placed immediately in line with the pair of 
coi-ds to which it belongs, so that either of 
these lamps lighting is a signal to pull out 
that particular pair of cords. In this way 
all the selection which the operator is 
called upon to perform is confined to exe- 
cntiug the orders of the calling subscribei-s; 
i. e., trunking out the order if the sub- 
scriber is not directly wired to the switch- 
board, or calling the subscriber if he is 
connected to the switchboard. 
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1<0ADED TELEPHONE CIRCDITe. 

It has long been known that an increase 
in the inductance of a telephone line in- 
ci'eases its telephonic cariying capacity, or 
reduces its apparent impedance to tele- 
phonic currents. . In a piece of apparatus 
such as an induction coil, relay, etc., the 
presence of inductance is almost wholly 
objectionable, and increases the impedance 
of the apparatus, so that tlie instrument 
with the same ohmic resistance, but with 
reduced inductance, would offer less ob- 
struction to the waves of alternating ear-, 
rents carrying speecb. 
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When, however, inductance is distrib- 
uted along a telephone line, by spreading 
the two wires of a telephone circuit 
further apart, wheieby the loop they form 
is increased in area, and tlie magnetic flux 
linked witli that loop increased for a given 
current strength in the circuit, the impe- 
dance of the line is increased, as viewed 
from the sending end, for any given fre- 
quency of speech-wave alternation. The 
same alternatiug E, M. F. geuerated in the 
transmitting induction coil is, therefore, 
only enabled to send a feebler alternating 
carrent strength on to the line. The 
amount of power delivered to the line at 
the sending end is, however, practically 
the same, since the E. M. F. at induction- 
coil terminals automatically rises as the 
sending current is reduced. While, there- 
fore, the power delivei'ed to the line in 
speech alternating currents is nearly the 
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same, whethei" tlie line has much or little 
inductance, the power wasted along the 
liue in heating the copper is considerably 
reduced when inductance is added to the 
circuit, since this waste of power increases 
with the square of the current strength. 
A high-inductance telephone liue is, there- 
fore, other things being equal, virtually a 
high-pressure teleplione line, and just as 
inci'easing the pressure of transmission in 
electric lighting or power transmission de- 
creases the loss of power in transit by 
decreasing the l^R loss in the con- 
ductors, so the high-pressure telephone 
line decreases the loss of power, and 
enables tlie speech currents to be carried 
furtlier before being practically extin- 
guished. 

Although efforts have been made for 
some time to inci'ease distributed induct- 
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ance of overhead telephone lines by 
spreading the wires of the circuit aa far 
apart as was reasonably possible, yet there 
is a limit to the amount of inductance 
which can be added in this manner, since 
the iuduetauce does not increase in the 
same proportion as the separating distance. 
It has recently beeu found, howevei', tliat 
inductance could be inserted in blocks oi" 
lumps along the line, instead of being 
uniformly distributed, provided that the 
lumps were not inserted too inii-equently. 
The expense of such loading or artificially 
added inductance increases witii the num- 
ber of loads which have to be employed, 
so that if, for example, a load had to be 
inserted at every pole along a telephone 
line, it is unlikely that loading would be a 
practically useful device, since it would, 
probably, be cheaper to use lai^er copper 
wires, and thus to reduce the waste of 
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energy in VR, by diminishiog the resist- 
ance R, rather than by attempting to 
diminish the current strength I. 

It is found, however, that overhead 
telephone lines may be successfully loaded 
with inductance coils inserted at intervalaof 
about two or three miles, and that under- 
ground telephone cables may be success- 
fully loaded with inductance coils at in- 
tervals of about one-half a mile. Such 
loading is clearly unnecessary on short tele- 
phone lines, seeing that their effective im- 
pedance viewed from the receiving end is , 
necessarily comparatively small, but on veiy 
long lines, or on slujrter lengths of under- 
ground line that may at some times form a 
part of a long-distance circuit, loading is 
valuable for reducing the virtual imped- 
ance of the line viewed from the receiving 
end, or allowing a greater current strength 
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to be received over the loiig-disfcauce cir- 
cuit. In this way it becomes possible 
markedly to extend the commercial limit- 
ing distance of telephonic transmission, by 
the use of a much smaller quantity of 
copper in the inductance coils at intervals, 
than would be necessary to distribute 
along the line wires, in order to reduce the 
total resistance of the circuit to the corre- 
spondingly effective degree. 

When any succession of electric impulses 
is communicated to the sending end of a 
telephone circuit, the impulses are conveyed 
along the circuit in the form of a succes- 
sion of electric waves. If the electric 
conditions at the sending end assume 
a steady state, aa, for example, when 
an alternating E. M, F. of given fi'e- 
quency and magnitude is steadily im- 
on the circuit, tlie transmitted 
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electric waves settle down into a steady 
state, ia a period of time that is 
exceedingly brief. If we could examiue 
tLe steady electric condition of the cir- 
cuit along the line, with regai"d to alter- 
nating, pi'easure and current, by means of 
a suitable alternating-cuirent voltmeter 
and ammeter, we should find that the volt- 
meter indications, and likewise the am- 
meter indications, would periodically vary 
along the line, rising and falling in suc- 
cessive waves, but the indications of the 
instruments would be steady at any one 
place. If we imagine that an electric 
survey of the circuit weie made during 
the continuance of the steady state with ' 
the constant frequency and magnitude of 
impressed E. M. F., we would find that the 
crests of the waves of pressure or of cur- 
rent repeated themselves at uniform inter- 
vals along the line. The distance between 
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the crests of these stationary waves might 
be called the serai-wave length. The 
wave length will be constant for any 
given frequency of impressed simple alter- 
nating E. M. F., although the positions of 
the crests may all shift one way or an- 
other, if the terminal impedances are 
varied. That is to say, the phase of the 
waves of current and pressure along the 
lines in the steady state will vary when 
the terminal conditions are varied, but the 
wave length is constant for one and the 
same frequency. The wave length de- 
pends upon the inductance per mile and 
capacity per mile. 

The wave length of transmission is very 
nearly invei'sely proportional to the fre- 
quency of simple alternating current. 
That is to say, if the wave length be 10 
miles, for a frequency of 100 cycles per 
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second, it will be 5 miles, for a frequency 
of 200 cycles per second, and so on. All 
of the enei'gy of alternating currents is 
handed on from the generatiug to the 
receiving end through the medium of auch 
waves. If, therefore, the line be loaded 
by the insertion of inductance coils at 
regular intervals, it is easy to understand 
that when these intervals are as great as a 
semi- wave length for the frequency of 
alternation considei-ed, the effect of loads 
on the ti'ausmission may differ markedly 
from the eflfect of the same quantity of 
inductance distributed uniformly along 
the line. Thus a wave length of 10 miles 
represents two crests and two troughs iu 
that distance, and a distance of 5 miles 
between adjacent crests. In the analogy 
of a vibrating stiing the nodes or station- 
ary points will be 5 miles apart, and 
between them the ventral segments, or 
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belly-like segments of vibration, will also 
be 5 miles apart from centre to centre. If 
now tlie inductance loads should be in- 
serted at intervals of 5 miles, they 
might happen to fall at or near the nodes, 
and the ventral segments of maximum 
vibrational activity would be devoid of 
added inductance; consequently, the effect 
of such added inductance could only be 
very imperfectly developed. In order to 
make sure that at least one inductance load 
shall fall within every ventral segment, 
or semi-wave length, it would be necessaiy 
to insert at least two loads to the semi- 
wave length, or four to the complete wave 
length, and it is found in fact that if there 
are four or more loads per wave length, 
the loaded inductance beliaves in nearly 
the same beneficial manner as distributed 
inductance; whereas, if the loads are spaced 
fewer than four or three to the wave 
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length, the eflEeet of the loads is advei-se 
rather thao beueficial to the transuiisaioti. 
As the frequency of alteiDatiou iucreases, 
tlie spacing of the loads, iu order to pre- 
serve the same proportional wave distribu- 
tion, must be correspondingly increased ; 
so that with loads placed 2 miles apart 
we might expect that all wave lengths 
of, say, 8 miles or over, would be affected 
beneficially by the }oads, while all wave 
lengths much below 8 miles,' would 
either be not assisted by the loads, or 
actually interfered with. This would 
mean that all frequencies up to, say, tlie 
frequency having a wave length of 8 
miles would be assisted telephonically, 
while higher frequencies would be inter- 
fered with. 

In music, the frequencies which are di- 
rectly produced with the aid of instru- 
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ments He Twtween the limits of alKiut 40 
and 4,000 cycles per second, and the funda- 
raental vibrations of the human voice in 
speech or singing are contained within a 
much narrower range of about 100 to 
1,000 cycles per second. Vocal sounds, 
however, of a given fundamental pitch, are 
accompanied by over-tones of much higher 
pitch, and the preservation of a certain 
amount of these higher pitched over-tones 
appears to be necessary in onler to clearly 
distinguisli the transmitted speech. It is at 
the present time uncertain just how high 
the frequencies lie that are essential to 
commercial telephony, but it would seem 
probable that, if the range between 100 and 
2,500 periods per second can be eomraer- 
cially transmitted without serious selective 
absorption, the resnlts are commercially. 
On this basis of assumption it becomes 
essential to provide about 4 loads per 
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wave length for a frequency of 2,500 
periods per second, in which case all lower 
frequencies will be fnlly provided for. 
This means that all speech waves must en- 
counter 10,000 loads jter second in their 
transmission along the electric circuit. 

The loads for overhead wires have thus 
far consisted of induction coils, the two 
windings of which are similar, symmetn- 
cal, and carefully insulated from each 
other, one winding being insei-ted in one 
wire and the other winding in the oppo- 
site or return wire. This induction-coil 
nietliod of loading is superior to simple 
inductance-coil loading, since it not only 
maintains the electiic balance and sym- 
metry of the circuit, but also reduces the 
amount of copper necessary for a given 
extra resistance of the circuit, by employ- 
ing the E. M. F. of the current in one 
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line to force tbe flux through the loops of 
the other line, aa well as its own line. In 
other woi-ds, the effective inductance is 
thereby increased. It seems likely, how- 
ever, that in the future the loads will be 
reduced in size, and in the amount of 
copper they contain, by employing a very 
finely divided iron core. The iron core 
has the advantage of gi-eatly increasing 
the inductance for a given number of 
turns, but has the disadvantage of intro- 
ducing some slight loss of power by eddy 
currents in the core. To reduce this loss 
as far as possible, the diameter of the 
wire is made as small as is commercially 
possible. The inductance coils are en- 
closed in a cast-iron shell to protect tbem. 

Similar inductance loa(5s are introduced 
into underground telei>hone cables, but 
owing to the fact that these cables have a 
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greater electrostatic capacity per mile tlian 
overhead wires, tlie inductance loads liave 
to be introduced at shorter distances and 
the loading is heavier than with overhead 
wii-es. Fig. 152, represents diagranmiati- 

R|,ii B-' iBft' m c n IS i a ||/=* 

Pig. 153. — Diaorah op Loaded Telbphone Line, 

cally a loaded telephone circuit, with a 
transmitter at A, and a receiver at Ji, each 
connected with the circuit by an induction 
coil (?, having its fine-wire coil in the Una 
Induction coils aa', hi', cc', are inserted at 
regular intervals along the line, the two 
windings of each induction coil being 
similar, symmetrical, mutually assisting, 
but carefully insulated. 
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Action, Local, '1S2. 

Advantages of Carbon for Microphone Trans- 
mitters, 86, 87. 

Aerial Telephone Cables, 310, 311. 

Altenjatiiig Current, 43. 

Electromotive Forces, 43. 

Ampere, 39. 

Amplitude of Wave, 16. 

Annunciator Drop for Switchboard, 247. 

, Electromagnetic, 198, 

Answering Jacks, 232. 

Apparent Resistance, 120. 

Arresters, Liglitniiig, 321. 

Artificial Introduction of Inductance in Telephone 
Line, 415, 416. 

Audition, Limits of, 19, 20. 
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Automatic Telephone Swiidi, 162. 
Auto-Telfplione Ciicuit, Diagram of, 188. 
Telephone System, 184 to 190. 

B 

Bar Electromagnets, 64. 

Magnet, Flux Distribution of, 56. 

Battery, Series-ConnectLd, 151. 

, Voltaic, 151. 

Batteries and Call Bells, 126 to 159. 
Bell, Call, 126. 

, Extension, 141, 142. 

Telephone Magnet, DiKlribution of Flui 

Produced by, 61, 62. 
Bicro- Ampere, 40, 75. 
Blake Transmitter, 92 to 97, 
Branch Terminal Switchboard, 256. 
Bridging- Bell, Connections of, 181, 182. 

Bell Telephone System, 178, 179, 180. 

" Busy " 'J'elephone Test, Necessity for, 242, 243. 
Test of Multiple Switchboard, 240, 242. 



C. E. M. P., 121. 

Cabinet Booth, Long-Distance, 354, 35fi. 
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Cable Box, 313. 

Head, 313. 

Hook, 318. 

Cables, Aerial Telephone,,311. 

Ciklculagi-at)li, Construction and Operation of, 350, 
3S3. 

Records, 352, 353. 

Call Bell, 126. 

Bell, Meclianical, 140, Ul. 

Bella, and Batteries, 126 to 169. 

Calling Drops, 201. 

Capacity, Electromagnetic, Effect of, on Imped- 
ance of Telephone Circuit, 335, 336. 

, Electrostatic, 294. 

Carbon, Advantages of, for Microplione Trans- 
mittei-a, 86, 87. 

Ball Transmitter, 99, 100. 

Diapliragm for Transmitter, 93. 

Transmitter, 80. 

Cell, Carbon or Soot, 371. 

, Internal Besistance of, 149. 

, Ijcclancli^, 153. 

, Means for Obviating Polarization in, 147. 

, Polarization of, 147. 

'-, Secondary, 30. 

, Selenium, 369, 370. 
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Cell, Single-Fluid, 145. 

, Storage, 30. 

, Voltaic, 28, 29. 

OIIb, Closed-Ciruiiited, 148. 

, Dry, 157, 158, 159. 

, Open-Ci roil i ted, 148. 

Central- Station Exchange, 194. 

Station Switcli board, 194. 

Station Switcliboard Connections, HayCB' 

Common -B.Utery System, 396 to 398. 
Station Switcliboard, Panel of, 230, 

232. 
Cliarge, Electric Nature of, 274. 
CLeniical TeJeplione, 382, 385. 
Circuit, Electric, 27. 

, Ground-Return, 162. 

, Hydraulic, 31. 

, Magnetic, 53. 

, Metallic, 160. 

, Simple Telephonic, 46. 

Wires, Transposition of, 307, 308. 

Circuits, Telephonic, 270 to 331. 

, Loaded Telephone, 412 to 416. 

Clearing-Ont Drops, 201. 
Closed-Circuited Cells, 148. 
Coil, Primary, 102. 
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Coil, Secoiidar;, 102. 

, Telephone Kepeatitig, 357, 358, 

Coils, Induction, 101. 

CumbiiiiLtion Liglitniiig Fi-otector, 335 to 328. 

Commeruial Limiting Distance of Tele- 
phone TranBtnisBioii, How Iiioreased, 
417. 

Long-Distance Telephone TiaiiBmission, 

How Obtained, 417. 

Common- Battery, Definition of, 398, 

Battery System, 398 to 405. 

Battery System, Hayes, 390 to 405. 

Battery Telephone System, Use of Con- 
denser in, 391, 393. 

Complete Vibration, 8. 

Compound Bar Magnet of Telephone Receiver, 50, 
51. 

Condenser, Use of, in Common -Battery Telephone 
System, 391, 392. 

Conduction Method of Telephonic Transmission 
Witlioiit Wires, 376, 377. 

Conductors, Twisted Pali's of, 31-3, 

Connection of Three Telepliones in Single Circuit, 
175 to 177. 

Connections for Single Telephone Circnit, 101. 

, Multiple-Circuit, 175. 
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Connections of Snbecriber.Hayes' C»mmon-Battery 
Telepbone System, Telephone Coiineo- 
ted, 393, 394. 

of Subscriber, Hayes' Common -Battery 

Teleplione System, Telepbone Disoon- 
iiected, 391. 

of Switchboard at Central Station in 

Hayes' Common- Battery Telephone Sys- 
tem, 396 to 398. 

Continuous Cnnent, 42. 

Cora, Laminated, 123. 

of Electromagnets, 84. 

Counter- Electromotive Force, 120. 

Couple, Voltaic, 145. 

Cross Talk, 347, 248, 302. 

Clip, Porous, 146. 

Current, Alternating, 42. 
, Continuous, 42. 

, Direct, 42. 

D 

Definition of Common -Battery, 398. 
Diaphi-agm of Teleplione Receiver, 49, 50. 
Direct Current, 42. 
Directly-Coupled Generator and Motor, 144. 
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Diatiirbanoes, Inductive, 320. 
Double-Fluid Cells, 145. 

Pole Teleplione Receiver, 70, 11. 

Vibi-ation of Period, 14. 

Wii-e Switcliboard, 197. 

Dr. Ohm, 40. 
Drop, 198. 

of PresBure, 119. 

of Voltage, 119. 

, Self-Restoring, 268. 

, Calling, 201. 

, Clearing-Out, 301. 

Dry Cells, 157, 158, 169. 
Duplex Telephony, 387. 
Diiplexed.Di|)lex Telephouy, 388. 
DuBt Transmitter, 8ft, 89. 
Dynamo-Electric Geiieiator, 30. 

E 

Effect of Increase of Inductance in Teleplione 
Line, 412 to 4L4. 

of Inductance aiid Capacity p4;r Mile of 

Wave Leiiglli, 419, 420. 
E. M. F., 29. 

' ■ -, Continuous, 42. 
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E. M. F., Unit of, 30. 

Electric Charge, Nature of, 274. 

Circuit, 27. 

Circuits, Parallel Connections of, 33, 

Cuvi-eiit, Uuit of, 88. 

Currents, Popular vs. Scientltic Ideas of, 

270 to 300. 
Flux, Distribution of, Between Two Parallel 

Open-Circuited Wires, 273. 
Fliir, Movement of, over Closed -Metallic 

Circuit, 278, 280. 
Flux, Movement of, over Parallel Wires, 

276. 

Flux, Reflection of, 278. 

Flux, SyBteniB of, 274 to 278. 

Pressure, 33. 

Principles, Elementary, 26 to 27. 

Resistance, 31. 

Resistance, Circumstances Influencing, 34, 

Resistance, Unit of, 35. 

Source, 27. 

Electrolyte, 28, 145. 

Electromagnet, Action of, in Telephone Receiver, 

67, 68, 69. 

, Core of, 64. 

, Uoi-seshoe, 66, 67. 
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Electro magnetic Annunciator, 198, 

Induction, 298. 

Induction Metliod of Telephonic Trans- 
mission witliout Wires, 215, 276. 

Electromotive Force, 29. 

Force, Counter, 120. 

Electromotive Forces, Alternating, 43, 

Klectroslatic Capacity, 294. 

Capacity, Effect of, on Impedance of 

Telephone Cii-cuit, 335, 336. 

Induction, 298. 

Screen, Action of, 303. 

Teleplione Receiver, 385 to 386. 

Element, Negative, 147. 

Elementary Electrical Principles, 28 to 47. 

Elenienta, Voltaic, 58, 145. 

Exceaaively Small Energy Required for Operation 
of Telephone, 75. 

Extension Bell, 141, 148. 



Flux, Distribution of, in Bar Magnet, 56, 

, Electric, Movement of, over Closed-Metal- 
lic Circuits, 979, 280. 
, Electric Movement of, over Parallel 
Wires, 276. 
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Flux, Electric, Origin of, 283. 
, Magnetic, 53. 

PatliB, Magnetic, Diagram of, 69. 

PatliB of Watcli-Case Receiver, 16. 

Force, Electromotive, 29, 

Force, Magnetic, 281. 

Frequency of Vibration, 8. 

Frictional Electric Machine, Voltage of, 30. 

Fundamental Tone§, 10. 

G 

Generator and Motor, Directly -Coupled, 14*. 

, Dynamo-Electric, 30. 

, Hand, 126. 

Ground-Return Circuit, 162. 
Wire, 162. 

H 

Hand Generator, 128. 

Harmonics, 10. 

Hayes' Common Battery System, 390 to 406. 

Head-Band, for Telephone, 79. 

Horsehoe Electromagnet, 64. 

Permanent Magnet, 71. 

Human Ear, SensitiveneBS of, 19. 
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Hiiiiiiing's C&rboD Transmitter, 90, 91. 

Hydraulic Circuit, 31. 

' — Circuits, Paiallel Connectious of, 31, 3 



Impedance, 123. 

■ of Telephone Circuit from Electromag- 
netic or Inductive Capacity, 337. 
of Telephone Ciicuit from Electrostatic 

Capacity, 335, 336. 
of Teleplioiie Ciiciiit from its Insulation 

Kesistance, 334, 335. 
of Telephone Circuit Arising from 

Olimic Resistance, 332, 333. 
Individual Switcli board, 230. 
Inductance, 337. 
Loads of Underground Telephone Cables, 

425, 426. 
' Loads, Circumstances Determining Number 

of, 421, 422. 
of Telephone Line, Effect of Increase in, 

412 to 414. 
Induction Coil Load of Telephone Lines, 424, 425. 
Coil, Action of, in Telephone Circuit, 105, 

106. 
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Induction Coil, Function of, in Teleplione Circuit, 

117 to 118. 
Coil, Loug-DiBtanoe Telephone, 124, 

125. 

Coil for Telepiione, 102, 103. 

CoilB, 101. 

, Electromagnetic, 298. 

, Electrostatic, 298. 

, Self, 337. 

Inductive Disturbances, 320. 

■ Telephone Circuits, Diagram of, 305, 

Instrument, Receiving, 22, 

, Transmitting, 21, 

Insulation Resistance, Effect of, on Impedance of 

Telephone Circuit, 33i. 
Insulator, Transposition, 309. 
Insulators, 38, 39, 
Intensity or Loudness of Sound, 9. 
Internal Resistance of Cell, 149. 
Isolated-Station Switchboard, 193, 220. 



Jacks, Answering, 233, 
, Multiple, 234. 
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Knife Switch for Teleplionee, S16. 
KR Law, Unreliability of, for Long-Digtance 
Telepiione Circuits, 341. 



Laminated Core, 123. 
I^amp, Pilot, 398. 

, Short- Circuiting, 401. 

, Supervisory, 399, 400. 

LaiiipN, Switcliboard, 40B, 

, Telepiione, 407. 

Law, KR, Unreliability of, for Long-Distance 
Telephone Cireiiita, 347. 

Telephone System, 358 to 364. 

I^olanch^ Cell, 153. 
Lightning Arresters, 321. 

Arresters, 8aw-Toolh Form of, 322. 

Protector, Combination, 325 to 328. 

Protectors, 321. 

, Voltage of, 30. 

Limits of Audition, 19, 20. 



Line Cut-off Rel.iy, J 
Relay, 396. 
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Lond Diagram of Central Telepbone Station, 251. 
Traded Teleplione Circuits, 412 to 426, 
Loading of Teleplione Line, 416, 417, 
of Teleplione Lines by Induction Coila, 

424, 4a5. 
Local Action in Voltaic Cell, 152. 
Locally Inter- Con nee ted Switchboard, 923. 
Inter- Connected Switdiboard, Diagram for 

Ground-Return Circuits, 224. 
Inter- Connected Switchboard System, 

Advantages Possessed by, 229. 
Long-Distance Cabinet Booth, 354, 355. 

Teleplione, 331 to 364. 

— — Teleplione Apparatus, 363, 364, 

Telephone Circuits, Examples of, 341, 342. 

Teleplione Induction Coil, 124, 125. 

Teleplione Switchboard, 348. 

- — - — - Telephonic Transmission, Difficulties of 

OUtaining, 331, 332, 
Longitudinal Vibrations, 13. 
Loudness or Intensity of Tone, 9. 

M 

Machine, Magneto -Electric, 126. 

, Talking, 4. 

Magnet Pole, North. Seeking, 54, 
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Magnetic Bell Teleplione', Diatiibution of Flux 
Produced by, 61, 63, 63. 

Cii-euit, 53. 

Flux, 53. 

Flux, Distribution of, in Hoi'sehoe Mag- 
net, 73. 

Flux-Patbs, Diagram of, 59. 

Flux-Patlisof End of Bar Magnet, 61 to 68. 

Force, 281. 

Sontli-Seeking Pole, 54. 

Streamings, 53. 

Magnets, Permanent, 64. 

Magneto -Armature, 126. 

— ■■ Electric Machine, 126. 

Electric Transmitter, 80, 81. 

— Generator, Action of, 120 to 133. 

Gtenei-ator and Bell, 129. 

— Generator and Call Bell, Purpose of, 136, 

137. 

Telephone Transmitter, l7l, 1?2. 

Transmitter Switchboard, 218 to 220. 

Mechanical Telephone, 24. 

Metallic Circuit, 160, 

Circuit System, 254, 255, 

Micro-Ampere, 40, 76. 

Microphone, 82. 
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Microphone, Simple Carbon, 84, 85. 

Tranamitter, Simple, 83. 

TransniitterB, 80 to 100. 

Mil, 36. 

Mil-Foot, 36. 

Mitliampei'e, 41. 

Miaoellaneoua Applications of Electiicity and 

RaJioplioiiy, 385 to 388. 
Multiple Central-Station Switchboavil, 230 

Cirouit Connections, 175 to 192. 

Jacks, 234. 

Switoliboai-d, Buay Teat of, 340. 

Switchboard, Diagram of Connections of, 

237. 

Switchboard Method, 229. 

Switchboard, Necessity for, 221. 

Switchboard, Seotiona of, 22, 223. 

Switchboards, 221 to 269. 

Telephone, 387. 

Wire Telephone Sit, 191. 

Multiplex Telephony, 387. 

N 
Negative Element, 147. 

Pole, 27. 

North-Seeking Magnet Pole, 54. 
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Objective Characteristics of Tones, 9. 

Meaning of tlie Word Sound, 7. 

Ohm, 35. 

Ohmic Resistance, 122, 297. 

Resistance, Effect of, on Impedance of 

Telephone Circuit, 333, 334. 
Ohm's Law, 41, 
Operation of Single- Circuit Telephone, 169 to 

170. 
Over-Tones, 10. 



Parallel Connection of Electric Circuits, 33. 

■ Connection of Hydraulic Circuits, 31, 32 
Period of Complete Vibration, 14. 

of Vibration, 8. 

Permanent Magnets, S4. 
Photophone, Transmitter of, 368. 
Pilot Lamp, 398, 

Relay, 398. 

Pitch or Tone, 9. 

Polarization of Cell, Means for Obviating, 147. 

of Cell, 147. 
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Pole, Negative, 27. 

, Positive, 27. 

Poles of Electiic Somce, 21. 
PorouB Cell, U6. 

Cup, 146. 

Positive Pole, 27. 
Power Generator, 143. 
Preaaure, Drop of , 119. 

, Electric, 33, 

Pvimary Coil, 102. 

Principles, Elementary Electric, 26 to 47. 

Protectors, Ligbtniug, 321. 

Q 

Quadruples Telephony, 388. 
Quality or Timbre of Tone, 10. 

R 

Radiophonic Trans mi as ion, 365 to 368. 
Radiopliony and Misoellaneous Applications of 

Electricity, 365 to 388. 
Receiver of Teleplione, 22. 

, Telephonic, 48 to 79. 

Receiving Instrument, 22. 
Records, Calculagrapb, 352, 353. 
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Reflection of Electric Flux, 278. 
Relay, Line, 396. 

, Line Cut-Off, 396. 

, Pilot, 398. 

, Supervisory, 400. 

Repeating Coil for Telephone, 357, 358, 
KeBistance, Apparent, 120. 

, Electric, 31. 

, Electric, Ci re nm stances Influencing, 34. 

, Ohinic, 122, 297. 

, Specific, 38. 

Resistivity, 38. 

s 

Saw-TootU Form of Eiglitniiig Arresters, 322, 
Sci'een, Electrostatic, Action of, 303. 
Secontlary Cell, 30. 

Coil, 102, 

Selenium Cell, 369, 370. 
Self-Liduction, 337. 

Self -Restoring and Self-Locking Drop, 261, 
263. 

Drop, 258. 

SensitivenesB of Human Ear, 19. 
Series- Connected Battery, 151. 
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Shoit- Circuiting Lamp, 401. 

Signal, Visual, 397. 

Simple Carbon Mi crop bone, 84, 88. 

Microphone Tran§mitter, 83. 

Telepbonic Circuit, 46. 

Single-Circuit Connections, 160, 174, 

Fluid Voltaic Cell, 145, 165, 156, 157. 

Pole Receiver, 61. 

Telephone Circuit, Connectlona for, 161 

to 164. 

Wire Switcliboard, Diagram of Connec- 
tions for, 195. 

Solid-Back Transmitter, 95, 96, 97, 

Sonorescence, 373. 

Soot or Carbon Cell, 371, 

Sound, Objective and Subjective, Significance 
of, 7, 

Waves, Effect of, on Transmitter Dia- 
phragm, 22, 23, 105, 106. 

Waves, Velocity of, in Air, 13. 

Source, Electric, 27, 

, Electric, Poles of, 27. 

South-Seeking Magnetic Pole, 54. 

Specific -Resistance, 38. 

Spi-ing-Jacks, 200. 

Standard Swit«hboard, 198. 
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Storage Cell, 30. 

Streamings, Magnetic, 63. 

Streams of Electric Flux, 2?4 to 278. 

String Telephone, 21. 

Subjective Characteriatics of Tone, 11. 

Meaning of tlie Word Sound, 7. 

Subscriber, Teleplione, 194. 

Subscriber's Connections In Hayes' Common-Bat- 
tery Teleplione System, Teleplione Con- 
nected, 393, 394. 

Connections, Hayes' Common-Battery 

Telephone System, Telephone Discon- 
nected, 391. 

Supervisory Lamp, 399, 400. 

Relay, 400. 

Switch, Automatic Telephone, 163. 

Switchboard, 193. 

, Branch-Terminal, 266. 

, Double- Wire, 197. 

, Individual, 230. 

, Isolated -StUion, 193 to 220. 

Ijamps, 408, 409, 

, Locally Inter- Connected, 223. 

, Long-Distance Telephone, 352. 

, Magneto-Transmitter, 21S to 220 

, Multiple Central-Station, 230. 
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Switchboard, Single-Wire, 196. 

, Standard, 198, 

, Three-Wire, 256. 

Switohboavde, Multiple, 231 to 269. 



Talking Machine, 4. 
Telephone Cables, 310. 

Cables, Underground, 311, 312. 

Cables, Underground, Inductance Loads 

on, 425, 426. 

Circuit, 337, 

Circuit, Action of Induction Coil on, lOfl 

to 116. 
Cii-cuits, Effect of Inductance and Capacity 

on Wave Length in, 419, 420. 
Circuit, Function of Induction Coil in, 

117, 118. 

Circuit, Impedance of, 332, 333. 

• Circuits, 270. 

Cross-Talk, 302. 

, Double Receiver, 70, 71. 

, Extreme Sensitiveness of, 74. 

, Growth of, 4. 

, Head-Band for, 79. 
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Telephone Induction Coil, 102, 103. 

Induction Coil, Longitudinal Section of, 

102, 103. 

, Knife Switch for, 216. 

— Lamps, 407. 

Line, Loading of, 416, 417. 

Lines, Artificial Introduction of Induct- 
ance in, 415, 416. 

Lines, Loading of, by Induction Coils, 

424, 425. 

, Mechanical, 24. 

, Minimum Cniient Required for Operation 

of, 75. 

, Multiple, 387. 

Receiver, 22. 

Receiver, Action of Electromagnet in, 67, 

68, 69. 

Receiver, Common Form of, 48, 49. 

Receiver, Compound Bar Magnet of, 50, 

51. 

Receiver, Diaphragm of, 49, 50. 

Receiver, Electrostatic, 385 to 386, 

Receiver, Single-Pole Form of, 51. 

Receiver, Watch-Case, 76, 77. 

Repeating Coil, 357, 358. 

, Simple Construction of, 5. 
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Telephone, String, 91. 

Subscriber, 194. 

System, Law, 359 to 381. 

Test Wire, 239. 

, Thermo, 380, 381. 

Transmitter, 21. 

Trunk System, 229. 

Telephoner, 165. 

Teleplionic Circuit, Diagram of, with Induction 
Coil, 108, 109. 

Circuit, Diagram of, without Induction 

Coil, 103, 105. 

Circuits, 210 to 331. 

Receivers, 48 to 79. 

Trausmisaion without Wires, Conduction 

Method of, 376, 377. 

Transmission witliout Wires, Electro- 
magnetic Induction Method of, 376, 
376. 

Transmission without Wires, Electro- 
static Induction Method of, 375. 

Transmission witliout Wires, Various 

Methods of Obtaining, 374 to 380. 

Telephony, Diplex, 387. 

, Duplex, 387. 

, Duplexed-Diplex, 388. 
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Telephony, Long-Distance, 331 to 364. 

, Multiples, 38V. 

1 , Quadruplex, 386. 

Terminal Impedances, Effect of Variations of, on 

Telephone Lines, 419, 420. 
Testing Magneto nnd Bell, 136, 139. 
Thermo-Telephone, 380, 381. 
Three- Wire Switchboard, 256. 

Wire Switchboard, Di.igram of, 25V. 

Wire Switchboard, Jack and Plug for, 260. 

Timbre or Qnalitj- of Tone, 10. 
Tone or Pitch, 9. 

, Timbre or Quality of, 10. 

Tones, Fiindamtintal, 10. 

Total Resistance of Long 'lVlephoi)e Circuits, How 

Reduced, 417. 
Trans- Atlantic Teleplione Circuits, Possibilities 

of, 344, 345. 
Transmission, Radiophonic, 365 to 368, 
Transmitter, Carbon, 80. 

, Carbon Ball, 99, 100. 

Diaphragm, Effect of Sound Waves on, 

22, 23, 105, 106. 

, Dust, 88. 89. 

, Hunniiig's Carbon, 90, 91. 

, Magneto-Teleplione, 171, 172. 
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Transmitter Magneto-Electric, 80. 

of Pliotoplione, 366. 

of Telopbone, 21. 

, Simple Microphone, 83. 

, Solid-Back, 95, 96, d1. 

Transmitting Instrument, 21. 
Transposition Insulator, 309. 

of Circuit Wires, 307, 308. 

Tree Insulator, 318. 

Tricro- Ampere, 15. 

Trnnk Line Teleplione Wires, 347. 

Truiikiiig-Out Switchboard, 266. 

System for Telepliones, 229. 

Twisted Paii-a of Conductors, 313. 
Tympanic Membrane, 18. 



u 

Undergronnd Telephone Cables, 311, 312. 

Telephone Cables, Inductance Loads ■ 

425, 426. 
Unitof E. M. F., 30. 

of Electric Current, 39. 

of Electric Resistance, 35. 
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Velocity of Sound Waves in Air, 13. 
Vibration, Complete, 8. 

, Frequency of, 8. 

Vibrations, Longitudinal, 13. 
Visual Signals, 397, 406 to 411. 
Volt, 30. 

Voltage, Drop of, 119. 
Voltaic Battery, 151. 

Cell, 38, 29. 

Cell, Local Action in, 162. 

Couple, 145. 

Elements, 28, 146. 

w 

Watch-Case Telephone -Receiver, 76, 11. 
Watermotive Force, 32. 
Water Pressure, 33. 
Wave, Amplitude of,' 16. 

— Length, 15. 

Wire, Ground, 162. 

Wires, Trunk-Line Telephone, 847. 
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